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1.0
R

RENDERED ELEVATIONS

4 REAR FACADE (@ PAY AND DRIVE THRU WINDOWS)
NTS NOTE:

1 LEFT FACADE
NTS NOTE:

3 FRONT FACADE
NTS NOTE:

2 RIGHT FACADE
NTS NOTE:



DUNKIN

PTE-04

0'-0" A.F.F.
TOP OF SLAB

TR-04
PS-03

TR-06 TR-05

PTE-01

10'-4" A.F.F.
TOP OF
STOREFRONT

28'-0" A.F.F.
TOP OF ROOF

26'-0" A.F.F.
TOP OF ROOF

PS-01

36'-0" A.F.F.
TOP OF CUPOLA

14'-0" A.F.F.
BOTTOM OF
ROOF

PTE-13

7'
-0

"

2'-0"

2'-0"

10
'-0

"

EQ.EQ.

5'-0" 5'-0" EQ.EQ.

16'-0"

1'
-4

"

CUPOLA BEYOND

TRIM @ OUTSIDE CORNER
OF ACCENT PANEL (TYP.)

7 14"  FIBER CEMENT LAP
SIDING   (6" REVEAL) WITH

WOOD TEXTURE

TRIM @ INSIDE CORNER OF
ACCENT PANEL (TYP.)

TRIM @ BASE OF
ACCENT PANEL

 ACCENT PANEL

3" WHITE TRIM @
CORNERS, TYP.

CONCRETE SILL

GLEN GERY EXTRUDED
BRICK - COLOR: MORNING
DOVE

ROOF SHINGLES -
MFR.: CERTAINTEED
STYLE: INDEPENDENCE SHINGLES
COLOR: CHARCOAL BLACK

STOREFRONT FRAMING SYSTEM W/ 1"
INSULATED & TEMPERED GLASS PER CODE
- FRAME TO HAVE BLACK FINISH. (TYP.)

4" WHITE TRIM AROUND
WINDOW FRAME, TYP.

"D" SHAPED DOOR
HANDLES, SEE NATIONAL
ACCOUNTS

SIGN BY SIGN VENDOR,
SEE DET. #7/A4.0

SHAKER SHINGLES TO
MATCH

71
4" FIBER CEMENT LAP

SIDING, 6" REVEAL

AWNING COLOR TO
MATCH (TYP.)

1X12 WHITE FASCIA
BOARD

PAINT DOWNSPOUT
TO MATCH COLOR
OF MATERIAL IT IS
MOUNTED ON (TYP.)

FLAT ROOF W/
'WHITE' RAILINGS
ABOVE

8
12

15
'-6

"

4'-0" (TYP.)

8'
-0

" (
TY

P.
)

4'-0" (TYP.)

8'
-0

" (
TY

P.
)AWNING (BEYOND)

MONOLITH BEYOND

YORKTOWN

SIGN BY SIGN VENDOR.
SEE DET. #6/A4.0

WSCX-2

PTE-04

PC-13

PTE-04

PTE-04

3'-6"

28'-0" A.F.F.
TOP OF ROOF & MONOLITH

11'-0" A.F.F.
BOTTOM OF ORANGE ACCENT
BEAM/
DT  WINDOW CANOPY

0'-0" A.F.F.
TOP OF SLAB

26'-0" A.F.F.
TOP OF ROOF

10'-4" A.F.F.
TOP OF STOREFRONT

36'-0" A.F.F.
TOP OF CUPOLA

19'-10" A.F.F.
TOP OF ROOF @ D/T

14'-0" A.F.F.
BOTTOM OF ROOF

PTE-01

WSCX-2

PS-01

PC-02

PS-04 LP

TR-07

TR-08

PS-03

TR-06

TR-04

PC-04
PC-12

1'-0"
2'-0"

38'-8"

2'-0"

24
'-4

1 2"

CONCRETE SILL
GLEN GERY EXTRUDED
BRICK - COLOR:
MORNING DOVE

GOOSE NECK LIGHT
FIXTURE (TYP.)

TRIANGULAR LOUVER
VENT TO MATCH PITCH
OF ROOF; PAINTED

CUPOLA BEYOND

D/T CANOPY BEYOND

PAINT ROOF FASCIA

STOREFRONT FRAMING
SYSTEM W/ 1" INSULATED
& TEMPERED GLASS PER
CODE - FRAME TO HAVE
BLACK FINISH, (TYP.)

4" WHITE TRIM AROUND
WINDOW FRAME, TYP.

SIGN BY SIGN
VENDOR

1X12 WHITE FASCIA
BOARD

SHAKER SHINGLES TO
MATCH

GOOSE NECK LIGHT
FIXTURE (TYP.)

71
4" FIBER CEMENT LAP

SIDING, 6" REVEAL

DRIVE-THRU BUMP-OUT
(BEYOND)

PAINTED METAL BAND

FIBER CEMENT PANEL "DUNKIN" COLOR TO BE
ORANGE, "  " COLOR TO BE PINK

TRIM @ TOP OF MONOLITH

VERTICAL TRIM @ FIBER
CEMENT PANELS (TYP.)

7 14"  FIBER CEMENT LAP SIDING
(6" REVEAL) WITH WOOD TEXTURE

1 1/2" D X 2" H EXTRUDED METAL
CHANNEL TO BE PAINTED TO

MATCH DD 'OFF WHITE'                    &
DD 'PINK'                         (TYP.)

TRIM @ INSIDE CORNER OF
MONOLITH (TYP.)

TRIM @ OUTSIDE CORNER
OF MONOLITH (TYP.)

8
12

SIGN BY SIGN VENDOR,
SEE DET. #7/A4.0

4'-4" (TYP.)

8'
-0

" (
TY

P.
)

AWNING (BEYOND)

PTE-13
AWNING COLOR
TO MATCH (TYP.)

ROOF SHINGLES -
MFR.: CERTAINTEED
STYLE: INDEPENDENCE
SHINGLES COLOR:
CHARCOAL BLACK

2 of 4

2.0
A

PROPOSED ELEVATIONS
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22-288

1 FRONT FACADE
1/4" = 1'-0"

FINISH SCHEDULE

2 LEFT FACADE 
1/4" = 1'-0"



28'-0" A.F.F.
TOP OF ROOF

11'-0" A.F.F.
BOT. OF ORANGE

ACCENT BEAM/ DT
WINDOW CANOPY

0'-0" A.F.F.
TOP OF SLAB

19'-10" A.F.F.
TOP OF ROOF

@ D/T

PTE-04

PS-01

LED-2

LED-13

LED-2

LED-13

PC-13

PC-13

36'-0" A.F.F.
TOP OF CUPOLA

14'-0" A.F.F.
BOTTOM OF

ROOF

PTE-04

PTE-01

PS-03

TR-05

2'
-6

"
 F

R
O

M
 C

O
N

C
.

3'
-0

"
 D

/T
 S

IL
L

8"8"
16'-0"

EQ. 5'-0" 5'-0" EQ.

10
'-0

"

EQ. EQ.

6'
-0

"

3'
-0

"

2'
-6

"
 F

R
O

M
 C

O
N

C
.

3'
-0

"
 D

/T
 S

IL
L

8"8"

CONCRETE SILL
GLEN GERY
EXTRUDED BRICK -
COLOR: MORNING
DOVE

3" WHITE TRIM @
CORNERS, TYP.

CUPOLA BEYOND

71
4" FIBER CEMENT

LAP SIDING, 6"
REVEAL

PRICE CONFIRMATION DISPLAY UNIT CENTER OF WINDOW - SEE
NATIONAL ACCOUNTS FOR ADDITIONAL INSTALLATION INFO.

STOREFRONT FRAMING SYSTEM W/ 1" INSULATED
& TEMPERED GLASS PER CODE - FRAME TO HAVE
BLACK FINISH. (TYP.)

SLIDING DRIVE-THRU PAY WINDOW; FRAME
FINISH TO MATCH BLACK FINISH (TYP.)

USE APPROPRIATE TINT & OPTIONAL LOW-E
SHROUD FOR DRIVE-THRU WINDOW.

RECESSED LIGHT FIXTURES AT BOTTOM OF DD
FIELD FRAMED ORANGE CANOPY (TYP.)

LED TAPE LIGHT FIXTURE ON
TOP OF FIELD FRAMED

ORANGE CANOPY
AIR CURTAIN

PRICE CONFIRMATION DISPLAY UNIT CENTER
OF WINDOW - SEE NATIONAL ACCOUNTS FOR

ADDITIONAL INSTALLATION INFO.

RECESSED LIGHT FIXTURES AT BOTTOM OF
DD FIELD FRAMED ORANGE CANOPY (TYP.)

LED TAPE LIGHT FIXTURE ON
TOP OF FIELD FRAMED

ORANGE CANOPY

STOREFRONT FRAMING SYSTEM W/ 1"
INSULATED & TEMPERED GLASS PER CODE
- FRAME TO HAVE BLACK FINISH. (TYP.)

SLIDING DRIVE-THRU PICK UP WINDOW;
FRAME FINISH TO MATCH BLACK FINISH
(TYP.)

USE APPROPRIATE TINT & OPTIONAL LOW-E
SHROUD FOR DRIVE-THRU WINDOW.

AIR CURTAIN

D/T CANOPY

D/T CANOPY

1X12 WHITE
FASCIA BOARD

TRIANGULAR LOUVER
VENT TO MATCH PITCH
OF ROOF; PAINTED

SHAKER SHINGLES
TO MATCH

PAINT DOWNSPOUT TO
MATCH COLOR OF

MATERIAL IT IS MOUNTED
ON (TYP.)

7 14"  FIBER CEMENT LAP
SIDING   (6" REVEAL) WITH
WOOD TEXTURE

SIGN BY SIGN VENDOR

TRIM @ BASE OF
ACCENT PANEL

 ACCENT PANEL

8
12

8
12

ROOF SHINGLES -
MFR.: CERTAINTEED
STYLE: INDEPENDENCE SHINGLES
COLOR: CHARCOAL BLACK

FLAT ROOF W/
'WHITE' RAILINGS

ABOVE

2'-0"
2'-0"

MONOLITH

BUILDING
SIGN

3'-
6"5'-

0"

EWS-1

PTE-02

9'-
0"

11'-0" A.F.F.
BOTTOM OF ORANGE ACCENT BEAM/

DT  WINDOW CANOPY

0'-0" A.F.F.
TOP OF SLAB

PTE-04

PS-01

28'-0" A.F.F.
TOP OF ROOF

26'-0" A.F.F.
TOP OF ROOF

PTE-04

36'-0" A.F.F.
TOP OF CUPOLA

19'-10" A.F.F.
TOP OF ROOF

14'-0" A.F.F.
BOTTOM OF ROOF

PTE-01

1'-0"2'-0" 2'-0"

3'-0"

DELIVERY DOOR AND FRAME PAINTED

LED WALL PACK LIGHT
FIXTURE (TYP.)

ROOF SHINGLES -
MFR.: CERTAINTEED
STYLE: INDEPENDENCE SHINGLES
COLOR: CHARCOAL BLACK

CUPOLA BEYOND

TRIANGULAR LOUVER
VENT TO MATCH PITCH
OF ROOF; PAINTED

71
4" FIBER CEMENT LAP

SIDING, 6" REVEAL

DRIVE-THRU BUMP-OUT
BEYOND

3" WHITE TRIM @
CORNERS, TYP.

"PEEP" HOLE 190 DEG. VIEW

CONCRETE SILL

GLEN GERY EXTRUDED
BRICK - COLOR: MORNING

DOVE

SHAKER SHINGLES TO
MATCH

8
12

'WHITE' RAILING (TYP.)

10'-0" A.F.F.
TOP OF LOWER ROOF

3 of 4

3.0
A

PROPOSED ELEVATIONS
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22-288

1 REAR FACADE (@ PAY AND DRIVE THRU WINDOWS)
1/4" = 1'-0"

FINISH SCHEDULE

2 RIGHT FACADE 
1/4" = 1'-0"



FRONT VIEW

4'
-1

0"

2'-101
2"

1'
-1

"
3'

-5
"

SIDE VIEW

4'
-1

0"

4"

1'
-1

"
3'

-5
"

SIGN FACES

C D

E F

G

2'-61
2"

A B
5"

SIGNAGE BOX AREA: 2.75 SQ. FT.
LED ILLUMINATED DIRECTIONAL SIGN
NOTES:
1. 5" x 1" x .063" ALUMINUM SPACE FRAME.
2. 1" ALUMINUM RETAINER.
3. 1" x 1" x 1/8" ALUMINUM ANGLE.
4. 4" x 4" x .075" SQUARE TUBE SUPPORT

PAINTED ORANGE PMS 165C
5. GE TETRA MAX 7100K WHITE LED'S.
        (OR GE REPLACEMENT EQUIVALENT).
6. LED POWER SUPPLIES, AS REQUIRED.
7. 118" CLEAR SOLAR GRADE POLYCARBONATE

FACE 2ND SURFACE.
8. BACKGROUND COLOR TO BE 403 WHITE

BACK-SPRAY.
9. 3M #3630-3123 DUNKIN' ORANGE

TRANSLUCENT FILM 2ND SURFACE.
10. 3M #3630-1379 DUNKIN' PINK TRANSLUCENT

FILM 2ND SURFACE.
11. 3M #7125-41  DUNKIN' GRAY TRANSLUCENT

FILM 2ND SURFACE.

ADDITIONAL NOTES:
· ARTWORK FONT: DUNKIN SANS DISPLAY
· EXTERIOR FINISH: PAINT PANTONE 7540C
· INTERIOR FINISH: PAINTED REFLECTIVE WHITE
· RETAINERS / FACE REMOVABLE FOR SERVICE

ACCESS
· ELECTRICAL: (1) 20-AMP / 120 VOLT CIRCUIT
· U.L. LISTED

4 7,82,11
5,6

3

4

DRIVE
THRU

9 10

1
2,11

3
4

H

DO NOT
ENTER

J
WELCOME

BACK

I

DO NOT
ENTER

SEE YOU
SOON

WELCOME
BACK

DRIVE
THRU

DRIVE
THRU

SEE YOU
SOON

K

DRIVE
THRU

L

DRIVE
THRU

O

ENTER

N
EXIT

M

P

NOTE:
SEE DUNKIN' BRANDS WEBSITE, http://extranet.dunkinbrands.com,
FOR COMPLETE INFORMATION AND DETAILS

PMS
COLORS:

VINYL/PAINT
PMS 165 DD ORANGE TRANS 3M #3630-3123
PMS 219 DD PINK TRANS 3M #3630-1379
PMS 7540C DD GRAY  TRANS 3M #7725-41
PMS COOL GRAY 1C  TRANS 3M #7725-11

6'
-1

0"
O

VE
R

AL
L 

H
EI

G
H

T

5'-0"

2'-0"

4"

8" 6'
-1

0"

FRONT
VIEW

SIDE VIEW

POST AND BOX
PAINTED TO MATCH
PMS 7540C DD GRAY

(4) 3/4" DIA. GALVANIZED
ANCHOR BOLTS X 30" LG.
W/6" THREAD @ TOP & 3"
THREAD @ BOTTOM.  (4)
NUTS @ (2) WASHERS
PER BOLT

5'
-0

"
M

IN
.

2'-0"

1'
-1

"
C

O
N

D
U

IT
PR

O
TE

C
TI

O
N

(2) RIGID CONDUIT FOR
POWER/COMMUNICATION

5'
-0

"
M

IN
.

2'-0"

4"

1'-01
2"

1'
-0

"
C

O
N

D
U

IT
PR

O
TE

C
TI

O
N

BASE PLATE DETAIL

A

2'
-3

"
4'

-7
"

DOUBLE NUTS (GALV.)TORQUE NUTS TO
23 FT. LBS. FLAT WASHERS

LEVELING NUT

AFTER POLE IS LEVELED AND BOLTED INTO
PLACE, FILL ENTIRE AREA UNDER PLATE WITH
STRUCTURAL NON-SHRINK, NON METALLIC
CEMENTITIOUS GROUT.  FOLLOW ALL OF THE
MANUFACTURERS INSTRUCTIONS FOR ALL
GROUT MIXING, PLACEMENT, AND CURING.  THE
DISTANCE FROM THE TOP OF THE FOUNDATION
TO THE BOTTOM OF THE BASE PLATE TO BE
MORE THAN 2x THE ANCHOR BOLT DIAMETER.

6"

DETAIL 'A'
SCALE: 1"=1'-0"

1

2

MULTIPLE PANEL DIGITAL MENU BOARDS

2'
-0

"

1

2

NOTE:
SEE DUNKIN' BRANDS WEBSITE, http://extranet.dunkinbrands.com,
FOR COMPLETE INFORMATION AND DETAILS

NOTES:
1. MENUBOARD IS POWDER COATED TO MATCH PMS

7540C (CABINET, BASE CLADDING, DOOR FRAMES &
EXTENDER FRAMES).

2. SAMSUNG OHF SERIES DISPLAY MENUBOARDS,
OHF55F - 55".

ADDITIONAL NOTES:
· ARTWORK FONT: DUNKIN SANS DISPLAY

PMS

COLORS:

VINYL/PAINT
PMS 165 DD ORANGE TRANS 3M #3630-3123
PMS 219 DD PINK TRANS 3M #3630-1379
PMS 7540C DD GRAY  TRANS 3M #7725-41
PMS COOL GRAY 1C  TRANS 3M #7725-11

#5 VERTICAL BARS

#3 TIES @ 10" O.C.

DESIGN PARAMETER:
2018 INTERNATIONAL
BUILDING CODE
BASIC WIND SPEED: 140 MPH

4"

NOTE:
1. G.C. TO VERIFY BASE PLATE DIMENSIONS WITH

MANUFACTURER OF DRIVE THRU ELEMENT AND NOTIFY
ARCHITECT OF ANY DISCREPANCIES

24" DIA. SONOTUBE FORMED
CONCRETE PIER - 4,000 PSI
MAX W/C RATIO = 0.45

1'-4"1'-4"

3"
CLR.

1'
-0

"
BO

LT
PA

TT
ER

N

#3 TIES @
10" O.C.

CONDUIT

2'-0"

(4) #5 VERTICAL
BARS

(4) 3/4" DIA.
GALVANIZED

ANCHOR BOLTS
STEEL BASE
PLATE

1'
-4

"

LINE OF D/T
SURFACE

BASE PLATE DETAIL

11'-0"
(EXTENSION ARM)

13
'-0

"

10
'-0

" 11
'-6

"

C
LE

AR
AN

C
E 

H
EI

G
H

T

2"
4"

3/4" PVC GRAPHICS

CLEARANCE 10'-0"

2'-0"

2'
-0

"
10

"

4'-0"
(CLEARANCE BAR)

10"

31
2"

4
3

3 1/2"x3 1/2"x3/16"
SQUARE STEEL TUBE

10"x10"x1/2" STEEL
MOUNTING PLATE

1,5

5'
-0

"
M

IN
.

2'-0"

4"

8"

(4) 3/4" DIA. GALVANIZED
ANCHOR BOLTS X 30" LG. W/6"
THREAD @ TOP & 3" THREAD
@ BOTTOM.  (4) NUTS @ (2)
WASHERS PER BOLT.

#5 VERTICAL BARS

#3 TIES @ 10" O.C.

24" DIA. SONOTUBE FORMED
CONCRETE PIER - 4,000 PSI
MAX W/C RATIO = 0.45

SIDE VIEW

CURB

D/T SURFACE

31
2"

10"

MOUNTING PLATE
SETBACK 18" FROM
FACE OF 6" CURB

3

1,2

6"
3"

5'
-0

"
M

IN
.

2'-0"

4"

8"

(4) 3/4" DIA. GALVANIZED
ANCHOR BOLTS X 30" LG. W/6"
THREAD @ TOP & 3" THREAD
@ BOTTOM.  (4) NUTS @ (2)
WASHERS PER BOLT.

#5 VERTICAL BARS

#3 TIES @ 10" O.C.

3"
CLR.

1'
-0

"
BO

LT
PA

TT
ER

N

#3 TIES @
10" O.C.

2'-0"

(4) #5 VERTICAL
BARS(4) 3/4" DIA.

GALVANIZED
ANCHOR BOLTS

STEEL BASE
PLATE

1'
-4

"

NOTE:
INSTALLER MUST BE SURE TO SHIM CANOPY PLATE
AT BOTTOM, AND ADJUST ANCHOR BOLTS AT BOTTOM
OF COLUMN SO THAT THE CANOPY SITS WITH A 18" / FT
FALL FROM OPEN SIDE TO POLE SIDE SO WATER WILL
DRAIN OFF POLE SIDE.

NON-ILLUMINATED DRIVE-THRU STRUCTURE

NOTE:
SEE DUNKIN' BRANDS WEBSITE, http://extranet.dunkinbrands.com,
FOR COMPLETE INFORMATION AND DETAILS

NOTES:
1. PAINT TO MATCH ORANGE PMS 165C, GLOSS FINISH.
2. PAINT TO MATCH PINK PMS 219C, GLOSS FINISH.
3. PAINT TO MATCH PMS COOL GRAY 1C, GLOSS FINISH.
4. OPTIONAL 24" x 24" MEDALLION SIGN WITH REMOVABLE / ADJUSTABLE

PLATES, SINGLE SIDED VINYL.
5. OPTIONAL REFLECTIVE FILM;

3M IJ680CR-10 SCOTCHLITE REFLECTIVE
MCS (LATEX OR SOLVENT INKS)
8519 LUSTER PROTECTIVE  LAMINATE PRINTED TO MATCH.

· PMS 165 DUNKIN' ORANGE
· PMS 219 DUNKIN' PINK
· PMS 7540C DUNKIN' GRAY
· PMS COOL GRAY 1C

ADDITIONAL NOTES:
· ARTWORK FONT: DUNKIN SANS DISPLAY
· 120 VOLT CIRCUIT, TO BE CONFIRMED BY SITE
· CLEARANCE TO BE CONFIRMED BY SITE

PMS

COLORS:

VINYL/PAINT
PMS 165 DD ORANGE TRANS 3M #3630-3123
PMS 219 DD PINK TRANS 3M #3630-1379
PMS 7540C DD GRAY  TRANS 3M #7725-41
PMS COOL GRAY 1C  TRANS 3M #7725-11

NOTE:
1. G.C. TO VERIFY BASE PLATE DIMENSIONS WITH

MANUFACTURER OF DRIVE THRU ELEMENT AND
NOTIFY ARCHITECT OF ANY DISCREPANCIES

8"

4'-7"

CLEARANCE 10'-0"

4'-0"
(CLEARANCE BAR)

10"

FRONT VIEW SIDE VIEW

LINE OF DT
SURFACE

CURB

A

5 D
EG

.

10"

4'-0"

6'-4"

9'
-0

"
4"

MOUNTING PLATE
SETBACK 12" FROM
FACE OF 6" CURB

ORDER
HERE

3

2
1'

-6
"

2'
-1

"

2'
-0

"

4'
-1

"
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R
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C
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R

4"

4"

1,4

2

10"x10"x3/16" SQUARE
STEEL POLE

REAR ACCESS PANEL

10
'-0

 1
/2

" O
VE

R
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H

EI
G

H
T

DT SURFACE

3/4" THICK
STEEL PLATE

1,4

LED LIGHT SOURCE
5'

-0
"

M
IN

.

2'-0"

4"

5'
-0

"
M

IN
.

2'-0"

4"

ILLUMINATED DRIVE-THRU CANOPY SIGN

NOTE:
SEE DUNKIN' BRANDS WEBSITE,
http://extranet.dunkinbrands.com,
FOR COMPLETE INFORMATION AND DETAILS

NOTES:
1. PAINT TO MATCH ORANGE PMS 165C, GLOSS FINISH.
2. PAINT TO MATCH PMS COOL GRAY 1C, GLOSS FINISH.
3. BLACK VINYL, ARLON 2100-03, MIC BY OTHERS.
4. BREAKAWAY SWIVEL TOP.

ADDITIONAL NOTES:
· ARTWORK FONT: DUNKIN SANS DISPLAY
· 120 VOLT CIRCUIT, TO BE CONFIRMED BY SITE
· CLEARANCE TO BE CONFIRMED BY SITE
· TOP HAS TWO DOWN LIGHTS

PMS

COLORS:

VINYL/PAINT
PMS 165 DD ORANGE TRANS 3M #3630-3123
PMS 219 DD PINK TRANS 3M #3630-1379
PMS 7540C DD GRAY  TRANS 3M #7725-41
PMS COOL GRAY 1C  TRANS 3M #7725-11

DOUBLE NUTS (GALV.)TORQUE NUTS TO
23 FT. LBS. FLAT WASHERS

LEVELING NUT

AFTER POLE IS LEVELED AND BOLTED INTO
PLACE, FILL ENTIRE AREA UNDER PLATE WITH
STRUCTURAL NON-SHRINK, NON METALLIC
CEMENTITIOUS GROUT.  FOLLOW ALL OF THE
MANUFACTURERS INSTRUCTIONS FOR ALL
GROUT MIXING, PLACEMENT, AND CURING.  THE
DISTANCE FROM THE TOP OF THE FOUNDATION
TO THE BOTTOM OF THE BASE PLATE TO BE
MORE THAN 2x THE ANCHOR BOLT DIAMETER.

6"

DETAIL 'A'
SCALE: 1"=1'-0"

1'
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"
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1'
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"
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C
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O
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(2) RIGID CONDUIT FOR
POWER/COMMUNICATION

(4) 3/4" DIA. GALVANIZED
ANCHOR BOLTS X 30" LG. W/6"
THREAD @ TOP & 3" THREAD @
BOTTOM.  (4) NUTS @ (2)
WASHERS PER BOLT.

#5 VERTICAL BARS

#3 TIES @ 10" O.C.

DESIGN PARAMETER:
2018 INTERNATIONAL
BUILDING CODE
BASIC WIND SPEED: 140 MPH

NOTE:
1. G.C. TO VERIFY BASE PLATE DIMENSIONS WITH

MANUFACTURER OF DRIVE THRU ELEMENT AND
NOTIFY ARCHITECT OF ANY DISCREPANCIES

24" DIA. SONOTUBE FORMED
CONCRETE PIER - 4,000 PSI
MAX W/C RATIO = 0.45

1'-4"1'-4"

BASE PLATE DETAIL

3"
CLR.

1'
-0

"
BO

LT
PA

TT
ER

N

#3 TIES @
10" O.C. CONDUIT

2'-0"

(4) #5 VERTICAL
BARS

(4) 3/4" DIA.
GALVANIZED

ANCHOR BOLTS
STEEL BASE
PLATE

1'
-4

"

GENERAL NOTES:

1. .05" x 5" ALUMINUM RETURNS PAINTED TO MATCH PMS 7540C
2. 1" TRIM CAP TO MATCH JEWELITE 313 BRONZE
3. .063" ALUMINUM BACKING
4. GE TETRA MAX 7100K WHITE LED'S
(OR GE REPLACEMENT EQUIVALENT)
5. REMOTE POWER SUPPLY, AS REQUIRED
6. DRAIN HOLES, AS REQUIRED
7. MOUNTING HARDWARE, AS DETERMINED BY SITE CONDITIONS
8. .063" ALUMINUM DISK PAINTED WHITE (REGISTERED "R")
9. 3/16" THICK WHITE ACRYLIC FACE
10. 3M #3630-3123 DUNKIN' ORANGE TRANSLUCENT FILM 1ST SURFACE
11. 3M #3630-1379 DUNKIN' PINK TRANSLUCENT FILM 1ST SURFACE

ADDITIONAL NOTES:

ARTWORK FONT : DUNKIN SANS DISPLAY
CHANNEL LETTER INTERIOR PAINTED REFLECTIVE WHITE
ELECTRICAL : (1) 20-AMP / 120 VOLT CIRCUIT
U.L. LISTED
LED'S TO BE POPULATED FOR EVEN AND CONSISTENT LIGHTING
WITHOUT HOT SPOTS OR SHADOWS

SIDE VIEW

5"

1
2

5

9,10 /
9,11

4

7
6

3

13'-111
4"

ELEVATION SIDE VIEW

2'
-0

"

11'-13
4"

SIGNAGE AREA: 22.31 SQ. FT.
ILLUMINATION TO BE WHITE LED'S
(INTERNALLY ILLUMINATED)

9, 11

9, 10

8, 10

5"

1
2 5

9,10 / 9,11

4

7
6

3

9, 11
9, 10

8, 10

2'
-7

1 2"

18'-0"

3'
-6

"

SIGNAGE AREA: 34.83 SQ. FT.
ILLUMINATION TO BE WHITE LED'S
(INTERNALLY ILLUMINATED)

WHITE BACKER BOARD

ELEVATION

1"

5'
-6

"

NOTE: PROVIDE PVC
CONDUIT FOR ALL NEW
LOCATIONS; SAW-CUT AT
EXISTING LOCATION WHERE
NECESSARY

NOTE: SEE DUNKIN BRANDS
WEBSITE,
www.adrus.com/extranet, FOR
COMPLETE INSTALLATION
INFORMATION AND DETAILS

NOTE: G.C. TO COORDINATE
W/ FRANCHISEE EXACT SIZE
OF PAD FOR ORDER
CANOPY W/ ORDER
CONFIRMATION DISPLAY -
SEE WEBSITE FOR
MOUNTING REQUIREMENTS,
www.extranet.dunkinbrands.com

ORDER CANOPY W/
INTEGRATED
SPEAKER, SEE DETAIL
#5/ A-4

6TH CAR
IN LANE

GROUND LOOP
VEHICLE

DETECTOR - SEE
ELECTRICAL

DRAWINGS FOR
COMPLETE INFO

6'-0"

5'
-0

"

1'-2 12"1'-6"

1'
-6

"

PROVIDE BOLLARD

DIGITAL MENU
BOARDS, SEE
DETAIL #2/ A-4

5'- 1
4 "

4'-6 1
4 "

1/2" MIN.

PIN-MOUNTED LETTERS
GENERAL NOTES

1. 3/4" ROUTED PVC LETTERS AND ROUTED PVC MAP
2. MOUNTING STUDS AS REQUIRED PER SITE CONDITIONS. LETTERS
SHOULD BE PIN MOUNTED WITH AT LEAST A 1/2" SPACING BETWEEN
BACK OF LETTER / BAR AND MOUNTING SURFACE.
3. ROUND PVC DISK PAINTED ORANGE PMS 165 C (REGISTERED "R")
4. "DUNKIN" LETTERS FACES & RETURNS PAINTED ORANGE PMS 165 C
5. CITY MAP, MAN, AND APOSTROPHE (') FACES & RETURNS PAINTED PINK PMS 219 C

ADDITIONAL NOTES:

ARTWORK FONT : DUNKIN SANS DISPLAY
LETTERS SHOULD BE PIN MOUNTED WITH AT LEAST A 1/2" SPACING
BETWEEN BACK OF LETTER / BAR AND MOUNTING SURFACE.
ALLOWABLE TO STACK MESSAGING, HOWEVER NOT A PROTOTYPICAL STANDARD. DESIGN PROPOSAL
REQUIRES FINAL APPROVAL FROM DBI DESIGNER BEFORE FABRICATION.

SIGNAGE AREA: 8.5 SQ. FT.
EXTERNALLY ILLUMINATED

1 / 1, 3
4 / 5
2

DUNKINYORKTOWN
11'-35

8"

9"

3

1, 5

1, 41, 5

1, 5

FRONT VIEW SIDE VIEW

NOTE: FOR ADDITIONAL PYLON
SIGN INFORMATION AND
STANDARDS, REFER TO
http://extranet.dunkinbrands.com

15
'-0

"

9, 11 9, 12

D1

NOTES:
1. 15 1/2" X .08" X 1 1/2" ALUMINUM SPACER FRAME
2. FLAT ALUMINUM RETAINER
3. ALUMINUM ANGLE FRAME SUPPORT
4. GE TETRA MAX 7100K WHITE LED'S, AS
REQUIRED
(OR GE REPLACEMENT EQUIVALENT)
5. LED POWER SUPPLY, AS REQUIRED
6. INTERNAL DISCONNECT SWITCH
7. SUPPORT TUBE
8. FACES TO BE FLAT CLEAR SOLAR GRADE
POLYCARBONATE 2ND SURFACE PAINTED
DECORATION
9. "DUNKIN" LETTERS TO BE EMBOSSED
10. REGISTERED "R" AND "DRIVE THRU" TO BE
FLAT GRAPHIC
11. 3M #3630-3123 DUNKIN' ORANGE
TRANSLUCENT FILM 2ND SURFACE
12. 3M #3630-1379 DUNKIN' PINK TRANSLUCENT
FILM 2ND SURFACE
13. BACKGROUND COLOR 403 WHITE BACK-SPRAY
13A. OPTION: SIGN FACE 2ND SURFACE WHITE
FACE / NIGHT FACE BACKGROUND COLOR 403
WHITE BACK-SPRAY, BACKED UP WITH OPAQUE
SILVER FOR COMPLETE OPAQUE FINISH FOR
NIGHT

ADDITIONAL NOTES:
· ARTWORK FONT IS "DUNKIN SANS DISPLAY"
· EXTERIOR FINISH: PAINT PANTONE 7540C
· INTERIOR FINISH: PAINTED REFLECTIVE WHITE
· ACCENT FINISH / 1 1/2" CABINET W/ RETAINER: PAINT PANTONE 7540C
· RETAINERS / FACE REMOVABLE FOR SERVICE ACCESS
· HANGAR BAR INCLUDED ON 6" X 12" FACE
· PLATE SIZE: 3/4" X 12" X 12"
· BOLT PATTERN: 10"/10"
· ELECTRICAL: (1) 20-AMP / 120 VOLT CIRCUIT
· PERIMETER ANGLE: 1 1/2" X 1 1/2" X 3/16"   l   U.L. LISTED

10, 11

SIZE   H1         W1             D1   S.F. (BOX)

4, 5, 6, 8, 13

1, 2, 3

H
1

W1

LARGE           72.5"       147.5"        16"       74.22'

4 of 4

4.0
A

 

 

AND SITE ELEMENT DETAILS

PYLON SIGN, SIGNAGE DETAILS,

5 DIRECTIONAL SIGN DETAILS
3/8" = 1'-0" NOTE:

4 DIGITAL MENU BOARD
1/2" = 1'-0" NOTE:

2 SINGLE VEHICLE CLEARANCE BAR DETAIL
3/8" = 1'-0" NOTE:

1 ORDER CANOPY
3/8" = 1'-0" NOTE:

7 BUILDING SIGN DETAILS
3/8" = 1'-0" NOTE:

8 DRIVE THRU MENU BOARD LAYOUT DTL.
1/4" = 1'-0" NOTE:

3 PYLON SIGN DETAIL
1/4" = 1'-0" NOTE:

6 BUILDING SIGN DETAIL
1/2" = 1'-0" NOTE:
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SEATING AREA
(28 SEATS)
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"

CANOPY OVER D/T

CANOPY OVER D/T
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"

45'-0"
12'-8"
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ROOF LADDER 4'-0"
ABOVE FINISHED FLOOR

13'-3 7/8"
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