
NOTE:  UNAUTHORIZED ALTERATIONS OR ADDITIONS TO THIS DRAWING IS A VIOLATION OF SECTION 7209 (2) OF THE NEW YORK STATE EDUCATION LAW.
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Underhill Farms
370 Underhill Avenue

Multi-Use Development
Known As

Proposed By:
Unicorn Contracting

Date: May 8, 2023

PROJECT ARCHITECT:

Chris Lessard, AIA

Lessard Design Inc., PC
8125 Leesburgh Pike
Vienna, VA 22182
571-830-1800

PROJECT ENGINEER:

Joseph C. Riina, P.E.

Site Design Consultants
251 F Underhill Avenue
Yorktown Heights, NY 10598
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TRAFFIC ENGINEER:
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Colliers Engineering & design
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PROJECT ATTORNEY:

Mark W. Blanchard
Blanchard & Wilson, LLC.
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White Plains, NY 10601
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OWNER / Applicant:

Unicorn Contacting Corp.
10 Julia Lane, Suite 103
Cold Spring, NY 10516
845-809-5969

ENVIRONMENTAL CONSULTANT:

Steven Marino, PWS

Tim Miller Associates, Inc.
10 North Street
Cold Spring, NY 10516
845-265-4400

LANDSCAPE ARCHITECT:

Earl Govern, AIA
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CULTURAL RESOURCES CONSULTANT:
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SURVEYOR:
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Engineering
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SITE DATA:

OWNER / DEVELOPER: UNICORN CONTRACTING
10 JULIA LANE
COLD SPRING, NY, 10516

PROJECT LOCATION: 370 UNDERHILL AVE
YORKTOWN, NY, 10516

EXISTING TOWN ZONING: R1-40, RESIDENTIALDESCRIPTION
PROPOSED USE: PLANNED DEVELOPMENT DISTRICT
TOWN TAX MAP DATA: SECTION 48.06,  BLOCK 1,  LOT 30
SITE AREA : 13.78 ACRES (600,459 SF)
SEWAGE FACILITIES: PUBLIC SEWERS
WATER FACILITIES: PUBLIC WATER FACILITIES

NOTE:  UNAUTHORIZED ALTERATIONS OR ADDITIONS TO THIS DRAWING IS A VIOLATION OF SECTION 7209 (2) OF THE NEW YORK STATE EDUCATION LAW.

NOTE:
1. THIS IS NOT A SURVEY.  ALL SURVEY INFORMATION SHOWN ON THIS PLAN HAS BEEN

TAKEN FROM SURVEY MAP PREPARED BY BADEY AND WATSON, DATED 06/12/20.  THE
ENGINEER ASSUMES NO RESPONSIBILITY FOR ITS ACCURACY.
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SAFE DIG
Before You Dig, Drill or Blast!

CALL US TOLL FREE  811 or 1-800-962-7962
NY Industrial Code Rule 753 requires no less
than two working days notice, but not more
than ten days notice.
www.digsafelynewyork.com
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BULK ZONE REQUIREMENTS:

FRONT YARD SETBACK:
REAR YARD SETBACK:
ONE SIDE YARD SETBACK:

MAXIMUM HEIGHT:

12 UNITS/ACRE
FLOOR AREA (WITH PUBLIC SEWERS)

MINIMUM SIZE OF LOT:

MINIMUM YARD DIMENSIONS*:

PRINCIPAL BUILDING:

ZONING DISTRICT:

DIMENSIONAL REGULATIONS:

COMBINED SIDE YARD SETBACK:

MAXIMUM USABLE FLOOR AREA:

PRINCIPAL BUILDING - FEET:

10 UNITS/ACRE
9 UNITS/ACRE

MINIMUM LOT DEPTH:

BUILDING COVERAGE*:
MAXIMUM % OF LOT TO BE OCCUPIED:

MAXIMUM ROAD FRONTAGE:

510 FT.

26.9 FT.

40 FT MAX

130.2 FT.

DISTANCE BETWEEN MAIN WALLS
OF BUILDINGS

DISTANCE BETWEEN END WALLS OF
BUILDINGS WITH WINDOWS

DISTANCE BETWEEN WALLS IN ANY
OTHER CASE

MAXIMUM LENGTH OF ANY BUILDING

DISTANCE OF PARKING TO
PROPERTY LINE

AT LEAST 400 SQUARE FEET OF USABLE OPEN SPACE IS
PROVIDED ON THE SITE FOR EACH DWELLING UNIT FOR PLAY
AREA AND OTHER OUTDOOR LIVING USES. THE DEVELOPER
SHALL PROVIDE A SUITABLY IMPROVED PLAYGROUND/PLAY
AREA. EACH SUCH PLAYGROUND/PLAY AREA SHALL HAVE A
MINIMUM AREA OF 1,200 SQUARE FEET AND A MAXIMUM
DISTANCE OF 1,000 FEET FROM THE UNITS TO BE SERVED.

IN ADDITION TO THE ABOVE, THE DEVELOPER SHALL ALSO SET
ASIDE 10% OF THE SITE FOR THE PROVISION OF PARK AND/OR
RECREATIONAL FACILITIES. IF THE PROVISION OF SUCH
FACILITIES IS IMPRACTICAL BECAUSE OF THE PARTICULAR
LAYOUT OF THE DEVELOPMENT OR FOR OTHER REASONS, A
RECREATION FEE OF $4,000 PER UNIT SHALL BE SUBMITTED
PRIOR TO APPROVAL OF THE APPLICATION.

32.5 FT.

250 FT.

5 FT.

600,459 SF./
13.78 ACRES

30 FT.

30 FT.

20.3% 

65,000 SF

65,000 SF

20
-2

0

APARTMENT/CONDO PARKING:

PARKING SCHEDULE

TOWNHOUSE PARKING: 2 SPACES/UNIT = 96 (REQUIRED) - 192 (PROVIDED) (GARAGE & DRIVEWAY) 

46 - 2 BEDROOM UNITS @ 1,050 SF
APARTMENT BUILDING (64 UNITS):

BUILDING UNITS:

16 - 1 BEDROOM UNITS @ 750 SF

18 - 2 BEDROOM UNTS @ 2,000 SF
CONDO BUILDING (32 UNITS): 2 - 1 BEDROOM UNITS @ 1,000 SF

28 - 3 BEDROOM UNITS @ 2,750 SF
TOWNHOUSES (48 UNITS): 20 - 4 BEDROOM UNITS @ 2,966 SF

F.A.R CALCULATION BASIS:

TOTAL LOT AREA:           600,459 SF

ALLOWABLE F.A.R.  = 0.55

PROVIDED F.A.R.

144 DWELLING UNITS
APARTMENTS:                          99,415 GSF
CONDO FLATS:                         54,800 SF
UPHILL TOWNHOUSE:             59,320 SF
DOWNHILL TOWNHOUSE:       77,000 SF

TOTAL:          290,535 SF

TOTAL F.A.R. = 290,535 / 600,459 = 0.48  <  0.55
NOT INCLUDED IN F.A.R.

          EXISTING BUILDING:   8,000 SF
NEW RETAIL SPACE: 11,000 SF

TOTAL NUMBER OF DWELLING UNITS 148

RETAIL PARKING:

1.5 SPACES/ RESIDENTIAL UNIT:

APARTMENT BUILDING @ 68 UNITS = 102 (REQUIRED) -  103 (PROVIDED) W/ 30 SPACES SHARED W/ SENIOR CENTER

CONDO BUILDING @ 32 UNITS = 48 (REQUIRED) -  48 (PROVIDED)  PLUS 16 INTERIOR TANDEM SPACES

NEW OFFICE / RETAIL  8,100 SF @ 4 SPACES/1,000 SF = 33 SPACES (REQUIRED) -  33 SPACES (PROVIDED)

EXISTING BUILDING: OFFICE / RETAIL 5,500 SF @ 4 SPACES/1,000 SF = 22 SPACES (REQUIRED) + (RESTAURANT PATRON
AREA 1,500 SF @ 1 SP / 50 SF = 30 SPACES+ NON PATRON 500 SF @ 1 SP / 100 SF = 5 SPACES) -  TOTAL REQUIRED 57
SPACES - 46 SPACES PROVIDED

* THE PLANNED DEVELOPMENT DISTRICT ALLOWS FOR UP TO A 60% REDUCTION IN THE REQUIREMENTS
OF THE UNDERLYING ZONE.

12 - 2 BEDROOM UNTS @ 1,400 SF

6 - 3 BEDROOM UNITS @ 1,280 SF

0 25 50 100

SCALE: 1"=50'-0"

52.5 FT. 
20 FT.

EXISTING: R1-40 RESIDENTIAL/ PROPOSED:
YORKTOWN HEIGHTS PLANNED DESIGN DISTRICT OVERLAY ZONE

SENIOR CENTER PARKING: 30 SPACES PROVIDED - SHARED W/ APARTMENT BUILDING

VISITOR / PUBLIC PARKING: 8 SPACES PROVIDED

LEGEND

PARKING DESIGNATION KEY MAP

NOTE: 20% REDUCTION FOR OVERLAPPING USES. ADDITIONAL OFFSITE PARKING PROVIDED ON ADJACENT PROPERTIES WITHIN 500 FT GRATER THAN SPACES DEFICIT.
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NOTE:  UNAUTHORIZED ALTERATIONS OR ADDITIONS TO THIS DRAWING IS A VIOLATION OF SECTION 7209 (2) OF THE NEW YORK STATE EDUCATION LAW.
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AT LEAST 400 SQUARE FEET OF USABLE
OPEN SPACE IS PROVIDED ON THE SITE
FOR EACH DWELLING UNIT FOR PLAY
AREA AND OTHER OUTDOOR LIVING USES.

THE DEVELOPER SHALL PROVIDE A
SUITABLY IMPROVED PLAYGROUND/PLAY
AREA. EACH SUCH PLAYGROUND/PLAY
AREA SHALL HAVE A MINIMUM AREA OF
1,200 SQUARE FEET AND A MAXIMUM
DISTANCE OF 1,000 FEET FROM THE UNITS
TO BE SERVED.

IN ADDITION TO THE ABOVE, THE
DEVELOPER SHALL ALSO SET ASIDE 10%
OF THE SITE FOR THE PROVISION OF
PARK AND/OR RECREATIONAL FACILITIES.
IF THE PROVISION OF SUCH FACILITIES IS
IMPRACTICAL BECAUSE OF THE
PARTICULAR LAYOUT OF THE
DEVELOPMENT OR FOR OTHER REASONS,
A RECREATION FEE OF $4,000 PER UNIT
SHALL BE SUBMITTED PRIOR TO
APPROVAL OF THE APPLICATION.

80 UNITS @ 400 SF =
32,000 SF

600,459 * 10%:
60,045 SF

PARK / PASSIVE REACREATION AREA:
146,460 SF @ 50% = 73,230 SF.

24,000 SF REAR YARD TOWNHOUSE
UNIT + 50% OF PARK / PASSIVE

RECREATION AREA
146,460 SF @ 50% = 73,230 SF

TOTAL: 24,000 + 73,230 = 97,230 SF

3,150 SF CONDO POOL1,200 SF PLAY AREA

RECREATION ANALYSIS
RECREATION REQUIREMENTS R-3 ZONE REQUIRED PROVIDED LEGEND

PLAY AREA

USABLE OPEN SPACE /
PARK - PASSIVE

RECREATION AREA

USABLE OPEN SPACE
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Before You Dig, Drill or Blast!

CALL US TOLL FREE  811 or 1-800-962-7962
NY Industrial Code Rule 753 requires no less
than two working days notice, but not more
than ten days notice.
www.digsafelynewyork.com
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NOTE:  UNAUTHORIZED ALTERATIONS OR ADDITIONS TO THIS DRAWING IS A VIOLATION OF SECTION 7209 (2) OF THE NEW YORK STATE EDUCATION LAW.
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GENERAL STORM DRAINAGE & UTILITY NOTES

GENERAL CONSTRUCTION NOTES:

5.  ROCK CUT STABILITY IS TO BE FIELD VERIFIED BY GEOTECHNICAL ENGINEER
     AND SHALL BE MODIFIED IF REQUIRED.

3.  EACH BUILDING CONSTRUCTED HEREON SHALL BE OF SUCH AN ELEVATION THAT THE GROUND WILL
SLOPE AWAY FROM IT IN ALL DIRECTIONS.  IN THE EVENT THAT THIS IS NOT FEASIBLE, THE
CONTRACTOR SHALL INSTALL TYPICAL YARD DRAINS AS REQUIRED AND CONNECT THEM TO THE
STORM DRAINAGE SYSTEM OR AS DIRECTED BY THE PROJECT ENGINEER.

1.  BENCH MARKS USING U.S.G.S. DATUM SHALL BE OF SUCH ELEVATION THAT THE GROUND WILL
     SLOPE AWAY FROM IT IN ALL DIRECTIONS.

2.  LOCATION OF GAS AND WATER VALVES, ELECTRIC AND TELEPHONE POLES ARE TO BE DETERMINED BY
PROPER AUTHORITIES AND APPROVED, AS TO LOCATION, BY THE TOWN ENGINEER.

8.  ALL EXISTING UNDERGROUND DRAINS ENCOUNTERED DURING CONSTRUCTION OF PROPOSED ROADS
ARE TO BE CONNECTED TO PROPOSED DRAINAGE IMPROVEMENTS.  CONNECTIONS TO BE APPROVED
BY THE TOWN ENGINEER.

7.  INTERCEPTOR DRAINS ARE TO BE INSTALLED WHERE REQUIRED BY THE TOWN OR PROJECT ENGINEER
DURING ROAD CONSTRUCTION.

6.  STORM DRAIN PIPING TO BE HIGH DENSITY POLYETHYLENE  AS  SHOWN ON THE CONSTRUCTION
DRAWINGS. MINIMUM COVER TO BE 2' UNLESS OTHERWISE NOTED.

4.  NO TOPSOIL SHALL BE REMOVED FROM THE SITE.

11.  STREET OPENING PERMIT FROM THE TOWN OF YORKTOWN D.P.W. MAY BE REQUIRED FOR
       INSTALLATIONS IN PUBLIC ROADS.

10.  ALL STRUCTURES SHALL BE SET ONE INCH BELOW PAVEMENT.

9.  PRIOR TO FINAL APPROVAL AND OPERATION OF DRAINAGE SYSTEM, CONTRACTOR SHALL CLEAR ALL
ACCUMULATED SEDIMENT AND/OR DEBRIS FROM DRAINAGE STRUCTURES, MANHOLES,  CULVERTS,
OUTLETS AND DRAIN INLETS.  ENGINEER SHALL BE NOTIFIED FOR FINAL INSPECTION.

5.  ANY REVISIONS AND/OR ADDITIONS TO THE ROAD STORM  DRAINAGE SYSTEMS CURRENTLY SHOWN ON
THE PLANS  WHICH ARE DEEMED NECESSARY DURING CONSTRUCTION  MUST BE MADE BY THE
CONTRACTOR AS REQUIRED BY THE  TOWN AND SHALL BE SHOWN ON THE AS-BUILT DRAWINGS.

1.  ALL UTILITIES, INCLUDING ELECTRIC LINES, TELEPHONE, WATER, SANITARY SEWER LINES, AND  STORM
SEWER  LINES SHALL BE LOCATED UNDERGROUND AND SHALL BE  INSTALLED IN  ACCORDANCE WITH
THE REQUIREMENTS OF  THE TOWN OF YORKTOWN AND THE UTILITY COMPANIES HAVING
JURISDICTION.

3.  ANY SOIL THAT IS UNSUITABLE FOR DEVELOPMENT OF  BUILDINGS OR ROADWAYS SHALL BE
     REMOVED FROM  AREAS TO BE DEVELOPED AND SHALL BE DISPOSED OF  WITHIN THE SITE IN NEW
     EMBANKMENTS WHERE  STRUCTURAL LOADING, I.E. A BUILDING OR ROADWAY,  WILL NOT TAKE
     PLACE.  WHEN CONSTRUCTION IS  PROPOSED TO OCCUR IN SPECIFIC AREAS WHERE SOILS  ARE OF
     QUESTIONABLE SUITABILITY, THE APPLICANT  SHALL PROVIDE SOILS ENGINEERING REPORTS AS
     REQUIRED BY THE PLANNING BOARD ENGINEER, PRIOR TO  THE CONSTRUCTION OF ROADWAYS
     AND, AS REQUIRED BY  THE BUILDING INSPECTOR, PRIOR TO THE ISSUANCE OF A BUILDING PERMIT.

2. CONSTRUCTION ACTIVITY SHALL BE LIMITED FROM 8:00 A.M. TO 6 P.M., AND NO CONSTRUCTION
    ACTIVITY SHALL OCCUR ON SUNDAYS OR LEGAL NEW YORK STATE HOLIDAYS.  WHERE BLASTING IS
     NECESSARY, IT SHALL OCCUR FROM  MONDAY THROUGH FRIDAY BETWEEN THE HOURS OF 8:00  A.M.
     AND 6:00 P.M. NO BLASTING SHALL OCCUR ON  HOLIDAYS, SATURDAY OR SUNDAY.  ALL BLASTING
     SHALL  ALSO BE COMPLETED IN ACCORDANCE WITH THE TOWN OF YORKTOWN AND NEW YORK STATE
     BLASTING ORDINANCES.

I.   DISTRIBUTION SYSTEM - WATERMAIN
A.  GENERAL

     THE CONTRACTOR SHALL PERFORM THE NECESSARY EXCAVATION, BACKFILLING, CLEARING,
     GRUBBING, SHEETING, SHORING, DO ALL SHAPING OF TRENCHES, PUMPING AND BAILING,
     LAYING AND JOINING OF ALL PIPES, PROTECT AND SUPPORT EXISTING STRUCTURES AND
     REPAIR THEM, IF DAMAGED, AND ALL ELSE NECESSARY TO COMPLETE THE WORK.

     THE CONTRACTOR SHALL FURNISH ALL MATERIALS, EQUIPMENT, LABOR, AND TOOLS
     NECESSARY TO COMPLETE THE WORK IN A SAFE, NEAT, AND WORKMANLIKE MANNER.

B.  SITE AND ACCESS CLEARING (WITHIN EASEMENTS)

     THE CONTRACTOR SHALL CONFINE ALL CLEARING OPERATIONS TO WITHIN THE IMMEDIATE
     AREAS THAT ARE ESSENTIAL FOR CONSTRUCTION OF THE WORK.

C.  STOCKPILING OF SUITABLE BACKFILL MATERIAL

     THE CONTRACTOR SHALL BE PREPARED WHEN EXCAVATING THE TRENCH TO SEPARATE
     SUITABLE BACKFILL MATERIAL FROM UNSUITABLE MATERIAL FOR USE AS BACKFILL ADJACENT
     TO THE PIPE.

WATERMAIN NOTES

6.  NO CRUSHING/PROCESSING IS PERMITTED ON THE SITE WITHOUT PRIOR APPROVAL BY THE TOWN OF YORKTOWN
PLANNING BOARD.

1.  EXCAVATION IN GENERAL SHALL CONFORM TO THE LINES AND GRADES SHOWN ON  THE
     CONTRACT DRAWINGS.

6.  SOILS USED AS BACKFILL SHALL CONSIST OF CLEAN DRY SOIL. THE MATERIAL SHALL BE GRANULAR
     AND FREE OF ORGANIC OR OTHER DELETERIOUS MATERIAL.  IN GENERAL THE SOIL SHALL BE NON-
     PLASTIC WITH A PLASTICITY INDEX LESS THAN 5 AND SHALL CONFORM TO THE AASHTO SOIL
     CLASSIFICATION SYSTEM FOR AN  "A-1-A" SOIL . HOWEVER THE MAXIMUM SIZE SHALL BE 6". IN
     GENERAL ALL FILL SHALL BE APPROVED BY THE ENGINEER PRIOR TO IT'S USE. WET MATERIAL OR
     UNSUITABLE MATERIAL SHOULD NOT BE USED.

10.  THE CONTRACTOR SHALL NOT USE LARGE OR HEAVY CONSTRICTION EQUIPMENT WITHIN 5'
       OF THE RETAINING WALLS OR NEW FOUNDATION WALLS. HAND OPERATED COMPACTING
       EQUIPMENT SHALL BE USED WITHIN 5' OF THE WALL FACE.

3.  WALLS TO BE  CONSTRUCTED ON VIRGIN IN-SITU SOIL SHALL HAVE A MINIMUM ALLOWABLE
     BEARING CAPACITY OF 2 TSF. ALL OTHER CONDITIONS SHALL BE APPROVED BY THE
     GEOTECHINICAL ENGINEER.
4.  TO INSURE A PROPER BEARING SURFACE, THE WALL SHALL BE CONSTRUCTED ON NATURAL
     IN-SITU SOIL, THE CONTRACTOR SHALL STRIP ALL TOP SOIL. THE AREA SHALL THEN BE
     COMPACTED USING SUITABLE COMPACTION EQUIPMENT. A MINIMUM OF 3  PASSES SHALL BE MADE.

7.  BACKFILL SHALL BE PLACED AND COMPACTED IN A MAXIMUM 12" LIFTS.

5.  WALLS SHALL NOT BE CONSTRUCTED ON WET OR FROZEN GROUND.

2.  THE ENGINEER SHALL BE NOTIFIED OF UNSUITABLE SUB-GRADE SOILS PRIOR TO PLACEMENT
     OF WALL.

11.  ALTERNATE WALL DESIGNS MUST BE SEALED BY A NEW YORK STATE LICENSED PROFESSIONAL
       ENGINEER THE MINIMUM FACTORS OF SAFETY FOR SLIDING AND OVERTURNING SHALL BE 2.0.

WALL NOTES:

12.  ALTERNATE WALL DESIGNS MUST BE SEALED BY A NEW YORK STATE LICENSED PROFESSIONAL
       ENGINEER THE MINIMUM FACTORS OF SAFETY FOR SLIDING AND OVERTURNING SHALL BE 2.0.

8.  ALL BOULDER RETAINING WALLS SHALL HAVE A GEOTEXTILE FABRIC BACKING FOR THE FULL
     HIEGHT OF THE WALL AS MANUFACTURED BY MIRAFI OR APPROVED EQUAL.
9.  IF GROUNDWATER IS ENCOUNTERED, THE ENGINEER SHALL BE NOTIFIED IMMEDIATELY TO
     DETERMINE IF THE ADDITION OF AN UNDERDRAIN MAY BE REQUIRED.

SPECIAL PRECAUTIONS SHALL BE TAKEN BY THE CONTRACTOR TO PROTECT OVERHEAD  POWER LINES,
WATERMAINS, GAS MAINS, ELECTRIC AND TELEPHONE CONDUITS, STORM AND  SANITARY SEWERS,
CULVERTS, BUILDINGS AND OTHER EXISTING STRUCTURES IN AND NEAR  THE EXCAVATION.  IN ALL
CASES, WHETHER UNDERGROUND STRUCTURES HAVE OR HAVE NOT  BEEN DELINEATED, THE TOWN
ENGINEER, WATER SUPERINTENDENT, OR AUTHORIZED  REPRESENTATIVE ACCEPTS NO RESPONSIBILITY
FOR THEIR LOCATION.  'UNDERGROUND  UTILITIES" LOCATES EXISTING UNDERGROUND UTILITIES FREE OF
CHARGE.  THE PHONE  NUMBER IS 1-800-245-2828.

GUTTERS, SEWERS, DRAINS AND DITCHES SHALL BE KEPT OPEN AT ALL TIMES FOR SURFACE  DRAINAGE.
NO DAMMING OR PONDING OF WATER IN GUTTERS OR OTHER WATERWAYS WILL  BE PERMITTED EXCEPT
WHERE STREAM CROSSINGS ARE NECESSARY AND THEN ONLY TO AN  EXTENT WHICH THE TOWN
ENGINEER, WATER SUPERINTENDENT, OR AUTHORIZED  REPRESENTATIVE SHALL CONSIDER NECESSARY.
THE CONTRACTOR SHALL NOT DIRECT ANY  FLOW OF WATER ACROSS OR OVER PAVEMENTS EXCEPT
THROUGH APPROVED PIPES OR  PROPERLY CONSTRUCTED TROUGHS OF SUCH SIZES AND LENGTHS AS
MAY BE REQUIRED,  AND PLACE THE SAME AS DIRECTED.  THE GRADING IN THE VICINITY OF TRENCHES
SHALL BE  CONTROLLED SO THAT THE GROUND SURFACE IS PROPERLY PITCHED TO PREVENT WATER
RUNNING IN THE TRENCHING.  THE CONTRACTOR SHALL NOT COMMENCE OPERATIONS  INVOLVING ANY
PUBLIC UTILITY BEFORE HAVING GIVEN WRITTEN NOTICE TO THE COMPANY OR  OWNER, OR ITS AGENTS,
AND SHALL COOPERATE WITH THE COMPANY'S OR OWNER'S FORCES  IN PROTECTING AND PREVENTING
DAMAGE TO THE PROPERTY.

THE CONTRACTOR WILL, AT HIS OWN EXPENSE, BE RESPONSIBLE FOR DIRECT OR INDIRECT  DAMAGE
THAT MAY BE DONE TO ANY UTILITY OR STRUCTURE IN THE PROSECUTION OF HIS  WORK.  THE LIABILITY
OF THE CONTRACTOR IS ABSOLUTE AND IS NOT DEPENDENT UPON ANY  QUESTIONS OF NEGLIGENCE ON
HIS PART OR ON THE PART OF HIS AGENT, OR EMPLOYEES,  AND THE NEGLECT OF THE TOWN ENGINEER,
WATER SUPERINTENDENT, OR AUTHORIZED  REPRESENTATIVE TO DIRECT THE CONTRACTOR TO TAKE
ANY PARTICULAR PRECAUTION OR  TO REFRAIN FROM DOING SUCH DAMAGE.

SHOULD THE POSITION OF ANY PIPE, CONDUIT, POLE OR OTHER STRUCTURES, ABOVE OR  BELOW THE
GROUND, BE SUCH AS TO REQUIRE ITS REMOVAL, REALIGNMENT, OR CHANGE DUE  TO WORK TO BE
DONE, REALIGNMENT OR CHANGE WILL BE DONE BY OR UNDER SUPERVISION  OF THE OWNER OF THE
OBSTRUCTIONS.  THE CONTRACTOR SHALL UNCOVER AND SUSTAIN  THE STRUCTURES, AFTER SUCH
REALIGNMENT OR CHANGE.
THE CONTACTOR SHALL NOT INTERFERE WITH ANY PERSONS, OR WITH THE OWNER IN  PROTECTING,
REMOVING, CHANGING OR REPLACING THEIR PIPES, CONDUITS, POLES OR  OTHER STRUCTURES; BUT
HE SHALL SUFFER SAID PERSONS OR THE OWNER TO TAKE ALL  SUCH MEASURES AS THEY MAY DEEM
NECESSARY OR ADVISABLE FOR THE PURPOSE  AFORESAID, AND THE CONTRACTOR SHALL THEREBY
BE IN NO WAY RELIEVED OF ANY OF HIS  RESPONSIBILITIES.

THE CONTRACTOR SHALL MAKE ALL NECESSARY ARRANGEMENTS WITH THE OWNER OF THE
RESPECTIVE UTILITY PRIOR TO RELOCATION OR INTERRUPTION OF SERVICE.  ALL WORK  NECESSARY
FOR THE RELOCATION SHALL BE PERFORMED BY THE CONTRACTOR, OR BY THE  OWNER AT THE
OWNER'S OPTION, AND TO THE SATISFACTION OF THE OWNER.  WHERE  SERVICE IS INTERRUPTED, THE
CONTRACTOR SHALL COOPERATE IN RESTORING SERVICE  PROMPTLY.  ALL CHARGES FOR DAMAGES
DONE TO UTILITIES SHALL BE PAID BY THE  CONTRACTOR.

CONSTRUCTION IN THE ROAD RIGHT-OF-WAY SHALL AT ALL TIMES BE PERFORMED WITH  MINIMUM
DISTURBANCE TO TRAFFIC WITH SUFFICIENT BARRICADES AND DIRECTION.  DETOURS  CAN BE INSTITUTED
WITH APPROVAL OF THE TOWN ENGINEER, WATER SUPERINTENDENT, OR  AUTHORIZED REPRESENTATIVE,
OR STATE, COUNTY, OR LOCAL AUTHORITIES.  PAVEMENT  SHALL BE CUT PRIOR TO REMOVAL.  HOLES AND
SETTLEMENTS IN THE TRENCHES SHALL BE  IMMEDIATELY FILLED TO THE ORIGINAL GRADE ELEVATION
WITH THE SPECIFIED MATERIALS.

THE CONTRACTOR SHALL PROCEED WITH CAUTION IN THE EXCAVATION AND PREPARATION OF  THE
TRENCH SO THAT THE EXACT LOCATION OF UNDERGROUND STRUCTURES, BOTH KNOWN  AND UNKNOWN,
MAY BE DETERMINED.  THE TRENCH SHALL BE EXCAVATED SO THAT THE PIPE  CAN BE LAID TO THE
ALIGNMENT AND DEPTH REQUIRED.  MINIMUM DEPTH OF COVER FROM  SURFACE OF GROUND TO TOP OF
PIPE BARREL SHALL BE FOUR FEET (4').  NO TRENCH SHALL  BE EXCAVATED MORE THAN FIVE HUNDRED
LINEAL FEET (500 LF) IN ADVANCE OF PIPE LAYING  UNLESS AUTHORIZED BY THE TOWN ENGINEER, WATER
SUPERINTENDENT, OR AUTHORIZED  REPRESENTATIVE.  THE TRENCH SHALL BE SO BRACED AND DRAINED
THAT THE WORKMEN  MAY WORK THEREIN SAFELY AND EFFICIENTLY.  IT IS ESSENTIAL THAT THE
DISCHARGE OF THE  TRENCH DEWATERING PUMPS BE CONDUCTED TO NATURAL DRAINAGE CHANNELS
OR DRAINS,   AS IN ACCORDANCE WITH OSHA REQUIREMENTS.

THE WIDTH OF THE TRENCH SHALL BE OF ADEQUATE SIZE TO PERMIT THE PIPE TO BE LAID AND  JOINTED
PROPERLY, BUT SHALL NOT EXCEED THE SUM OF TWENTY-FOUR INCHES(24") PLUS  THE PIPE OUTSIDE
DIAMETER, AND THE BACKFILL TO BE PLACED AND COMPACTED AS  SPECIFIED.

LEDGE ROCK, BOULDERS AND LARGE STONES SHALL BE REMOVED TO PROVIDE A CLEARANCE  OF AT
LEAST SIX INCHES (6") BELOW AND ON EACH SIDE OF ALL PIPES AND FITTINGS.

THE TRENCH SHALL BE EXCAVATED TO THE DEPTH REQUIRED SO AS TO PROVIDE A UNIFORM  AND
CONTINUOUS BEARING AND SUPPORT FOR THE PIPE ON SOLID AND UNDISTURBED  GROUND AT EVERY
POINT.  WHERE THE BOTTOM OF THE TRENCH AT A SUBGRADE IS FOUND  TO BE UNSTABLE, OR TO
INCLUDE ASHES, CINDERS, ALL TYPES OF REFUSE, VEGETABLE OR  OTHER ORGANIC MATERIAL OR LARGE
PICES OF FRAGMENTS OR INORGANIC MATERIAL WHICH  IN THE JUDGEMENT OF THE TOWN ENGINEER,
WATER SUPERINTENDENT, OR AUTHORIZED  REPRESENTATIVE SHOULD BE REMOVED, THE CONTRACTOR
SHALL EXCAVATE AND REMOVE  SUCH UNSUITABLE MATERIAL TO THE WIDTH AND DEPTH ORDERED BY
THE TOWN ENGINEER,  WATER SUPERINTENDENT, OR AUTHORIZED REPRESENTATIVE.

ANY PART OF THE BOTTOM OF THE TRENCH EXCAVATED BELOW THE SPECIFIED GRADE SHALL  BE
CORRECTED WITH APPROVED BEDDING MATERIAL, SUCH AS THOROUGHLY COMPACTED  CRUSHED
STONE, GRAVEL, OR CONCRETE AS DIRECTED BY THE TOWN ENGINEER, WATER  SUPERINTENDENT, OR
AUTHORIZED REPRESENTATIVE.  THE FINISHED SUBGRADE SHALL BE  PREPARED ACCURATELY BY
MEANS OF HAND TOOLS.

4.  ROOF LEADERS AND FOOTING DRAINS SHALL EMPTY INTO THE STORM DRAINAGE SYSTEM OR
DISCHARGE DIRECTLY TO STORMWATER MANAGEMENT SYSTEMS IF GRADES PERMIT, AND
CONNECTION TO THE STORM SYSTEM IS NOT FEASIBLE, FOOTING DRAINS ONLY MAY DISCHARGE TO
DAYLIGHT AT THE REAR OF BUILDINGS.  FOOTING DRAINS SHALL EXTEND A MINIMUM OF 30 FT. FROM
THE REAR FACE OF THE BUILDING WHEN POSSIBLE. UNDER NO CIRCUMSTANCES SHALL THE
DISCHARGE  OF  GROUND WATER OR STORM WATER, EITHER BY GRAVITY OR BY PUMPING, BE
DISCHARGED TO ANY SANITARY SEWER SYSTEM.

CONTRACTOR RESPONSIBILITIES:

1.  ALL WORK ON THE PROJECT SHALL BE PERFORMED IN A WORKMAN LIKE   MANNER AND SHALL BE IN
ACCORDANCE WITH THE STANDARDS OF THE  INDUSTRY. THE OWNER WILL BE THE SOLE JUDGE OF THE
ACCEPTABILITY  OF THE WORK. MATERIALS AND WORK DEEMED UNACCEPTABLE WILL BE REMOVED AND
REDONE AT THE SOLE COST AND RESPONSIBILITY OF THE  CONTRACTOR.

2.  THE CONTRACTOR SHALL BE RESPONSIBLE TO PROTECT HIS WORK AND WILL BE HELD  RESPONSIBLE FOR
CONSEQUENTIAL DAMAGES DUE TO HIS  ACTIVITIES. THE CONTRACTOR SHALL BE RESPONSIBLE TO THE
OWNER  FOR THE ACTS AND OMISSIONS OF HIS EMPLOYEE, AND THEIR AGENTS AND EMPLOYEES, AND
ANY OTHER PERSONS  PERFORMING ANY THE WORK UNDER A SEPARATE CONTRACT WITH THE
CONTRACTOR.

3.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO PROPERLY SHORE  EXISTING UTILITIES IF REQUIRED BY
CONSTRUCTION.

4.  IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO NOTIFY THE THE BUILDING INSPECTOR IN ADVANCE
OF HIS WORK OR AS THE INSPECTOR  DEEMS APPROPRIATE.

5.  ALL CONDITIONS, LOCATIONS AND DIMENSIONS SHALL BE FIELD VERIFIED BY THE CONTRACTOR AND THE
OWNER/ENGINEER NOTIFIED IN WRITING OF ANY DISCREPANCIES PRIOR TO THE START  OF WORK. THE
OWNER/ENGINEER  WILL EVALUATE THE SITUATION AND MODIFY THE PLAN AS NECESSARY.

6.  ALL CHANGES MADE TO THIS PLAN SHALL BE APPROVED BY THE ENGINEER WHOSE SEAL APPEARS ON
THESE DRAWINGS. ANY UNAUTHORIZED ALTERATION OR ADDITIONS TO THIS DRAWING IS A VIOLATION OF
SECTION 7209 (2) OF THE NEW YORK STATE EDUCATION LAW.

7.  THE CONTRACTOR SHALL SUPERVISE AND DIRECT THE WORK USING HIS BEST SKILL AND
     ATTENTION. HE SHALL BE SOLELY RESPONSIBLE FOR ALL CONSTRUCTION MEANS, METHODS,
     TECHNIQUES, SEQUENCES, AND PROCEDURES AND FOR COORDINATING ALL
     PORTIONS OF THE WORK UNDER THIS CONTRACT.

9.  THE CONTRACTOR SHALL VERIFY ALL SUBSTRUCTURES ENCOUNTERED DURING CONSTRUCTION.

10.  THE CONTRACTOR SHALL SECURE & PAY FOR A BUILDERS RISK POLICY TO COVER THE PERIOD OF
CONSTRUCTION. THE ENGINEER & OWNER SHALL BE NAMED AS ADDITIONAL INSURED.  ALL  CONTRACTORS
EMPLOYED AT THE SITE SHALL BE COVERED BY WORKMAN'S COMPENSATION.

GENERAL NOTES:
1.     THE ENGINEER WHOSE SEAL APPEARS HEREON HAS NOT BEEN RETAINED FOR SUPERVISION OF

CONSTRUCTION,  SUBSEQUENTLY,HE IS NOT RESPONSIBLE FOR CONSTRUCTION AND THEREFORE
ASSUMES NO RESPONSIBILITY FOR CONSTRUCTION PRACTICES,  PROCEDURES, AND RESULTS
THEREFROM.

2.    THE ENGINEER SHALL NOT BE HELD RESPONSIBLE OR HELD ACCOUNTABLE FOR THE INTEGRITY OF ANY
STRUCTURES CONSTRUCTED OR UNDER CONSTRUCTION PRIOR TO THE APPROVAL OF THE PLANS.

3.    THE TOWN ENGINEER'S OFFICE AND WATER DISTRICT OFFICE IS TO BE NOTIFIED 24 HOURS BEFORE
COMMENCING SITE CONSTRUCTION OR WATER MAIN CONNECTION.

4.    ALL WORK IS TO BE IN ACCORDANCE WITH THE TOWN CODE OF PRACTICE AND SPECIFICATIONS.
5.     ALL CONDITIONS, LOCATIONS, AND DIMENSIONS SHALL BE FIELD VERIFIED AND THE ENGINEER SHALL BE

IMMEDIATELY NOTIFIED OF ANY DISCREPANCIES.
6.     ALL CHANGES MADE TO THE PLANS SHALL BE APPROVED BY THE ENGINEER WHOSE SEALAPPEARS ON

THESE DRAWINGS. ANY SUCH CHANGES SHALL BE FILED AS AMENDMENTS TO THE ORIGINAL BUILDING
PERMIT.

7.     ALL WRITTEN DIMENSIONS ON THE DRAWINGS SHALL TAKE PRECEDENCE OVER ANY SCALED
DIMENSIONS.

8.     IT IS THE CONTRACTOR'S RESPONSIBILITY TO CALL IN A "CODE 53" PRIOR TO CONSTRUCTION FOR
UNDERGROUND UTILITY LOCATIONS. 9.  SUBSTRUCTURES AND THEIR ENCROACHMENTS BELOW GRADE,
IF ANY, ARE NOT SHOWN.

9.   ANY PROPOSED ELECTRIC AND/OR TELEPHONE SERVICE LINES ARE TO BE PLACED        UNDERGROUND.
10.   THE DESIGN ENGINEER DISCLAIMS ANY LIABILITY FOR DAMAGE  OR LOSS INCURRED  DURING OR AFTER

CONSTRUCTION.
11.  ALL CONDITIONS, LOCATIONS AND DIMENSIONS SHALL BE FIELD VERIFIED BY THE CONTRACTOR AND THE

OWNER/ENGINEER NOTIFIED IN WRITING OF ANY DISCREPANCIES PRIOR TO THE START  OF WORK. THE
OWNER/ENGINEER  WILL EVALUATE THE SITUATION AND MODIFY THE PLAN AS NECESSARY.

8.  THE CONTRACTOR SHALL BE RESPONSIBLE TO THE OWNER FOR THE  ACTS AND OMISSIONS OF HIS
EMPLOYEES, SUBCONTRACTORS, AND THEIR AGENTS AND EMPLOYEES, AND ANY OTHER PERSONS
PERFORMING ANY OF THE WORK UNDER A CONTRACT WITH THE CONTRACTOR.

D.  PROTECTION OF EXISTING STRUCTURES AND UTILITIES

E.  CONSTRUCTION OF ROAD RIGHT-OF-WAY

F.  EXCAVATION AND PREPARATION OF TRENCH

GENERAL WATER MAIN NOTES:
1. ALL PROPOSED WATERMAIN MATERIALS, CONSTRUCTION AND INSTALLATION SHALL CONFORM TO ALL

APPLICABLE RULES AND REGULATIONS OF THE TOWN OF YORKTOWN WATER DEPARTMENT AND THE
WESTCHESTER COUNTY HEALTH DEPARTMENT STANDARDS AND SPECIFICATIONS. CONSTRUCTION
MUST BE UNDER THE SUPERVISION OF A LICENSED AND REGISTERED PROFESSIONAL ENGINEER IN THE
STATE OF NEW YORK WHO SHALL FURNISH A CERTIFICATE OF CONSTRUCTION COMPLIANCE AND TWO
(2) SETS OF AS-BUILT PLANS AFTER THE COMPLETION OF THE PROJECT.

2. THE RECORDS OF THE TOWN OF YORKTOWN INDICATE THAT THERE IS ADEQUATE WATER PRESSURE
AND CAPACITY AS REQURIED TO SERVE THIS PROJECT.

3. ALL BACKFLOW PREVENTION DEVICES ASSOCIATED WITH THE FIRE AND DOMESTIC SERVICES FOR
EACH OF THE PROPOSED OFFICE SPACES IN THE TYPE "B" UNITS SHALL BE LOCATED INTERNAL TO THE
BUILDING AND SHALL REQUIRE SEPARATE APPROVAL BY THE WESTCHESTER COUNTY DEPARTMENT OF
HEALTH.

4. ALL FIRE AND DOMESTIC SERVICE CONNECTIONS FROM THE PROPOSED WATER MAIN SHALL BE
INSTALLED WITH WET TAPS AFTER THE CONTRACTOR HAS INSTALLED THE MAIN AND IT HAS BEEN
APPROVED BY THE TOWN OF YORKTOWN WATER DEPARTMENT AND THE WESTCHESTER COUNTY
DEPARTMENT OF HEALTH.

5. THE CONTRACTOR IS ADVISED THAT BEFORE HE CONNECTS TO THE EXISTING WATER SYSTEM, HE
MUST ADVISE AND COORDINATE HIS OPERATIONS WITH THE TOWN OF YORKTOWN WATER
DEPARTMENT'S SUPERINTENDENT.  MEANS AND METHODS USED TO CONNECT TO THE EXISTING
SERVICE SHALL BE APPROVED BY THE TOWN AND SHALL INCLUDE BUT NOT BE LIMITED TO WET TAPS
OR OTHERWISE.

6. THE CONTRACTOR IS TO MAINTAIN CONSTANT FLOW AND PRESSURE IN ALL WATER MAINS AT ALL
TIMES. IF THE NEED SHOULD ARISE THAT WATER SERVICE IS TO BE INTERRUPTED FOR A SHORT
PERIOD, IT MUST BE COORDINATED WITH AND APPROVED BY THE ENGINEER AND THE TOWN OF
YORKTOWN SUPERINTENDENT OF WATER.

7. WATER MAINS CROSSING HOUSE SEWERS, STORM SEWERS OR SANITARY SEWERS SHALL BE LAID TO
PROVIDE A VERTICAL SEPARATION OF A MINIMUM OF 18" BETWEEN THE BOTTOM OF WATER MAIN AND
TOP OF SEWER.

8. WATER MAINS PASSING UNDER HOUSE SEWERS, IN ADDITION, SHALL BE PROTECTED BY PROVIDING A
VERTICAL SEPARATION OF 18" MINIMUM FROM THE BOTTOM OF THE SEWER TO THE TOP OF THE WATER
MAIN AND ADEQUATE STRUCTURAL SUPPORT FOR THE SEWER TO PREVENT EXCESSIVE DEFLECTION
OF THE JOINTS AND THE SEWER SETTLING AND BREAKING THE WATER MAIN.   IN ADDITION THE LENGTH
OF WATER PIPE IS TO BE CENTERED AT THE POINT OF CROSSING SO THAT THE JOINTS WILL BE
EQUIDISTANT AND AS FAR AS POSSIBLE FROM THE SEWER.   NO WATER MAIN SHALL PASS THROUGH
OR COME IN CONTACT WITH ANY PART OF A SEWER OR SEWER MANHOLE.

9. THE COVER OVER THE TOP OF THE WATER MAIN SHALL BE A MINIMUM OF 4 FEET TO A MAXIMUM OF 5.5
FT.

10. WATER MAINS SHALL BE CLASS 52 DUCTILE IRON PIPES (DIP) TYTON JOINT TYPE AND FITTINGS SHALL
BE FACTORY CEMENT LINED CLASS 52. ALL FITTINGS SHALL HAVE MECHANICAL JOINTS AND SHALL BE
PRESSURE RATED AT 250 PSI.  ALL NECESSARY JOINT MATERIALS SHALL BE FURNISHED. WATER MAINS
SHALL BE INSTALLED IN ACCORDANCE WITH AWWA STANDARDS, LATEST REVISION.

11. ALL GATE VALVES SHALL BE MUELLER RESILIENT WEDGE (TURN LEFT OPEN) TYPE AND SHALL MEET
AWWA STANDARDS, LATEST REVISION.

12. ALL SERVICE CONNECTIONS AND SMALL DIAMETER EXTENSIONS SHALL CONFORM TO AWWA C-151.
13. RETAINER GLANDS AND CONCRETE THRUST BLOCKS OR RODS SHALL BE USED AT ALL LOCATIONS

WHERE RESTRAINTS EXIST.
14. INSTALLATION AND TESTING OF THE WATER MAIN SHALL BE INSPECTED BY THE WESTCHESTER

COUNTY DEPARTMENT OF HEALTH.  THE CONTRACTOR SHALL PROVIDE THE HEALTH DEPARTMENT A
MINIMUM 48 HOURS NOTICE PRIOR TO ANY PRESSURE/LEAKAGE TESTS AND/OR DISINFECTION AND
BACTERIOLOGICAL TESTS PERFORMED ON THE PROPOSED WATER MAIN. THE RESULTS OF THE ABOVE
TESTS MUST BE ACCEPTED BY THE WCHD PRIOR TO USE OF THE MAIN.

15. ASBUILT DRAWINGS SHALL SHOW DIMENSIONS BETWEEN ALL VALVE TURNING NUTS AND FINISH GRADE.
16. INSTALLATION, DISINFECTION AND TESTING TO BE WITNESSED AND CERTIFIED BY A LICENSED

PROFESSIONAL ENGINEER OR TOWN OF YORKTOWN ENGINEER.
17. ALL HYDRANTS AND VALVES SHALL BE AS MANUFACTURED BY THE MUELLER COMPANY.
18. THE FINAL LOCATIONS OF FIRE HYDRANTS AND SIAMESE CONNECTIONS SHALL BE DETERMINED BY AND

COORDINATED WITH THE TOWN OF YORKTOWN FIRE DEPARTMENT.
19. IF, DURING CONSTRUCTION, IT IS FOUND THAT THE REQUIRED SEPARATION OF WATER MAINS,

SANITARY SEWERS, STORM SEWERS, AND BUILDING SEWERS CANNOT BE MET, THE DEVELOPER OR HIS
AUTHORIZED REPRESENTATIVE SHALL CONTACT THE WESTCHESTER COUNTY DEPARTMENT OF
HEALTH.  APPROVAL BY THE WCHD IS REQUIRED PRIOR TO ANY FIELD CHANGES THAT WILL AFFECT
MINIMUM WATER/SEWER SEPARATION DISTANCES.

20. ALL TYPES OF INSTALLED PIPE SHALL BE PRESSURE TESTED AND LEAKAGE TESTED IN ACCORDANCE
WITH THE LATEST EDITION OF AWWA STANDARD C-600.

21. ALL NEW, CLEANED OR REPAIRED WATER MAINS SHALL BE DISINFECTED AND BACTERIOLOGICAL
TESTING PERFORMED IN ACCORDANCE WITH THE LATEST EDITION OF AWWA STANDARD C-651-05
(EXCEPT FOR SECTION 4.4.2 WHICH IS NOT APPROVABLE). THE SPECIFICATIONS INCLUDE DETAILED
PROCEDURES FOR THE ADEQUATE FLUSHING, DISINFECTION, AND MICRO- BIOLOGICAL TESTING OF ALL
WATER MAINS.

22. ROAD OPENINGS SHALL BE DONE IN ACCORDANCE WITH CONDITIONS OF PERMIT, AND COORDINATED
WITH THE TOWN OF YORKTOWN.

23. UPON COMPLETION AND PRIOR TO USE, TWO (2) SETS OF AS-BUILT PLANS AND ACCEPTABLE
BACTERIOLOGICAL SAMPLE AND WATER MAIN HYDROSTATIC TEST RESULTS MUST BE SUBMITTED
ALONG WITH THE DESIGN PROFESSIONAL'S CERTIFICATION OF CONSTRUCTION TO THE WESTCHESTER
COUNTY DEPARTMENT OF HEALTH.

SANITARY SEWER NOTES:
1. ALL WORK TO BE DONE IN ACCORDANCE WITH THE CODE OF THE TOWN OF YORKTOWN AND THE REGULATIONS OF

THE WESTCHESTER COUNTY DEPARTMENT OF HEALTH.
2. SANITARY MANHOLES/CLEANOUT MANHOLES SHALL BE PRECAST CONCRETE.
3. ALL WORK SHALL BE MANUFACTURED IN ACCORDANCE WITH APPROVED STANDARDS AND SHALL BE SPACED A

MAXIMUM DISTANCE OF 300' ON STRAIGHT RUNS AND INSTALLED AT EVERY CHANGE IN ALIGNMENT.   MANHOLE
POSITIONING SHALL BE AS TO PREVENT THE ENTRANCE OF SURFACE WATER DURING STORMS.  MANHOLE RIMS ARE
TO BE WATER TIGHT IN AREAS SUBJECT TO POSSIBLE FLOODING CONDITIONS.

4. ALL BUILDING LATERALS TO BE INSTALLED BY PLUMBERS, LICENSED IN THE TOWN OF YORKTOWN ACCORDING TO
THE REQUIREMENTS OF THE TOWN OF YORKTOWN.

5. SANITARY SEWER CONSTRUCTION SHALL MEET ALL SEWER CONSTRUCTION SPECIFICATIONS FOR THE TOWN OF
YORKTOWN.

6. THE TOWN ENGINEER SHALL BE NOTIFIED 48 HOURS PRIOR TO THE START OF ANY WORK.
7. A CODE 53 SHALL BE CALLED BEFORE THE START OF ANY EXCAVATION WORK.
8. A STREET OPENING PERMIT SHALL BE OBTAINED BY THE CONTRACTOR PRIOR TO ANY WORK BEING STARTED IN

PUBLIC ROADS.
9. ALL SEWERS SHALL BE LAID AT LEAST 10 FT HORIZONTALLY FROM ANY EXISTING OR PROPOSED WATER MAIN.  THE

DISTANCE SHALL BE MEASURED EDGE TO EDGE.  IN CASES WHERE IT IS IMPRACTICAL TO MAINTAIN A 10 FOOT
SEPARATION, THE WESTCHESTER COUNTY DEPARTMENT OF HEALTH MAY ALLOW DEVIATION ON A CASE-BY-CASE
BASIS, IF SUPPORTED BY DATA FROM THE DESIGN ENGINEER.

10. MANHOLE STEPS SHALL BE CAST IRON NEENAH NO. R-1981-0 OR CAMPBELL FOUNDRY NO. 2588-1 OR
POLYPROPYLENE COATED STEEL (SEE SPECIFICATIONS) OR APPROVED EQUAL.

11. UNLESS OTHERWISE SPECIFIED, SANITARY SEWER MANHOLES SHALL HAVE THE LETTERS "SEWER" CAST ON THE
COVER.

12. MANHOLE COVERS AND STRUCTURES SHALL MEET OR EXCEED A.S.T.M. AND O.S.H.A. REQUIREMENTS AND MUST BE
RATED FOR H-20 LOADING.  MANHOLES MUST BE MIN. 48" DIAMETER.

13. ALL SANITARY STRUCTURES SHALL RECEIVE 2 MIL COATS OF BITUMINOUS MATERIAL "INERTOL NO. 49" KOPPERS
SUPPER SERVICE BLACK OR APPROVED EQUAL, APPLIED IN ACCORDANCE WITH MANUFACTURE'S SPECIFICATIONS.

14. 0-RING JOINTS TO CONFORM TO A.S.T.M. DESIGNATION C-443 LATEST REVISION. JOINTS TO BE MORTARED INSIDE
AND OUT USING NON-SHRINKING MORTAR.

15. PRE-CAST MANHOLE SECTIONS TO BE IN ACCORDANCE WITH "PRE-CAST REINFORCED CONCRETE MANHOLE
SECTIONS" A.S.T.M. DESIGNATION C-478, LATEST REVISION, MINIMUM COMPRESSIVE STRENGTH TO BE 4000 P.S.I. 22.
WHERE SEWER MAIN IS TO BE INSTALLED 10' DEEP OR GREATER, PVC SDR-26 SHALL BE USED.

16. WHEN SEWER IS TO BE INSTALLED IN FILL MATERIAL, THE SUPPORTING FILL IS TO BE COMPACTED TO MINIMUM
STANDARD PROCTOR DENSITY OF 95%, AND SHALL BE CERTIFIED TO THE TOWN.

17. WATER MAINS CROSSING HOUSE SEWERS, STORM SEWERS OR SANITARY SEWERS  SHALL BE LAID TO PROVIDE A
VERTICAL SEPARATION OF A MINIMUM OF 18" BETWEEN THE BOTTOM OF WATER MAIN AND TOP OF SEWER. IN
ADDITION, ADEQUATE STRUCTURAL SUPPORT SHALL BE PROVIDED FOR THE SEWER TO PREVENT EXCESSIVE
DEFLECTION OF THE JOINTS AND THE SEWER SETTLING AND BREAKING THE WATER MAIN.  IN ADDITION THE LENGTH
OF WATER PIPE IS TO BE CENTERED AT THE POINT OF CROSSING SO THAT THE JOINTS WILL BE EQUIDISTANT AND AS
FAR AS POSSIBLE FROM THE SEWER. NO WATER MAIN SHALL PASS THROUGH OR COME IN CONTACT WITH ANY PART
OF A SEWER OR SEWER MANHOLE.

18. MANHOLES AND SANITARY SEWER LINES SHALL BE TESTED TO CONFORM WITH WESTCHESTER COUNTY
DEPARTMENT OF HEALTH RULES AND REGULATIONS AND AS PER SANITARY SEWER TESTING NOTES BELOW.

19. THE WESTCHESTER COUNTY DEPARTMENT OF HEALTH SHALL BE PROVIDED A 48 HOUR NOTICE PRIOR TO THE
TESTING OF THE INSTALLED UTILITIES TO ALLOW WITNESSING OF TESTING BY THE DEPARTMENT.

20. ALL INSTALLATIONS AND TESTING SHALL BE IN ACCORDANCE WITH ASTM STANDARDS F-1417, C-1244 AND THE TEN
STATES STANDARDS, LATEST VERSION.

SANITARY SEWER TESTING
PROCEDURE AND METHOD OF TESTING - THE TEST LENGTH INTERVALS AND TYPE OF LEAKAGE
TEST SHALL BE APPROVED BY THE OWNER'S FIELD REPRESENTATIVE AND SITE ENGINEER.  IN
THE CASE OF SEWERS LAID ON STEEP GRADES, THE LENGTH OF LINE TO BE TESTED BY
EXFILTRATION AT ANY ONE TIME MAY BE LIMITED BY THE MAXIMUM ALLOWABLE INTERNAL
PRESSURE ON THE PIPE AND JOINTS AT THE LOWER END OF THE LINE. THE WCHD SHALL BE
NOTIFIED 48 HRS IN ADVANCE SO THEY MAY WITHNESS THE TESTING DEPENDING ON FIELD
CONDITIONS AND/OR DESIRE OF THE  CONTRACTOR, THE FOLLOWING TESTS FOR LEAKAGE MAY
BE EMPLOYED:
1.  HYDROSTATIC TEST
     THE TEST PERIOD, WHEREIN THE MEASUREMENTS ARE TAKEN SHALL NOT BE LESS
     THAN FOUR (4) HOURS IN EITHER TYPE OF TEST.  THE TOTAL LEAKAGE OF ANY
     SECTION TESTED SHALL NOT EXCEED THE RATE OF 100 GALLONS PER MILE OF PIPE
     PER 24 HOURS PER INCH OF NOMINAL PIPE DIAMETER.  FOR PURPOSES OF
     DETERMINING THE MAXIMUM ALLOWABLE LEAKAGE, MANHOLES SHALL BE
     CONSIDERED AS SECTIONS OF PIPE AND SHALL BE TESTED AT A LEVEL ABOVE THE
     HIGHEST JOINT PRIOR TO THE CONCRETE/RIM CONNECTION.

(I)  INFILTRATION TEST -
     THIS TEST MAY BE USED ONLY WHEN GROUND WATER LEVELS ARE AT LEAST TWO (2)
     FEET ABOVE THE TOP OF THE PIPE FOR THE ENTIRE LENGTH OF THE SECTION TO BE
     TESTED DURING THE ENTIRE PERIOD OF THE TEST.  GROUND WATER LEVELS MAY BE
     MEASURED IN AN OPEN TRENCH OR IN STANDPIPES PREVIOUSLY PLACED IN
     BACKFILLED TRENCHES DURING THE BACKFILLING OPERATIONS.  WHEN STANDPIPES
     ARE INSTALLED IN THE BACKFILL FOR GROUND WATER MEASUREMENT, THE LOWER
     ENDS OF THESE SHALL BE SATISFACTORILY EMBEDDED IN A MASS OF CRUSHED STONE
     OR GRAVEL TO MAINTAIN FREE PERCOLATION AND DRAINAGE.  INFILTRATION THROUGH
     JOINTS SHALL BE MEASURED BY USING A WATERTIGHT WEIR OR ANY OTHER APPROVED
     DEVICE FOR VOLUMETRIC MEASUREMENT INSTALLED AT THE LOWER END OF THE SECTION
     UNDER TEST.
(II)  EXFILTRATION TEST -
     THIS TEST CONSISTS OF FILLING THE PIPE WITH WATER TO PROVIDE A HEAD OF AT LEAST
     TWO (2) FEET ABOVE THE TOP OF THE PIPE OR TWO (2) FEET ABOVE GROUND WATER,
     WHICHEVER IS HIGHER, AT THE HIGHEST POINT OF THE PIPE LINE UNDER TEST, AND
     THEN MEASURING THE LOSS OF WATER FROM THE LINE BY THE AMOUNT WHICH MUST
     BE ADDED TO MAINTAIN THE ORIGINAL LEVEL.  IN THIS TEST THE LINE MUST REMAIN
     FILLED WITH  WATER FOR AT LEAST TWENTY-FOUR (24) HOURS PRIOR TO THE TAKING
     OF MEASUREMENTS.  EXFILTRATION SHALL BE MEASURED BY THE DROP OF WATER
     LEVEL IN A CLOSED-END STANDPIPE OR IN ONE OF THE SEWER MANHOLES AVAILABLE
     FOR CONVENIENT MEASURING.

WHEN A STANDPIPE AND PLUG ARRANGEMENT IS USED IN THE UPPER MANHOLE OF
A LINE UNDER TEST, THERE MUST BE SOME POSITIVE METHOD OF RELEASING
ENTRAPPED AIR IN THE SEWER PRIOR TO TAKING MEASUREMENTS.

2.  VACUUM TESTING OF MANHOLES - TESTED AS PER ASTM STANDARD - C-1244
     THIS TEST METHOD IS ONLY APPLICABLE TO PRECAST CONCRETE MANHOLES.  ALL
     LIFTING HOLES AND EXTERIOR JOINTS SHALL BE FILLED AND POINTED WITH AN
     APPROVED NON-SHRINKING MORTAR.  NO STANDING WATER SHALL BE ALLOWED IN THE
     MANHOLE EXCAVATION WHICH MAY AFFECT THE ACCURACY OF THE TEST.  ALL PIPES
     AND OTHER OPENINGS INTO THE MANHOLE SHALL BE SUITABLY PLUGGED IN SUCH A
     MANNER AS TO PREVENT DISPLACEMENT OF THE PLUGS WHILE THE VACUUM IS DRAWN.
     INSTALLATION AND OPERATION OF THE VACUUM EQUIPMENT AND INDICATING DEVICES
     SHALL BE IN ACCORDANCE WITH EQUIPMENT SPECIFICATIONS AND INSTRUCTIONS
     PROVIDED BY THE MANUFACTURER.

THE TEST HEAD MAY BE PLACED IN THE CONE SECTION OF THE MANHOLE.  THE
RIM-CONE JOINT IS NOT USUALLY TESTED.  A VACUUM OF 10 INCHES OF MERCURY
SHALL BE DRAWN.  THE TIME FOR THE VACUUM TO DROP TO 9 INCHES OF MERCURY SHALL
BE RECORDED.  ACCEPTANCE FOR 4 FT. DIAMETER MANHOLES SHALL BE DEFINED AS
WHEN THE TIME TO DROP TO 9 INCHES OF MERCURY MEETS OR EXCEEDS THE FOLLOWING:
          FOR MANHOLES 5 FT. IN DIAMETER, ADD AN ADDITIONAL 15 SECONDS;
          FOR MANHOLES 6 FT. IN DIAMETER, ADD AN ADDITIONAL 30 SECONDS
          TO THE TIME REQUIREMENTS FOR FOUR FOOT DIAMETER MANHOLES.

3.  LOW-PRESSURE AIR TEST OF PIPE LINES - TESTED PER ASTM STANDARD F-1417
     PLUG ALL OPENINGS IN THE TEST SECTION.  ADD AIR UNTIL THE INTERNAL PRESSURE OF THE
     LINE IS RAISED TO APPROXIMATELY 4.0 PSI.  AFTER THIS PRESSURE IS REACHED, ALLOW THE
     PRESSURE TO STABILIZE.  THE PRESSURE WILL NORMALLY DROP AS THE AIR TEMPERATURE
     STABILIZES.  THIS USUALLY TAKES 2 TO 5 MIN. DEPENDING ON THE PIPE SIZE.  THE PRESSURE
     MAY BE REDUCED TO 3.5 PSI BEFORE STARTING THE TEST.

WHEN THE PRESSURE HAS STABILIZED AND IS AT OR ABOVE THE STARTING TEST PRESSURE OF
3.5 PSI, START THE TEST.  IF THE PRESSURE DROPS MORE THAN 1.0 PSI DURING THE TEST TIME,
THE LINE IS PRESUMED TO HAVE FAILED THE TEST.  IF A 1.0-PSI DROP DOES NOT OCCUR WITHIN
THE TEST TIME, THE LINE HAS PASSED THE TEST.

TEST TIMES ARE FOR A 1.0 PSI PRESSURE DROP FROM 3.5 TO 2.5 PSI.  IF THE SECTION OF LINE
TO BE TESTED INCLUDES MORE THAN ONE PIPE SIZE, CALCULATE THE TEST TIME FOR EACH
SIZE AND ADD THE TEST TIMES TO ARRIVE AT THE TOTAL TEST TIME FOR THE SECTION.
MINIMUM TEST TIMES FOR VARIOUS PIPE SIZES IN INCHES ARE AS FOLLOWS:

    SIZE                 TIME
(INCHES)     (MIN./100 FT.)

 UP TO 8               1.2
      10                     1.5
      12                     1.8

NO PIPE SHALL EXCEED A DEFLECTION OF 5 PERCENT. IF DEFLECTION EXCEEDS 5 PERCENT, THE PIPE SHALL BE
EXCAVATED. REPLACEMENT OR CORRECTION SHALL BE ACCOMPLISHED IN ACCORDANCE WITH REQUIREMENTS IN THE
APPROVED SPECIFICATIONS.

THE RIGID BALL OR MANDREL USED FOR THE DEFLECTION TEST SHALL HAVE A DIAMETER NOT LESS THAN 95 PERCENT OF
THE BASE INSIDE DIAMETER OR AVERAGE INSIDE DIAMETER OF THE PIPE DEPENDING ON WHICH IS SPECIFIED IN THE ASTM
SPECIFICATION,  INCLUDING THE APPENDIX, TO WHICH THE PIPE IS MANUFACTURED. THE TEST SHALL BE PERFORMED
WITHOUT MECHANICAL  PULLING DEVICES.

IN ACCORDANCE WITH THE TEN STATES "RECOMMENDED STANDARDS FOR WASTEWATER FACILITIES - SECTION
33.85"-LATEST EDITION.

C.

B.

   A.                DEFLECTION TESTS SHALL BE PERFORMED ON ALL FLEXIBLE PIPE. THE TEST SHALL BE CONDUCTED AFTER THE FINAL
                       BACKFILL HAS BEEN IN PLACE AT LEAST 30 DAYS TO PERMIT STABILIZATION OF THE SOIL-PIPE SYSTEM.

4. DEFLECTION TESTING OF PIPES-

GENERAL EROSION CONTROL NOTES:
1. CONTRACTOR SHALL BE RESPONSIBLE FOR COMPLIANCE WITH ALL SEDIMENT AND EROSION CONTROL PRACTICES.  THE SEDIMENT AND EROSION CONTROL

PRACTICES ARE TO BE INSTALLED PRIOR TO ANY MAJOR SOIL DISTURBANCES, AND MAINTAINED UNTIL PERMANENT PROTECTION IS ESTABLISHED.  ROAD
SURFACE FLOWS FROM THE SITE SHOULD BE DISSIPATED WITH TRACKING PAD OR APPROPRIATE MEASURES DURING ADJACENT ROAD SHOULDER
REGRADING. CONTRACTOR IS RESPONSIBLE FOR THE INSTALLATION AND MAINTENANCE OF ALL SOIL  EROSION AND SEDIMENTATION CONTROL DEVICES
THROUGHOUT THE COURSE OF CONSTRUCTION.

2. CATCH BASIN INLET PROTECTION MUST BE INSTALLED AND OPERATING AT ALL TIMES UNTIL TRIBUTARY AREAS HAVE BEEN STABILIZED. WHEN POSSIBLE
FLOWS SHOULD BE STABILIZED BEFORE REACHING INLET PROTECTION STRUCTURE. TIMELY MAINTENANCE OF SEDIMENT CONTROL STRUCTURES IS THE
RESPONSIBILITY OF THE CONTRACTOR.

3. ALL STRUCTURES SHALL BE MAINTAINED IN GOOD WORKING ORDER AT ALL TIMES. THE SEDIMENT LEVEL IN ALL SEDIMENT TRAPS SHALL BE CLOSELY
MONITORED AND SEDIMENT REMOVED PROMPTLY WHEN MAXIMUM LEVELS ARE REACHED OR AS ORDERED BY THE ENGINEER. ALL SEDIMENT CONTROL
STRUCTURES SHALL BE INSPECTED ON A REGULAR BASIS, AND AFTER EACH HEAVY RAIN TO INSURE PROPER OPERATION AS DESIGNED. AN INSPECTION
SCHEDULE SHALL BE SET FORTH PRIOR TO THE START OF CONSTRUCTION.

4. THE LOCATIONS AND THE INSTALLATION TIMES OF THE SEDIMENT CAPTURING STANDARDS SHALL BE AS SPECIFIED IN THESE PLANS, AS ORDERED BY THE
ENGINEER, AND IN ACCORDANCE WITH THE LATEST EDITION OF THE "NEW YORK STANDARDS AND SPECIFICATIONS FOR EROSION AND SEDIMENT CONTROL"
(NYSSESC).

5. ALL TOPSOIL SHALL BE PLACED IN A STABILIZED STOCKPILE FOR REUSE ON THE SITE.  ALL STOCKPILE MATERIAL REQUIRED FOR FINAL GRADING AND STORED
ON SITE SHALL BE TEMPORARILY SEEDED AND MULCHED WITHIN 7 DAYS. REFER TO SOIL STOCKPILE DETAILS.

6. ANY DISTURBED AREAS THAT WILL BE LEFT EXPOSED MORE THAN 7 DAYS AND NOT SUBJECT TO CONSTRUCTION TRAFFIC, SHALL IMMEDIATELY RECEIVE
TEMPORARY SEEDING.  MULCH SHALL BE USED IF THE SEASON PREVENTS THE ESTABLISHMENT OF A TEMPORARY COVER. DISTURBED AREAS SHALL NOT BE
LIMED AND FERTILIZED PRIOR TO TEMPORARY SEEDING.

7. IN AREAS WHERE SOIL DISTURBANCE ACTIVITY HAS TEMPORARILY OR PERMANENTLY CEASED, THE APPLICATION OF SOIL STABILIZATION MEASURES MUST BE
INITIATED BY THE END OF THE NEXT BUSINESS DAY AND COMPLETED WITHIN SEVEN (7) DAYS FROM THE DATE THE CURRENT SOIL DISTURBANCE ACTIVITY
CEASED.

8. ALL DISTURBED AREAS WITHIN 500 FEET OF AN INHABITED DWELLING SHALL  BE WETTED AS NECESSARY TO PROVIDE DUST CONTROL.
9. THE CONTRACTOR SHALL KEEP THE ROADWAYS WITHIN THE PROJECT CLEAR OF SOIL AND DEBRIS AND IS RESPONSIBLE FOR ANY STREET CLEANING

NECESSARY DURING THE COURSE OF THE PROJECT.
10. SEDIMENT AND EROSION CONTROL STRUCTURES SHALL BE REMOVED AND THE AREA STABILIZED WHEN THE DRAINAGE AREA HAS BEEN PROPERLY

STABILIZED BY PERMANENT MEASURES.
11. ALL SEDIMENT AND EROSION CONTROL MEASURES SHALL BE INSTALLED IN ACCORDANCE WITH CURRENT EDITION OF NYSSESC.
12. ALL REGRADED AREAS MUST BE STABILIZED APPROPRIATELY PRIOR TO ANY ROCK BLASTING, CUTTING, AND/OR FILLING OF SOILS. SPECIAL CARE SHOULD BE

TAKEN DURING CONSTRUCTION TO INSURE STABILITY DURING MAINTENANCE AND INTEGRITY OF CONTROL STRUCTURES.
13. ANY SLOPES GRADED AT 3:1 OR GREATER SHALL BE STABILIZED WITH EROSION BLANKETS TO BE STAKED INTO PLACE IN ACCORDANCE WITH THE

MANUFACTURES REQUIREMENTS. EROSION BLANKETS MAY ALSO BE REQUIRED AT THE DISCRETION OF TOWN OFFICIALS OR PROJECT ENGINEER. WHEN
STABILIZED BLANKET IS UTILIZED FOR CHANNEL STABILIZATION, PLACE ALL OF THE VOLUME OF SEED MIX PRIOR TO LAYING NET, OR AS RECOMMENDED BY
THE MANUFACTURER.

14. TO PREVENT HEAVY CONSTRUCTION EQUIPMENT AND TRUCKS FROM TRACKING  SOIL OFF-SITE, CONSTRUCT A PERVIOUS CRUSHED STONE PAD.  LOCATE
AND  CONSTRUCT PADS AS DETAILED IN THESE PLANS.

15. CONTRACTOR IS RESPONSIBLE FOR CONTROLLING DUST BY SPRINKLING EXPOSED SOIL AREAS PERIODICALLY WITH WATER AS REQUIRED.  CONTRACTOR TO
SUPPLY ALL EQUIPMENT AND WATER.

16. CONTRACTOR SHALL BE RESPONSIBLE FOR CONSTRUCTION INSPECTIONS AS PER NYSDEC GP-0-15-002 AND TOWN OF YORKTOWN CODE.

MAINTENANCE OF TEMPORARY EROSION AND SEDIMENT CONTROL STRUCTURES:
N.Y.S.D.E.C. GP-0-15-002 EXPOSURE RESTRICTIONS - STATES THAT  ANY EXPOSED EARTHWORK SHALL BE STABILIZED IN ACCORDANCE WITH THE GUIDELINES OF
THIS PLAN.
1. TREES AND VEGETATION SHALL BE PROTECTED AT ALL TIMES AS SHOWN ON THE DETAIL DRAWING AND AS DIRECTED BY THE ENGINEER.
2. CARE SHOULD BE TAKEN SO AS NOT TO CHANNEL CONCENTRATED RUNOFF THROUGH THE AREAS OF CONSTRUCTION ACTIVITY ON THE SITE.
3. FILL AND SITE DISTURBANCES SHOULD NOT BE CREATED WHICH CAUSES WATER TO POND OFF SITE OR ON ADJACENT PROPERTIES.
4. RUNOFF FROM LAND DISTURBANCES SHALL NOT BE DISCHARGED OR HAVE THE POTENTIAL TO DISCHARGE OFF SITE WITHOUT FIRST BEING INTERCEPTED BY

A CONTROL STRUCTURE, SUCH AS A SEDIMENT TRAP OR SILT FENCE. SEDIMENT SHALL BE REMOVED BEFORE EXCEEDING 50% OF THE RETENTION
STRUCTURE'S CAPACITY.

5. FOR FINISHED GRADING, ADEQUATE GRADE SHALL BE PROVIDED SO THAT WATER WILL NOT POND ON LAWNS FOR MORE THAN 24 HOURS AFTER RAINFALL,
EXCEPT IN SWALE FLOW AREAS WHICH MAY DRAIN FOR AS LONG AS 48 HOURS AFTER RAINFALL.

6. ALL SWALES AND OTHER AREAS OF CONCENTRATED FLOW SHALL BE PROPERLY STABILIZED WITH TEMPORARY CONTROL MEASURES TO PREVENT EROSION
AND SEDIMENT TRAVEL. SURFACE FLOWS OVER CUT AND FILL AREAS SHALL BE STABILIZED AT ALL TIMES.

7. ALL SITES SHALL BE STABILIZED WITH EROSION CONTROL MATERIALS WITHIN 7 DAYS OF FINAL GRADING.
8. TEMPORARY SEDIMENT TRAPPING DEVICES SHALL BE REMOVED FROM THE SITE WITHIN 30 DAYS OF FINAL STABILIZATION.

TOPSOIL:
Existing topsoil will be removed and stored in piles sufficiently as to avoid mixing with other excavation.  Stockpiles shall be surrounded by erosion control as
outlined on these plans. The furnishing of new topsoil shall be of a better or equal to the following criteria (SS713.01 NYSDOT):
1. The pH of the material shall be 5.5 to 7.6.
2. The organic content shall not be less than 2% or more than 70%.
3. Gradation:      SIEVE SIZE % PASSING BY WGT.

2 INCH 100
1 INCH 85 TO 100
1/4 INCH 65 TO 100
NO. 200 MESH 20 TO 80

PERMANENT VEGETATIVE COVER:
1. Site preparation:

1.1. Install erosion control measures.
1.2. Scarify compacted soil areas.
1.3. Lime as required to ph 6.5.
1.4. Fertilize with 10-6-4  4 lbs/1,000 S.F.
1.5. Incorporate amendments into soil with disc harrow.

2. Seed mixtures for use on swales and cut and fill areas.
MIXTURE              LBS./ACRE
ALT. A KENTUCKY BLUE GRASS 20

CREEPING RED FESCUE   28
RYE GRASS OR REDTOP                   5

ALT. B CREEPING RED FESCUE 20
REDTOP  2
TALL FESCUE/SMOOTH BLOOMGRASS 20

3. SEEDING
3.1. Prepare seed bed by raking to remove stones, twigs, roots and other foreign material.
3.2. Apply soil amendments and integrate into soil.
3.3. Apply seed uniformly by cyclone seeder culti-packer or hydro-seeder at rate indicated.
3.4. Stabilize seeded areas in drainage swales.
3.5. Irrigate to fully saturate soil layer, but not to dislodge planting soil.
3.6. Seed between April 1st and May 15th or August 15th and October 15th.
3.7. Seeding may occur May 15th and August 15th if adequate irrigation is provided.

TEMPORARY VEGETATIVE COVER:
SITE PREPARATION:
1. Install erosion control measures.
2. Scarify areas of compacted soil.
3. Fertilize with 10-10-10 at 400/acre.
4. Lime as required to ph 6.5.

SEED SPECIES:
MIXTURE LBS./ACRE
Rapidly germinating annual ryegrass       20
(or approved equal)
Perennial ryegrass       20
Cereal oats       36

SEEDING:
Same as permanent vegetative cover

MAINTENANCE SCHEDULE:

POST CONSTRUCTION MAINTENANCE SCHEDULE:
Control to be

Inspected
Inspection
Frequency

Maintenance Threshold
Criteria Maintenance Procedure

Drain Inlets/ Filter
Insert

Quarterly 3"+ accumulated sediment Remove debris and sediment annually.

Cistern/ Detention Annually 3"+ accumulated sediment Remove debris and sediment annually.

DC-740 Chambers Bi-Annually 3”+ accumulated sediment Remove debris and sediment.

Sand Filter Bi-annually
1"+ accumulated sediment,
Ponding for more than 48

hours
Remove debris and sediment.

Stormwater Planter Bi-annually
1"+ accumulated sediment,
Ponding for more than 48

hours

Remove debris and sediment; weed and replace plants and mulch as
needed.

Rain Garden Quarterly Ponding for more than 48
hours

Remove accumulated sediment and debris; weed and replace plants and
mulch as needed.

Tree Planting Quarterly Ponding for more than 48
hours

Remove accumulated sediment and debris; weed and replace dead trees
with new ones and mulch as needed.

Permeable
Paver/Porous

Concrete
Quarterly Paving does not dewater

between storms
Clean area of debris and sediment; vacuum sweep area.

INSP. INSP.SILT FENCE CLEAN OF SEDIMENT/
REPLACE IF NEEDED

REMOVE

DAILY WEEKLY MONTHLY AFTER
RAINFALL

REMOVEREPLACEINSP.

REMOVEINSP. INSP.

STABILIZED
CONST. ENT.

SEDIMENT
TRAP

INSP.

SOIL
STOCKPILE INSP. INSP. REMOVEINSP. SEED AS

NECESSARY

DEWATERING
PIT INSP. INSP. REMOVEINSP.

OUTLET/ INLET
STRUCTURES INSP. INSP. REMOVEINSP.
& PROTECTION

CLEAN OF SEDIMENT/
REPLACE IF NEEDED

CLEAN OF SEDIMENT/
REPLACE IF NEEDED

CLEAN OF SEDIMENT/
REPLACE IF NEEDED

CLEAN OF SEDIMENT

NECESSARY TO
MAINTAIN FUNCTION

AFTER APPROVAL
OF INSPECTOR

CISTERN WINTER SHUTDOWN NOTES:
1. BEGINING AT THE START OF NOVEMBER AND ENDING AT THE BEGINNING OF APRIL ENTRANCE TO THE IRRIGATION PUMP CHAMBER SHALL BE

CLOSED, AND THE PUMP SHALL BE SHUT OFF TO PREVENT DAMAGE TO THE IRRIGATION SYSTEM.
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NOTE:  UNAUTHORIZED ALTERATIONS OR ADDITIONS TO THIS DRAWING IS A VIOLATION OF SECTION 7209 (2) OF THE NEW YORK STATE EDUCATION LAW.
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SILT FENCE DETAIL
NOT TO SCALE

E-1

WOOD OR METAL DRIVE
POSTS AT 8'-0" O.C.  MAX.

ATTACH SILT FABRIC ON
UPHILL SIDE OF POSTS AND
BACKFILL OVER FABRIC

PROPEX SILT STOP FABRIC
OR APPROVED EQUAL

SOIL TO BE RETAINED

DIG 6"X6" TRENCH INSTALL
FABRIC AND BACKFILL

NATIVE SOIL

EXISTING AREA TO BE
PROTECTED

FLOW

FLOW

10' O.C. MAX. 36" MIN. FENCE
POSTS, DRIVEN MIN.
16" INTO GROUND

16" MIN. HEIGHT OF
FILTER ABOVE GROUND

6" MIN. EMBEDMENT

PERSPECTIVE VIEW
SECTION

FLOW

WOODEN FENCE POST
4 FT. LENGTH

SUPPORT NET
FILTER FABRIC

ANCHOR FABRIC 6" BELOW
EXISTING CHANNEL WHEN
CROSSING STREAM
CHANNEL

3'
-0

" M
IN

.
1'

-0
" M

IN
.

ELEVATION

PLAN VIEW: JOINING SECTIONS

SECTION

POSTS FASTENED TOGETHER

EMBED FILTER
CLOTH MIN. 6"
INTO GROUND

FLOW

UNDISTURBED
GROUND

NOTES:
1. Filter cloth to be fastened securely to post: steel either t or u type or 2" hardwood posts at top and mid section.
2. When two sections of filter cloth adjoin each other they shall be  overlapped by 6 inches and folded.  Filter cloth shall be mirafi 100x, stabilinka t140n or approved equal
3. Maintenance shall be performed as needed and material removed when "bulges" develop in the silt fence.
4. Excavate 4 inch trench along the lower perimeter of the site.
5. Unroll a section at a time and position the post against the back (downstream) wall of the trench (net side away from direction of flow).
6. Drive the post into the ground until the netting is approximately 2 inches from the trench bottom.
7. Lay the toe-in flap of fabric onto the undisturbed bottom of the trench, backfill the trench and tamp the soil. Steeper slopes require an intercept trench.
8. Join sections as shown above.

20
" M

IN
.

16
" M

IN
.

SYMBOL

STONE & BLOCK INLET PROTECTION DETAILE-3

E-5

EXISTING GRADE

COMPACTED SUBGRADE
FILTER CLOTH

SECTION A-A

3" CLEAN STONE

MOUNTABLE BERM
(OPTIONAL SEE
NOTE 5)

10'-0" MINIMUM
WIDTH

6"
 M

IN
.

EXISTING PAVEMENT

10
'-0

"

30'-0" MINIMUM

EX
IS
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G
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VE
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"

12'-0" MINIMUM

10
'-0

"
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PAVEMENT

PLANSYMBOL

INSTALLATION NOTES:
1. Stone size - use 3" min. Stone, or reclaimed or recycled concrete equivalent.
2. Length - as required, but not less than 50 feet (except on a single residence lot where a 30 foot minimum length would apply.
3. Thickness - not less than six (6) inches.
4. Width - 10 foot minimum, but not less than the full width at points where ingress or egress occur.  24 ft if single entrance to site.
5. Surface water - all surface water flowing or diverted toward construction entrances shall be piped across the entrance. If piping is impractical, a

mountable berm with 5:1 slopes will be permitted.
6. Maintenance - the entrance shall be maintained in a condition which will prevent tracking or flowing of sediment onto public right of way this may

require periodic top dressing with additional stone as conditions demand and repair and/or cleanouts of any measures used to trap sediment. All
sediment spilled, dropped, washed or tracked onto public right of way must be removed immediately.

7. Washing - wheels shall be cleaned to remove sediment prior to entrance onto public right of way. When washing is required, it shall be done on an
area stabilized with stone and which drains into an approved sediment trapping device.

8. Periodic inspection and needed maintenance shall be provided after each rain

AA

NOT TO SCALE

NOT TO SCALE

STABILIZED CONSTRUCTION
ENTRANCE DETAIL

SOIL STOCKPILE DETAIL
NOT TO SCALE

E-6

NOTES:
1. Area chosen for stockpiling operations shall be dry and stable.
2. Maximum slope of stockpile shall be 1:2.
3. Upon completion of soil stockpiling, each pile shall be surrounded with either silt fencing or

strawbales, then stabilized with vegetation or covered.
4. See detail for installation of silt fence.

STRAWBALES OR SILT FENCE MIN. SLOPEMIN. SLOPE

SLOPE OR LESS
STABILIZE ENTIRE PILE WITH
VEGETATION OR COVER

SYMBOL

2
1

SS

BOARD FENCE WRAPPED AROUND
TRUNK. 1" GAP BETWEEN BOARDS

TREE TRUNK ARMOR / TREE PROTECTION DETAIL
NOT TO SCALEE-2

NOTES:
1. Contractor shall use the tree trunk armor detail for isolated trees that require protection.
2. As an alternate, the contractor may protect trees in the vicinity of regular heavy traffic / construction areas or clusters of trees

to be protected as per the construction fence detail.

SMALL FEEDER ROOTS AT
EDGE OF BRANCH SYSTEM

TEMPORARY
ORANGE

CONSTRUCTION FENCE

SYMBOL

36
"

Drawing Not To Scale

Disclaimer:
The information presented herein is general design information only. For specific applications,
consult an independent professional for further design guidance.
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 CRITICAL POINTS
A. Overlaps and Seams
B. Projected Water Line
C. Channel Bottom/Side Slope Vertices

Load Bearing
Plate

Tendon

Anchor Head
(Load-Locked

Position)
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 NOTES:
* The performance of ground anchoring devices is highly
dependent on numerous site/project specific variables.  It is the
sole responsibility of the project engineer and/or contractor to
select the appropriate anchor type and length.  Anchoring shall be
selected to hold the mat in intimate contact with the soil subgrade
and resist pullout in accordance with the project's design intent.
* Anchor Pattern Guide can vary based on earth anchor and
blanket selection.
* If desired, the system can be soil-filled and sodded after TRM
installation. Sod should be staples/staked according to plan
specifications.

Earth Anchor
Detail

2"-5"
(5-12.5cm)

3.3'
(1m)

6'
(1.8m)

3'
(0.9m)

4'
(1.2m)

1.6'
(0.5m)

2'
(0.6m)

0.7 Anchors per SQ.YD.
(0.8 Anchors per SQ. M.)

A B

C D

2"-5"
(5-12.5cm)

2"-5"
(5-12.5cm)

2"-5"
(5-12.5cm)

2"-5"
(5-12.5cm)

6'
(1.8m)

3.3'
(1m)

3.3'
(1m)

3'
(0.9m)

3.3'
(1m)

3.3'
(1m)1.6'

(0.5m)

3'
(0.9m)

1.5'(0.45m)

2"-5"
(5-12.5cm)

2"-5"
(5-12.5cm)

2"-5"
(5-12.5cm)

1.15 Anchors per SQ.YD.
(1.35 Anchors per SQ. M.)

1.7 Anchors per SQ.YD.
(2.0 Anchors per SQ. M.)

2.3 Anchors per SQ.YD.
(2.7 Anchors per SQ. M.)
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Channel & Shoreline
Slopes

2:1

3:1

1.6'
(0.5m)

0.7 Anchors/SQ.YD.(0.8 Anchors/SQ. M.)

1.15 Anchors/SQ.YD.(1.35 Anchors/SQ. M.)

1.7 Anchors/SQ.YD.(2.0 Anchors/SQ. M.)

2.3
 Anc
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rs/

SQ.YD.(2
.7 

Anc
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rs/
SQ. M

.)
1:1

Drawn on: 01-28-13
5401 St. Wendel - Cynthiana Rd.
Poseyville, IN 47633

PH: 800-772-2040
www.tensarnagreen.com

SLOPE
INSTALLATION

EARTH ANCHOR
(EA) DETAIL

 *NOTE:
In loose soil conditions, the use of
staple or stake lengths greater than
6"(15cm) may be necessary to
properly secure the HP-TRMs.

1. Prepare soil before installing
high-performance turf reinforcement
mats (HP-TRMs), including any
necessary application of lime,
fertilizer, and seed.

2. Begin at the top of the slope by
anchoring the HP-TRMs in a 6” (15
cm) deep x 6” (15cm) wide trench
with approximately 12” (30 cm) of
HP-TRMs extended beyond the
up-slope portion of the trench.
Anchor the HP-TRMs with a row of
staples and anchors approximately
12” (30 cm) apart in the bottom of
the trench.  Backfill and compact
the trench after stapling.  Apply
seed to compacted soil and fold
remaining 12” (30 cm) portion of
HP-TRMs back over seed and
compacted soil.  Secure HP-TRMs
over compacted soil with a row of
staples/stakes spaced
approximately 12" (30 cm) apart
across the width of the HP-TRMs.

3. Roll the HP-TRMs (A) down or (B)
horizontally across the slope.
HP-TRMs will unroll with
appropriate side against the soil
surface.  All HP-TRMs must be
securely fastened to soil surface by
placing staples/stakes in
appropriate locations as shown in
the staple pattern guide.

4. The edges of parallel HP-TRMs
must be stapled with approximately
2" - 5" (5-12.5cm) overlap
depending on the HP-TRM type.

5. Consecutive HP-TRMs spliced
down the slope must be end over
end (Shingle style) with an
approximate 3"(7.5cm) overlap.
Staple through overlapped area,
approximately 12"(30cm) apart
across entire HP-TRM width.

SLOPE
INSTALLATION

EARTH ANCHOR
(EA) DETAIL

Drawing Not To Scale

3B

1

3A

 *NOTE:
In loose soil conditions, the use of
staple or stake lengths greater than
6"(15cm) may be necessary to
properly secure the HP-TRMs.

2

30"(76.2cm)

12"
(30cm)

12"
(30cm)

4"
(10 cm)

4

Earth
Anchor

Earth
Anchor

Staples/Stakes

Drawn on: 01-28-13
5401 St. Wendel - Cynthiana Rd.
Poseyville, IN 47633

PH: 800-772-2040
www.tensarnagreen.com

1. Prepare soil before installing
high-performance turf reinforcement
mats (HP-TRMs), including any
necessary application of lime,
fertilizer, and seed.

2. Begin at the top of the slope by
anchoring the HP-TRMs in a 12” (30
cm) deep x 12” (30cm) wide trench
with approximately 30” (76.2 cm) of
HP-TRMs extended beyond the
up-slope portion of the trench.
Anchor the HP-TRMs with an
alternating row of staples and
anchors approximately 30” (76.2 cm)
apart in the bottom of the trench.
Backfill and compact the trench after
stapling.  Fold remaining 30” (76.2
cm) portion of HP-TRMs back over
compacted soil.  Secure HP-TRMs
over compacted soil with an
alternating row of staples/anchors
spaced approximately 18" (45 cm)
apart across the width of the
HP-TRMs.

3. Roll the HP-TRMs (A) down or (B)
horizontally across the slope.
HP-TRMs will unroll with appropriate
side against the soil surface.  All
HP-TRMs must be securely fastened
to soil surface by placing
staples/anchors in appropriate
locations as shown in the staple
pattern guide.

4. The edges of parallel HP-TRMs must
be stapled between earth anchors
with approximately 4" (10 cm) overlap
depending on the HP-TRM type.  For
curved sections, adjust the overlap
edges of parallel HP-TRMs
accordingly with a minimum of 4" (10
cm) overlap to accommodate
transitional segments.

NOT TO SCALE
E-7 TREE PROTECTION PLAN FOR GRADE CHANGE DETAIL

FINISHED GRADE

RETAINING WALL

FINISHED
GRADE
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3:1 SLOPE

2:1 SLOPE

FLOW

PLAN

INLET

3/4" WASHED GRAVEL
SURROUNDING INLET

TEMPORARY SEDIMENT POOL

1 FT MIN
2 FT MAX

SUBGRADE

SYMBOL

SECTION

1' OF GRAVEL FILTER

INLET

3/4" WASHED GRAVEL
SURROUNDING INLET

CONCRETE BLOCK

CONCRETE BLOCK

NOTE:
1. Upon hardening of washout concrete residual, material shall be left in place and buried or broken up for removal and disposal.
2. Once the washout material reaches 6" from the surface, a new pit should be created for additional washout concrete residual.
3. The washout pit shall be located at least 50 ft. from storm drains, open ditches,or waterbodies.
4. Inspections shall be made daily. When 75% capacity has been reached a determination shall be made as to whether materials shall be removed. Upon removal and disposal of materials the liner shall be

checked for tears. If so liner shall be replaced. Liquids shall be shall be removed by pumping out and disposed of in a proper manner. Solid washout waste can be broken up and buried on site or
disposed of off site.

3.5 +/-

APPROX. 10' LONG X 6 FT WIDE

EXCAVATE PIT TO APPROXIMATE
DIMENSIONS SHOWN

CEMENT TRUCK WASHOUT  SPOILSSTAKED STRAW BALE
AROUND PERIMTER

10 MIL. PLASTIC SHEETING
LINING THE WASHOUT PIT
AND EXTENDING OVER
THE HAYBALES

STONE OUTLET SEDIMENT TRAP DETAILE-8 NOT TO SCALE

INSTALLATION NOTES:
1. Area under embankment shall be cleared, grubbed, and stripped of any vegetation and root mat. The pool area shall be cleared as well.
2. The fill material for the embankment shall be free of roots or other woody vegetation as well as over sized stones, rocks, organic material

and other questionable material. The embankment shall be compacted by traversing with equipment while it is being constructed.
3. Sediment shall be removed and trap restored to its original dimensions  when the sediment has accumulated to 1/2 the design depth of

the trap. Removed sediment shall be deposited in a suitable area and in such a manner that it will not erode.
4. The structure shall be inspected after each rain and repairs made  as needed.
5. Construction operations shall be carried out in such a manner that erosion and water pollution is minimized.
6. The structure shall be removed and the area stabilized when the  drainage area has been properly stabilized.
7. All cut and fill slopes shall be 1 : 2 or flatter.
8. Required volume = 3,600 cubic feet per acre of drainage area.

EXCAVATE, IF NECESSARY,
FOR SEDIMENT STORAGE

EARTH EMBANKMENT 4
FT. TOPWIDTH

DRAINAGE AREA LESS
THAN 5 ACRES

FLOW

CUTAWAY TO SHOW
STRAW BALE CORE

1 IN. STONE

EXTEND CORE INTO EARTH EMBANKMENT
LENGTH  ( FT.) =

6 x  DRAINAGE AREA (AC.)
NOT TO EXCEED 5 FT.

COMPACTED EARTH

FILTER
FABRIC

ELEVATION

2
1

Sediment
Trap #

Drainage Area
(Ac.)

Required Storage
Volume (CF)

Provided Storage
Volume (CF)

1 0.32 1,152 1,195

ELEV.: 461

ELEV.: 462

ELEV.: 463

CEMENT TRUCK WASHOUT PIT DETAILE-4
NOT TO SCALE

EROSION BLANKET SLOPE STABILIZATION DETAILE-8 NOT TO SCALE

SILT FENCE DETAIL
NOT TO SCALEE-5

1'' REBAR FOR BAG
REMOVAL FROM
INLET

1'' REBAR FOR BAG REMOVAL
FROM INLET

DUMP STRAP

DUMP STRAP

SLICK SACK

INSTALLATION DETAIL

BAG DETAIL

EXPANSION
RESTRAINT

S1#4';'' NYLON
ROPE. 2'' FLAT

WASHERS]

2 EACH DUMP STRAPS

DEPTH=D

LENGTH=L

RIP RAP SLOPE DETAIL
NOT TO SCALE

E-X

6"

2'-0"

2' MIN.

FINISHED GRADE

1 MAX
1

SELECT BOULDERS FROM SITE
SET BY HAND OR BY MACHINE
CHINK JOINTS

POROUS BACKFILL

COMPACTED
SUBGRADE
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NOTE:  UNAUTHORIZED ALTERATIONS OR ADDITIONS TO THIS DRAWING IS A VIOLATION OF SECTION 7209 (2) OF THE NEW YORK STATE EDUCATION LAW.
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NOT TO SCALE

TYPICAL DRIVEWAY AND PARKING LOT SECTION

VARIES

2% SLOPE

3/4" PER FT.

2'-0" 2'-0"

1 1/2" ASPHALT CONC. NYSDOT ITEM 403.17

8" SUBBASE NYSDOT ITEM 304.05
2 1/2" ASPHALT CONC. NYSDOT ITEM 403.13

COMPACTED SUBGRADE

2% SLOPE

3/4" PER FT.

R-3

SEE PLAN

R-8

R = VARIES SEE PLAN

VARIES

8.0 FT

R = VARIES SEE PLAN

"RESERVED PARKING"
SIGN R7-8

4" WIDE EPOXY RESIN REFLECTIVE
SOLID BLUE LINE, CROSS HATCH
AND H.C. SYMBOL (TYP)

"NO PARKING   ANYTIME"
SIGN R7-1

4" WIDE EPOXY RESIN REFLECTIVE
SOLID WHITE LINE (TYP)

EDGE OF
ROADWAY

CONCRETE
CURB (TYP)

NOTE:
1. Handicap parking spaces shall be located as shown on plan.

TYPICAL PARKING STALL LAYOUT
NOT TO SCALE

OR

B/B
BR MT.
OH MT.
GR. MT.

10
'-0

" M
AX

4'
-0

" M
IN

.

(PAV'T. EDGE)

7'
-0

" M
IN

.

MIN.
2'-0"

GENERAL NOTES:
1. All signage shall be in accordance with the latest edition of the national MUTCD and the

N.Y.S Supplement (MUTCD), September 2007, including the following:

A. Letter size and series
B. Legend and background color
C. Reflectivity
D. Size of sign

2. The type of characters as specified in the standard specifications shall be as follows:
MUTCD CODE LETTER          TYPE OF CHARACTER

     G.I.                                       TYPE IV
 R.P.W.M.                            TYPE IV OR V.

3. Sign locations as shown on plans are approximate. The Contractor shall relocate existing
signs and install new signs in accordance with the MUTCD, latest edition. The Contractor
shall contact the Town Engineer to discuss/resolve problem areas.

4. Except where otherwise specified, parking signs shall be placed facing approaching
traffic at an angle of between 30 and 45 degrees with the line of traffic flow.  Parking
signs shall be placed at each end of a regulation (single-headed arrows) and, within the
regulation (double-headed arrows), at intervals not to exceed 200 ft

5. Where new signs are installed the Contractor shall affix a label to the back of the sign
panel. This label will show the date of installation and identification numbers.

6. Placement of W3-17 sign is prescribed in the General Municipal Law.

TWO WAY DRIVEWAY

12 INCH WIDTH
(WHITE)

R1-1
EQUAL EQUAL

CURB

ROADWAY

ELEVATION

TYPICAL INSTALLATION GUIDELINES

APPROXIMATE LOCATION
OF SIGN

GROUND MOUNTED
OVERHEAD MOUNTED
BRIDGE MOUNTED

BACK TO BACK

DESCRIPTIONSYMBOL

PLAN

SIGN M.U.T.C.D.
NUMBER

SIZE OF
SIGN

TYPE OF
MOUNT

R1-1 30" X 30" GR. MT.

TRAFFIC SIGN DETAIL
NOT TO SCALER-7

SEE PLAN
VARIES

8.0 FT
8.0 FT

(SEE
NOTE 4)

P1-2 12" X 18" GR. MT.

5'-0"

50' R.O.W.

CL

1

TYPICAL 24 FT ROAD SECTION
NOT TO SCALER-1

CORROSION PROTECTED STEEL
REFLECTOR POST TO BE INSTALLED
AT CENTERLINE OF EACH CATCH
BASIN.  REFLECTOR TO FACE TRAFFIC

FIRE HYDRANT PAINTED WITH TWO
COATS OF APPROVED PAINT.
COLOR AS PER TOWN STANDARDS.

5' WIDE SIDEWALK
(IF REQUIRED)

CORROSION PROTECTED STEEL
REFLECTOR POST TO BE INSTALLED
AT CENTERLINE OF EACH CATCH
BASIN.  REFLECTOR TO FACE TRAFFIC

MAX SLOPE
3/4" PER FT

2.5 1' 2' 2'

TEL. ELEC. CABLE

ST. TREE

2" ASPHALT CONC. NYSDOT ITEM 403.16
TACK COAT NYSDOT ITEM 407.0101
4" ASPHALT CONC. NYSDOT ITEM 403.13
8" SUBBASE NYSDOT ITEM 304.05

STORM DRAINAGE
3'

-0
"

2'-0"

12'-0"
TO INSIDE FACE OF CURB

7'-0"

12'-0"
TO INSIDE FACE OF CURB

6" BELGIUM BLOCK CURB

3'-0"

6'-0" 1'-0"

2.5
1

ST. TREE

CURB STOP

WATER SERVICE
FIRE HYDRANT
GATE VALVE
WATER MAINNOTES:

1. Rock cut & fill - treatment to be determined by the Design Engineer and or Town Engineer.
2. All rock fill shall be top soiled, seeded and mulched.
3. Catch basin to be in line with traveled way.
4. Gas line to be installed on opposite side of traveled way from water main and 5' behind curb line.
5. Invert to be installed in all storm manholes.
6. Where sidewalks are installed, mailboxes shall be placed on opposite side of road.
7. See subdrain detail for subdrain location.

COMPACTION NOTE:
1. The Contractor shall be responsible to ensure that all road courses meet the

following NYSDOT compaction specifications:
Subbase Compaction: Item 203-3.12.
Asphalt Compaction: Item 401-3.12.

SLOPES:
SUBBASE 3/8" PER FT.
PAVEMENT: 3/8" PER FT.
SHOULDER: 3/4" PER FT.

 5'-4"

                                                        DisclaimerThis drawing and/or file has been prepared by Langan Engineering and Environmental Services Inc. ("Langan")and is being provided solely as a convenience to the recipient.  Langan makes no representation regarding thesuitability for the intended use of the recipient. In addition to Langan's ownership and copyright interests of theseelectronic files, Langan makes no representation regarding fitness for any particular purpose, or suitability foruse with any software or hardware. It is the recipient's obligation to understand the design intent and to use thisdigital data appropriately.Due to the alterable nature of electronic documents, Langan does not make any expressed or implied warrantyfor the accuracy or completeness of this information.  The information, design and ideas contained in this file areproprietary and shall not be copied or used for any purpose that is not authorized, in writing, by Langan.Only current, signed and sealed plans shall be considered valid construction documents.  Because ofthe constantly changing nature of construction documents, it is the recipient's responsibility to request the latestdocuments from Langan for their particular task.If any discrepancies are discovered, the recipient must notify Langan Engineering and Environmental Services, Inc.immediately in writing.Viewing the contents of this file shall serve as your acknowledgement of acceptance of the above terms andconditions.To view the graphic contents of this file, you must type "Zoom Extent".  By opening this file or through the use of theinformation contained herein, the recipient agrees to indemnify and hold Langan harmless from any loss, damage,liability or cost, including reasonable attorney's fees that Langan incurs defending such claims, arising from any useor reuse of this electronic document or information.

BIKE RACK DETAIL
NOT TO SCALE

S-3

NOTE:
1. Install "Loop Rack" bicycle rack by Landscape Structures, c/o General Recreation,

Newtown Sq. PA, 215-353-3332, Model No. 887-0040, yellow, or approved equivalent.

HEIGHT AS PER
MANUFACTURERS
RECOMMENDATION

FINISHED GRADE

4" CONCRETE PAD
2 FT x 6'-4"

UNDISTURBED
SUBGRADE

EARTH FORMED
CONCRETE FOOTING

3'-6"

6" EACH SIDE

6"6" 2 FT

6'-4"

PLAN

SECTION

10"

18"

PAINTED CROSS WALK

36 '

1
12

TYPICAL CROSSWALK MARKINGS
WHITE EPOXY PAINT

SIDEWALK RAMP-SEE DETAIL

SIDEWALK

VARIES

2'-6"SPACING
12"

DRIVEWAYVARIES

5' C
ROSSWALK

NOT TO SCALE
R-9

5'
-0

"

6'-0"

W
12

"
6"

18
"

5"
5'-0"

6"

6"6"

4"

CONCRETE CURB & SIDEWALK DETAIL
NOT TO SCALE

CONTRACTION JOINT (TYP.)

PLAN

FINISHED GRADE TO BE
FLUSH WITH WALKWAY.

4" THICK CLASS "A" CONCRETE

APPROVED COMPACTED SUBGRADE

5" CRUSHED STONE

SECTION WITHOUT CURB

CONCRETE TO BE SCORED WITH
EDGING TOOL TO SIMULATE CURBING

CROSS SLOPE
SEE DRAWINGS FINISHED GRADE (SEE PLAN)

1" R

1" BATTER

CLASS "A" CONCRETE

4" AGGREGATE BASE

SECTION WITH CURB

NOTES:
1. Minimum cross slope 1/8" per ft. unless otherwise indicated on drawings.
2. Provide 1/4" premolded expansion joints at 6' intervals.
3. At the juncture of driveways and sidewalks, one-half (1/2") inch, premolded bituminous joints shall be installed

18
"

8"

1"R

4"

6"
6"

CONCRETE CURB DETAIL
NOT TO SCALE

R-5

EXPANSION JOINT WHEN CURB
MEETS SIDEWALK OR PAVEMENT

TOP COURSE
BINDER COURSE
BASE COURSE
COMPACTED SUBGRADE
3/4" CRUSHED STONE
UNDISTURBED EARTH

NOTE:
1. Provide 1/2" expansion joint in concrete curb every ten feet.
2. Construct curb with class A concrete (3000 psi).

2% MIN PITCH

TYPICAL RESIDENTIAL DRIVEWAY DETAIL
NOT TO SCALER-2

TOPSOIL AND SEED SHOULDERS

CURB WHERE REQUIRED - 4" REVEAL

2-1/2" ASPHALT PAVEMENT

VARIES - SEE PLAN

2% SLOPE

6" ITEM 4 BASE

COMPACTED SUBGRADE

2"

2"

6"

2'-6"

5'-0" MIN.

2'-6" MIN.

6'-0" o.c. (TYP.)

3"
6"

3"

2" 4"

END POST CONNECTION
DETAIL

INTERMEDIATE POST
CONNECTION DETAIL

RAIL SPLICE CONNECTION DETAIL

2"

RECESS PLANK
1"  INTO POST (TYP)

4"

2"2" 4"

4" 4"4"

2"2" 4"

4-5/8"Ø GALVANIZED STEEL BOLTS W/1-1/2"
GALV. WASHERS (TYP. RECESSED)

3"x8"x12'-0" PLANK (PRESSURE TREATED)

FINISHED GRADE AT POSTS

ELEVATION

8" SQUARE PRESSURE
TREATED WOOD POST (TYP.)

C
U

R
B

SECTION

TIMBER GUARDRAIL DETAIL
NOT TO SCALER-11

3"
6"

3"

3"
6"

3"

(TRENCH WIDTH)

SAW CUT PAVEMENT

TRENCH WIDTH

12"TEMPORARY PAVEMENT

PERMANENT PAVEMENT

12"

PAVEMENT REPLACEMENT DETAILR-4
NOT TO SCALE

FINISHED GRADE

2" ASPHALT CONCRETE
TOP COURSE - TYPE 6F
NYSDOT ITEM NO. 403.1701

4" ASPHALT CONCRETE
BINDER COURSE - TYPE 3
NYSDOT ITEM NO. 403.13

8" COMPACTED SUBBASE
COURSE NYSDOT ITEM 304.05

TACK COAT EXPOSED
EDGES, (TYP).

BACKFILL MATERIAL-
CLEAN FILL FREE OF
FINES AND ROCK
GREATER THEAN 4"
IN DIAMETER OR
K-RETE IF REQ'D BY
ENGINEER NOTE:

1. Pavement layer thickness shown are minimum values and shall match existing if greater.

S-4

NOTE:
1. Pipe bollards shall be installed at locations shown on the plan.
2. In no case shall bollards be placed in such a way as to hinder the proper access, maintenance

and operation of the structure, utility or other feature intended to be protected.
3. Contractor shall coordinate placement of bollards at fire hydrants with the local Fire or Water

Department as appropriate.

PIPE BOLLARD DETAIL
NOT TO SCALE

6" 6" 6"

4 
FT

 B
.F

.G
.

4 
FT

 A
.F

.G
.

6"

4" TOP SOIL AND SEED SEE PAVEMENT DETAIL

EXTEND CONCRETE FILL 1 INCH ABOVE
TOP WITH ROUNDED, TROWEL FINISH

7'-6" LONG, 6"Ø CONCRETE FILLED,
GALVANIZED STEEL PIPE
PAINTED SAFETY YELLOW

BEVEL CONCRETE APRON
AROUND PIPE BOLLARD (TYP)

3000 PSI CONCRETE

UNDISTURBED SOIL (TYP)

PIPE BOLLARD
IN LAWN AREA

PIPE BOLLARD
IN PAVED AREA

36 '

1
12

121

D

D

4"

4"

C

C

5'-0" MIN. RAMPRAMP

1 12

12
1

121

A

A

B

B

45°

SIDEWALK CURB-RAMP DETAIL
NOT TO SCALER-6

DETECTABLE WARNING SURFACE

29/32"- 1 13/32"

3/16"

50%-65% OF
BASE DIAMETER

2'-0"

10/16"(TYP)15/16"(TYP)

1 10/16"- 2 12/32"

1 10/16"- 2 12/32" C.C DOME(TYP)

10/16"

TRUNCATED DOME SECTIONPLAN

NOTES:

GENERAL:
1. Sidewalk curb ramp type and location are as shown on the plans or as directed.
2. All sidewalk curb ramp types may be used as straight or curved curb sections.
3. Sidewalk curb ramp types may be different at each location within an intersection.
SIDEWALK CURB RAMP CRITERIA:
4. The maximum slope of a sidewalk curb ramp shall be 1:12.
5. The maximum width of a sidewalk curb ramp shall be five feet. Exclusive of flared sides.
6. All sidewalk curb ramps shall have flush, smooth transitions to the adjacent street or highway surface.
SURFACE FINISH:
7. The surface of all sidewalk curb ramps shall be stable, firm, and slip resistant (E.G. A coarse broom finish perpendicular to the ramp slope is

acceptable on cement concrete curb ramps.)
8. All proposed sidewalk curb ramps shall have a detectable warning surface installed from the back of the curb for a distance of 2 feet in the direction

of travel on the ramp and extending the full width of the ramp, excluding the ramp sides or flares. The detectable warning surface shall comply with
the requirements of section 4.29.2 of the Americans with Disabilities Act accessibility guidelines (ADAAG).

SIDEWALK CURB RAMP PLACEMENT:
9. At a corner, where the curb radius is 25-feet or less, a single ramp (either type a or b) located diagonally can often serve crosswalks in two

directions.  However, a single ramp shall only be used where there is a minimum clear  space of 48" falling entirely within the projection of the
intersection curbs (see figure 1). Where the radius exceeds 25' or the minimum 48" clear space is not achievable, then separate ramps should be
provided for each crosswalk.

PAVEMENT MARKINGS AT CROSSWALKS:
10. Sidewalk curb ramps at marked crossings shall be wholly contained within the markings excluding any flared sides.
11. At a corner where a single ramp (either type a or b; located diagonally serves two crosswalks, this shall be a  48" minimum clear space at the ramp

bottom wholly  contained within the intersection crosswalk markings (see figure  1).
12. Where stop lines are necessary, they shall be located in advance of sidewalk curb ramps.
UTILITIES - DRAINAGE INLETS OR GRATES:
13. Where feasible, provide for drainage inlets or grates immediately upstream from the curb ramps. Reticuline or rectangular drainage grates are to be

used in the  area of curb ramps.
14. Do not place signal poles, sign posts, utility poles, fire hydrants, etc., within the ramp or side flare areas.

TYPICAL CROSSWALK
MARKINGS

CURB

SEE NOTES
8 &10

FIGURE 1

1/4" /FT. MAX

5'0" MIN.

CURB SIDEWALK RAMP TYPE "A"
CURB

E D G E   O F
P A V E M E N T

CURB 

FLUSH,SMOOTH,
TRANSITION

SECTION "A - A"

EDGE OF SIDEWALK

1:12
SIDE FLARE

5'-0" MIN.
RAMP

1:12
SIDE FLARE

CURB

SECTION "B - B"

PAVEMENT
SURFACE

SECTION "D - D"

1/4" /FT. MAX.

5'-0" MIN.
CURB

E D G E   O F
P A V E M E N T

FLUSH,SMOOTH,
TRANSITION

SLOPE EARTH TO
MEET SIDEWALK

CURB (OPTIONAL)

RAMP

PAVEMENT
SURFACE

SECTION "C - C"

CURB

1:121:12

CURB SIDEWALK RAMP TYPE "B"

TYPICAL CROSSWALK
MARKINGS (SEE NOTE #9)

CURB (OPTIONAL AT BACK OF SIDEWALK)

5' S
IDEWALK

1/4" /FT.

1/4" /FT.

5' S
IDEWALK5'-0" MIN.

18
"

27
"

14"

16
'-0

"

18
"

12"

FINISHED GRADE

LIGHT STANDARD ELEVATION

ORNAMENTAL POLE BASE

CLASS "A" CONCRETE
(3500 PSI)

CABLE ENTRANCE
LOCATED ABOVE
CONCRETE

FINISHED GRADE

16'-0" FIBER GLASS POLE

LIGHT POLE

CLEAR LENS
WITH CHIMNEY

LUMINAIRE

STREET LIGHT DETAIL
NOT TO SCALE

S-2

TO CENTER
OF LAMP

6'
-0

"
3'

-6
" M

IN
.

TRASH ENCLOSURE DETAIL
NOT TO SCALE

S-1

FINISH TO
MATCH BUILDING

8" CONCRETE BLOCK
WALLS 6'-0" HIGH

2-6"Ø CONCRETE FILLED STEEL
BOLLARDS 6'-0" HIGH (TYP.)

4" CONCRETE SLAB
ON GRADE

2-6"Ø CONCRETE FILLED STEEL
COLUMNS 6'-0" HIGH (TYP.)

LOCKABLE CHAIN LINK GATES
W/OPAQUE FACING MATERIAL
APPROVED BY ABACA (TYP.)

 D
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DIMENSION TO ACCOMDATE
SIZE OF CONTAINER

PLAN

CHAIN LINK GATES W/OPAQUE FACING
MATERIAL APPROVED BY ABACA (TYP.)

2-6"Ø CONCRETE FILLED STEEL
COLUMNS 6'-0" HIGH (TYP.)

1'-4" WIDE x 8" DEEP CONT.
CONCRETE FOOTING (TYP.)GRADE

8" CONCRETE BLOCK
WALLS 6'-0" HIGH

SIDE ELEVATION
FRONT ELEVATION

GRADE
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D-3
NOT TO SCALE

PRECAST CONCRETE STORM DRAIN MANHOLE DETAIL

STORM PIPE BEDDING DETAIL
NOT TO SCALE

D-10

D-1
NOT TO SCALE

STORM BYPASS 3 STRUCTURE DETAIL

OUTLET TO INFILTRATION
ELEV 454.70

WEIR ELEV.:
457.05

D-4
NOT TO SCALE

TYPICAL CATCH BASIN DETAIL

ROOF & FOOTING DRAIN CONNECTION DETAIL
NOT TO SCALE

D-9

BUILDING CORNER

GRADE

4" PVC ROOF
DRAIN
6" HDPE
ROOF DRAIN

PARKING LOT

12"
MIN.

SLOPE 1% MIN

SLOPE 2% MIN

4" HDPE FOOTING
DRAIN TO CONNECT
FOOTING DRAIN
INSTALLED BY OWNER

LC

RIP-RAP APRON/ENERGY DISSIPATOR DETAIL
NOT TO SCALED-6

W = Do + 0.4 * La

INLET PIPES
ELEV 454.70

12" SUMP
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"

FRAME TO BE THOROUGHLY
BEDDED IN 1:2 CEMENT
MORTAR MIX

30"Ø FOR 3'-0"
24" Ø FOR 4'-0"

RIM TO BE 3" ABOVE GRADE
IN ALL NO TRAFFIC AREAS
FINISHED PAVEMENT

CAMPBELL FOUNDRY FRAME &
COVER No. 1105 OR APPROVED
EQUAL

ADJUST TO GRADE WITH BRICK (ASTM
C-32, GRADE MA.) 12" MAX. OR PRE
CAST CONCRETE RING SECTIONS.

0-RING JOINT TO CONFORM TO  A.S.T.M.
DESIGNATION C443 LATEST REVISION. JOINTS
TO BE MORTARED INSIDE AND OUT USING
NON- SHRINKING MORTAR.

PRE CAST MANHOLE SECTIONS TO BE IN
ACCORDANCE WITH "PRE CAST
REINFORCED CONCRETE MANHOLE
SECTIONS" A.S.T.M.  DESIGNATION C-478,
LATEST REVISION, MINIMUM COMPRESSIVE
STRENGTH TO BE 4000 P.S.I.

INLET PIPE

JOINT FILLER

APPROVED SUB GRADE

APPROVED COMPACTED
CRUSHED STONE FOUNDATION
COURSE

ALL LIFT PIN HOLES TO BE
PLUGGED AND MORTARTED
INSIDE AND OUT

MANHOLE STEPS 12" O.C.
(SEE NOTE 1)
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OUTLET PIPE

6"

8"
8"

NOTES:
1. Manhole steps shall be cast iron Neenah No. R-1981-0 or Campbell Foundry no. 2588-1 or polypropylene coated steel (see specifications) or approved

equal.
2. Unless otherwise specified, storm manholes shall have letters "DRAIN" cast on cover. The covers shall have vent holes.
3. Manholes shall meet or exceed A.S.T.M. and O.S.H.A. requirements and be rated for H-20 vehicle design loading.
4. All pipes shall be cut flush with inside walls.
5. Where depth of manhole exceeds 10 ft, inside diameter shall be 60 ".
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MANHOLE WALL

BUTYL RUBBER FEDERAL
SPECIFICATION
SS-S-00210 (GSA-FSS)

MANHOLE SECTION JOINT DETAIL

REINFORCED POLYPROPYLENE MANHOLE STEP DETAIL

CROSS SECTION

STEEL REINFORCING

ISOMETRIC

9 3/4"

15 7/16" 1 
3/

8"

5/8"

3 3/8"

1 3
/16

"

1"

1 
1/

2"

DIA.
VARIES

PAVEMENT FINISHED GRADE. SEE DRIVEWAY
DETAIL FOR NEW INSTALLATIONS. SEE
PAVEMENT REPLACEMENT DETAIL FOR
INSTALLATIONS UNDER EXISTING ROADWAYS.

FINISH GRADE

 2
'-0

" M
IN
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O
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R

1'-0" 1'-0"

42
" M
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D
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CLEAN FILL BEDDING
MATERIAL SEE NOTES

APPROVED SUB GRADE

8" MIN - IF GROUND
WATER TABLE S
ENCOUNTERED

NOTES:
1. Pipe shall be laid and connected in the bedding which shall consist of:
          A.  Compacted existing subsoil when laid above ground water or;
          B.  3/4" crushed stone when laid below ground water.
2. If subsoil is determined to be unsuitable by the Engineer, all unsuitable material shall be removed for

at least 2'-6" below the pipe invert or twice the pipe diameter, whichever is greater, and replaced with
compacted bedding material.
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"
FRAME TO BE THOROUGHLY
BEDDED IN 1:2 CEMENT
MORTAR MIX

30"Ø FOR 3'-0"
24" Ø FOR 4'-0"

RIM TO BE 3" ABOVE GRADE
IN ALL NO TRAFFIC AREAS
FINISHED PAVEMENT

CAMPBELL FOUNDRY
FRAME & COVER No. 1105
OR APPROVED EQUAL

ADJUST TO GRADE WITH
BRICK (ASTM C-32, GRADE
MA.) 12" MAX. OR PRE CAST
CONCRETE RING
SECTIONS.

0-RING JOINT TO CONFORM TO
A.S.T.M. DESIGNATION C443
LATEST REVISION. JOINTS TO
BE MORTARED INSIDE AND OUT
USING NON- SHRINKING
MORTAR.

PRE CAST MANHOLE SECTIONS
TO BE IN ACCORDANCE WITH
"PRE CAST REINFORCED
CONCRETE MANHOLE SECTIONS"
A.S.T.M.  DESIGNATION C-478,
LATEST REVISION, MINIMUM
COMPRESSIVE STRENGTH TO BE
4000 P.S.I.

OUTLET TO DETENTION
ELEV.: 454.69

JOINT FILLER

APPROVED SUB GRADE

APPROVED COMPACTED
CRUSHED STONE
FOUNDATION   COURSE

ALL LIFT PIN HOLES TO BE
PLUGGED AND MORTARTED
INSIDE AND OUT

MANHOLE STEPS 12" O.C.
(SEE NOTE 1)
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6'-0" INSIDE
DIAMETER

5" THICK
WALLS

6"
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6"

8"
8"

BYPASS TO
DETENTION

OUTLET TO DC-780
CHAMBERS

B

PLAN

B

DRAIN

PLAN

NOTES:
1. Manhole steps shall be cast iron Neenah no. R-1981-0 or Campbell Foundry no. 2588-1 or polypropylene coated steel (see specifications)

or approved equal.
2. Unless otherwise specified, storm manholes shall have letters "drain" cast on cover. The covers shall have vent holes.
3. Manholes shall meet or exceed A.S.T.M. and O.S.H.A. requirements and be rated for h-20 vehicle design loading.
4. All pipes shall be cut flush with inside walls.
5. Where depth of manhole exceeds 10 ft, inside diameter shall be 60 ".
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SEE PLAN FOR
PIPE MATERIAL

SET FLUSH WITH PAVEMENT
FINISHED GRADE

NOTES:
1. Where depth of catch basin exceeds 10 ft, inside dimensions shall be 48" x 48".
2. Catch basin covers and structures shall meet or exceed A.S.T.M. and O.S.H.A. requirements.
3. Pre-cast sections shall be in accordance with "Pre-cast Reinforced Manhole Sections", A.S.T.M. Designation C-478,

latest revision.  Minimum compressive strength shall be 4000 psi.  Structures shall be rated for H-20 vehicle loading.

FACE OF CURB

PROVIDE 1/2" EXPANSION &
BITUMINOUS SEAL WHERE
CURB MEETS FRAME

CAST IRON FRAME & GRATE
MANUFACTURED BY CAMPBELL FOUNDRY
2'-6" x 4'-0" HEAVY DUTY BIKE SAFE
MODEL NO. 2617 WITH CURBS
MODEL NO. 3408 WITHOUT CURBS
OR APPROVED EQUAL

BRICK LEVELING
COURSE (12" MAX)

CUT PIPE FLUSH
WITH WALL

PRECAST CONC. BASIN
WITH 18" SUMP

CAST IRON OR
POLYPROPYLENE COATED
STEEL STEPS AT 12" O.C.

REINFORCEMENT AS REQUIRED
FOR PRE CAST CONCRETE
STRUCTURE

6" OF 3/4" CRUSHED STONE

JOINT FILLER

SEE PLAN OR PROFILE
FOR PIPE INVERT

6"
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6" 2'-6" 6"
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6"

APPROVED SUB GRADE

SECTION

HOODED OUTLET
WHERE REQUIRED

12" SUMP

STRUCTURE ID Do (IN) La (FT) D50 (IN)W (FT) DMAX (IN)

OUTLET PROTECTION DESIGN PARAMETERS

PLANTER OUTLET

MIN. BLANKET
THINCKNESS (IN)

6"

6"

PIPEØ

W/2 W/2

La

RIP-RAP

PLAN

SIDE SLOPE

DIA
.

ELEVATION

SIDE SLOPE
END SECTION

ARRANGE RIP-RAP IN FIELD TO CREATE
VELOCITY DISSIPATION EFFECT AS SHOWN

1/
3 
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 Ø
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 Ø

SECTION

FOOTING DRAINS 4 6 2.9 4 6 9

INLET FROM
DMH-5

D-2
NOT TO SCALE

STORM BYPASS 2 STRUCTURE DETAIL

OUTLET TO BYPASS-2
ELEV 455.14

INLET PIPES
ELEV 455.51

12" SUMP
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8"

FRAME TO BE THOROUGHLY
BEDDED IN 1:2 CEMENT
MORTAR MIX

OUTLET TO
BYPASS 2

30"Ø FOR 3'-0"
24" Ø FOR 4'-0"

RIM TO BE 3" ABOVE GRADE
IN ALL NO TRAFFIC AREAS

OUTLET TO
CISTERN

FINISHED PAVEMENT

B

CAMPBELL FOUNDRY
FRAME & COVER No. 1105
OR APPROVED EQUAL

B

ADJUST TO GRADE WITH
BRICK (ASTM C-32, GRADE
MA.) 12" MAX. OR PRE CAST
CONCRETE RING
SECTIONS.

0-RING JOINT TO CONFORM TO
A.S.T.M. DESIGNATION C443
LATEST REVISION. JOINTS TO
BE MORTARED INSIDE AND OUT
USING NON- SHRINKING
MORTAR.

DRAIN

PRE CAST MANHOLE SECTIONS
TO BE IN ACCORDANCE WITH
"PRE CAST REINFORCED
CONCRETE MANHOLE SECTIONS"
A.S.T.M.  DESIGNATION C-478,
LATEST REVISION, MINIMUM
COMPRESSIVE STRENGTH TO BE
4000 P.S.I.

PLAN

OUTLET TO CISTERN
ELEV.: 454.51

JOINT FILLER
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APPROVED SUB GRADE

APPROVED COMPACTED
CRUSHED STONE
FOUNDATION   COURSE

ALL LIFT PIN HOLES TO BE
PLUGGED AND MORTARTED
INSIDE AND OUT

MANHOLE STEPS 12" O.C.
(SEE NOTE 1)
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5" THICK
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6"

12
"

VE
R

T.
SP

AC
IN

G

6"

8"

INLET FROM
DMH-3

PLAN

NOTES:
1. Manhole steps shall be cast iron Neenah no. R-1981-0 or Campbell Foundry no. 2588-1 or polypropylene coated steel (see specifications)

or approved equal.
2. Unless otherwise specified, storm manholes shall have letters "drain" cast on cover. The covers shall have vent holes.
3. Manholes shall meet or exceed A.S.T.M. and O.S.H.A. requirements and be rated for h-20 vehicle design loading.
4. All pipes shall be cut flush with inside walls.
5. Where depth of manhole exceeds 10 ft, inside diameter shall be 60 ".

INLET FROM
DMH-2

INLET FROM
SAND FILTER 2

FLEX STORM CPS SCREEN

4 6 2.9 4 6 9

D-5

NOTES:
1. Where depth of catch basin exceeds 10 ft, inside

dimensions shall be 48" x 48".
2. Top of basin shall be built with precast concrete

structural slab designed for H-20 loading.

PRECAST CATCH BASIN - NO CURB DETAIL
NOT TO SCALE

6" 2'-6" 6"

6"
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6"

PLAN
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M
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6"
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" M
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.
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M

P
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 M
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O

VE
R 6" 2'-6"W x 4'-0" L 6"

SECTION

APPROVED SUB GRADE

BRICK LEVELING COURSE (12" MAX)

CUT PIPE FLUSH  WITH WALL

PRECAST CONC. BASIN WITH 18" SUMP

CAST IRON FRAME & GRATE
MANUFACTURED BY
CAMPBELL FOUNDRY HEAVY
DUTY BIKE SAFE MODEL NO.
3408 OR APPROVED EQUAL

CAST IRON OR POLYPROPYLENE
COATED STEEL STEPS AT 12" O.C.

REINFORCEMENT AS REQUIRED FOR
PRE CAST CONCRETE STRUCTURE

6" OF 3/4" CRUSHED STONE
SEE PLAN FOR
PIPE MATERIAL

SEE PLAN OR PROFILE
FOR PIPE INVERT

FILLER JOINT

SET FLUSH WITH
PAVEMENT FINISHED
GRADE

NOTE:
1. At least 50% of stone shall weigh in excess of 300lbs. and the remainder shall

weigh between 1550lbs. and 300lbs.; the minimum dimension of any stone is 12".

FIELDSTONE HEADWALL DETAIL
NOT TO SCALED-7

2
1

DIA

2
1

18
"

2D 1.50D 2D

ELEVATION

VARIES- SEE PLAN 12"

GRADE

3"
12" 12

"D
/2

D
24

" 12
"

SECTION

GRADE
2

1

FIELDSTONE WITH MORTARED JOINTS OR
2000 P.S.I. CONCRETE

RIP-RAP
12" MIN.

6" BANKRUN
GRAVEL BASE

OPPOSITE BROOK
BANK

SWALE

GRADE

STORM SEWER SEE PLAN FOR
PIPE SIZE AND MATERIAL.

PLAN

1

2-1/2"

ELEVATION

SECTION

HDPE PIPE END SECTION DETAIL
NOT TO SCALE

D-8

NOTE:
1. HDPE END SECTION SHALL BE FITTED AND FASTENED TO PROPOSED PIPE AS PER

MANUFACTURER RECOMMENDATIONS.

HDPE END
SECTION

PIPE Ø

OPTIONAL TOE
PLATE EXTENSTION

HDPE END
SECTION

OPTIONAL TOE
PLATE EXTENSTION
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NOTE:  UNAUTHORIZED ALTERATIONS OR ADDITIONS TO THIS DRAWING IS A VIOLATION OF SECTION 7209 (2) OF THE NEW YORK STATE EDUCATION LAW.
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NOTE: THESE PAGES HAVE BEEN TAKE FROM THE DOWNSTREAM DEFENDER MAINTENANCE AND OPERATIONS MANUAL. THEY ILLUSTRATE THE INPSECTION AND MAINTENANCE PROCEDURE FOR THE SYSTEM

MATERIAL LOCATION DESCRIPTION AASHTO  MATERIAL
CLASSIFICATIONS

COMPACTION / DENSITY
REQUIREMENT

D

FINAL FILL: FILL MATERIAL FOR LAYER 'D' STARTS
FROM THE TOP OF THE 'C' LAYER TO THE BOTTOM
OF FLEXIBLE PAVEMENT OR UNPAVED FINISHED
GRADE ABOVE. NOTE THAT PAVEMENT SUBBASE
MAY BE PART OF THE 'D' LAYER

ANY SOIL/ROCK MATERIALS, NATIVE SOILS, OR PER
ENGINEER'S PLANS. CHECK PLANS FOR PAVEMENT

SUBGRADE REQUIREMENTS.
N/A

PREPARE PER SITE DESIGN ENGINEER'S PLANS.
PAVED INSTALLATIONS MAY HAVE STRINGENT
MATERIAL AND PREPARATION REQUIREMENTS.

C

INITIAL FILL: FILL MATERIAL FOR LAYER 'C'
STARTS FROM THE TOP OF THE EMBEDMENT
STONE ('B' LAYER) TO 18" (450 mm) ABOVE THE
TOP OF THE CHAMBER. NOTE THAT PAVEMENT
SUBBASE MAY BE A PART OF THE 'C' LAYER.

GRANULAR WELL-GRADED SOIL/AGGREGATE MIXTURES, <35%
FINES OR PROCESSED AGGREGATE.

 MOST PAVEMENT SUBBASE MATERIALS CAN BE USED IN LIEU
OF THIS LAYER.

AASHTO M145¹
A-1, A-2-4, A-3

OR

AASHTO M43¹
3, 357, 4, 467, 5, 56, 57, 6, 67, 68, 7, 78, 8, 89,

9, 10

BEGIN COMPACTIONS AFTER 12" (300 mm) OF
MATERIAL OVER THE CHAMBERS IS REACHED.

COMPACT ADDITIONAL LAYERS IN 6" (150 mm) MAX
LIFTS TO A MIN. 95% PROCTOR DENSITY FOR
WELL GRADED MATERIAL AND 95% RELATIVE

DENSITY FOR PROCESSED AGGREGATE
MATERIALS. ROLLER GROSS VEHICLE WEIGHT

NOT TO EXCEED 12,000 lbs (53 kN). DYNAMIC
FORCE NOT TO EXCEED 20,000 lbs (89 kN).

B
EMBEDMENT STONE: FILL SURROUNDING THE
CHAMBERS FROM THE FOUNDATION STONE ('A'
LAYER) TO THE 'C' LAYER ABOVE.

CLEAN, CRUSHED, ANGULAR STONE, NOMINAL SIZE
DISTRIBUTION BETWEEN 3/4-2 INCH (20-50 mm)

AASHTO M43¹
3, 357, 4, 467, 5, 56, 57 NO COMPACTION REQUIRED.

A
FOUNDATION STONE: FILL BELOW CHAMBERS
FROM THE SUBGRADE UP TO THE FOOT (BOTTOM)
OF THE CHAMBER.

CLEAN, CRUSHED, ANGULAR STONE, NOMINAL SIZE
DISTRIBUTION BETWEEN 3/4-2 INCH (20-50 mm)

AASHTO M43¹
3, 357, 4, 467, 5, 56, 57

PLATE COMPACT OR ROLL TO ACHIEVE A FLAT
SURFACE. ² ³

SW-3 STORMTECH SC-740/DC-780 CHAMBER DETAIL
NOT TO SCALE

PART # STUB A B C
SC740EPE06T / SC740EPE06TPC 6" (150 mm) 10.9" (277 mm)

18.5" (470 mm) ---
SC740EPE06B / SC740EPE06BPC --- 0.5" (13 mm)
SC740EPE08T / SC740EPE08TPC 8" (200 mm) 12.2" (310 mm)

16.5" (419 mm) ---
SC740EPE08B / SC740EPE08BPC --- 0.6" (15 mm)
SC740EPE10T / SC740EPE10TPC 10" (250 mm) 13.4" (340 mm)

14.5" (368 mm) ---
SC740EPE10B / SC740EPE10BPC --- 0.7" (18 mm)
SC740EPE12T / SC740EPE12TPC 12" (300 mm) 14.7" (373 mm)

12.5" (318 mm) ---
SC740EPE12B / SC740EPE12BPC --- 1.2" (30 mm)
SC740EPE15T / SC740EPE15TPC 15" (375 mm) 18.4" (467 mm)

9.0" (229 mm) ---
SC740EPE15B / SC740EPE15BPC --- 1.3" (33 mm)
SC740EPE18T/ SC740EPE18TPC 18" (450 mm) 19.7" (500 mm)

5.0" (127 mm) ---
SC740EPE18B / SC740EPE18BPC --- 1.6" (41 mm)

SC740EPE24B* 24" (600 mm) 18.5" (470 mm) --- 0.1" (3 mm)

ALL STUBS, EXCEPT FOR THE SC740EPE24B ARE PLACED AT BOTTOM OF END CAP SUCH THAT THE OUTSIDE DIAMETER OF THE STUB IS FLUSH
WITH THE BOTTOM OF THE END CAP. FOR ADDITIONAL INFORMATION CONTACT STORMTECH AT 1-888-892-2694.

* FOR THE SC740EPE24B THE 24" (600 mm) STUB LIES BELOW THE BOTTOM OF THE END CAP APPROXIMATELY 1.75" (44 mm). BACKFILL MATERIAL
SHOULD BE REMOVED FROM BELOW THE N-12 STUB SO THAT THE FITTING SITS LEVEL.

NOTE: ALL DIMENSIONS ARE NOMINAL

NOMINAL CHAMBER SPECIFICATIONS
SIZE (W X H X INSTALLED LENGTH) 51.0" X 30.0" X 85.4" (1295 mm X 762 mm X 2169 mm)
CHAMBER STORAGE 46.2 CUBIC FEET (1.30 m³)
MINIMUM INSTALLED STORAGE* 78.4 CUBIC FEET (2.20 m³)
WEIGHT 75.0 lbs. (33.6 kg)

*ASSUMES 6" (152 mm) STONE ABOVE, 9" (229 mm) BELOW,
AND 6" (152 mm) BETWEEN CHAMBERS

STUBS AT BOTTOM OF END CAP FOR PART NUMBERS ENDING WITH "B"
STUBS AT TOP OF END CAP FOR PART NUMBERS ENDING WITH "T"

DC-780 TECHNICAL SPECIFICATION
NTS

90.7" (2304 mm) ACTUAL LENGTH 85.4" (2169 mm) INSTALLED LENGTH

OVERLAP NEXT CHAMBER HERE
(OVER SMALL CORRUGATION)

BUILD ROW IN THIS DIRECTION

START END

A A

C

B

51.0"
(1295 mm)

30.0"
(762 mm)

ACCEPTS 4" (100 mm) SCH 40 PVC PIPE FOR INSPECTION
PORT. FOR PIPE SIZES LARGER THAN 4" (100 mm) UP TO
10" (250 mm) USE INSERTA TEE CONNECTION CENTERED
ON A CHAMBER CREST CORRUGATION

45.9" (1166 mm)

29.3"
(744 mm)

12.2"
(310 mm)

SW-1 STORMTECH SC-740/DC-780 CROSS SECTION DETAIL
NOT TO SCALE

ACCEPTABLE FILL MATERIALS: STORMTECH DC-780 CHAMBER SYSTEMS

PLEASE NOTE:
1. THE LISTED AASHTO DESIGNATIONS ARE FOR GRADATIONS ONLY. THE STONE MUST ALSO BE CLEAN, CRUSHED, ANGULAR. FOR EXAMPLE, A SPECIFICATION FOR #4 STONE WOULD STATE: "CLEAN, CRUSHED,

ANGULAR NO. 4 (AASHTO M43) STONE".
2. STORMTECH COMPACTION REQUIREMENTS ARE MET FOR 'A' LOCATION MATERIALS WHEN PLACED AND COMPACTED IN 9" (230 mm) (MAX) LIFTS USING TWO FULL COVERAGES WITH A VIBRATORY COMPACTOR.
3. WHERE INFILTRATION SURFACES MAY BE COMPROMISED BY COMPACTION, FOR STANDARD DESIGN LOAD CONDITIONS, A FLAT SURFACE MAY BE ACHIEVED BY RAKING OR DRAGGING WITHOUT COMPACTION

EQUIPMENT. FOR SPECIAL LOAD DESIGNS, CONTACT STORMTECH FOR COMPACTION REQUIREMENTS.

NOTES:
1. DC-780 CHAMBERS SHALL CONFORM TO THE REQUIREMENTS OF ASTM F2418 "STANDARD SPECIFICATION FOR POLYPROPYLENE (PP) CORRUGATED WALL STORMWATER COLLECTION CHAMBERS".^J
2. DC-780 CHAMBERS SHALL BE DESIGNED IN ACCORDANCE WITH ASTM F2787 "STANDARD PRACTICE FOR STRUCTURAL DESIGN OF THERMOPLASTIC CORRUGATED WALL STORMWATER COLLECTION CHAMBERS".^J
3. "ACCEPTABLE FILL MATERIALS" TABLE ABOVE PROVIDES MATERIAL LOCATIONS, DESCRIPTIONS, GRADATIONS, AND COMPACTION REQUIREMENTS FOR FOUNDATION, EMBEDMENT, AND FILL MATERIALS.^J
4. THE "SITE DESIGN ENGINEER" REFERS TO THE ENGINEER RESPONSIBLE FOR THE DESIGN AND LAYOUT OF THE STORMTECH CHAMBERS FOR THIS PROJECT.^J
5. THE SITE DESIGN ENGINEER IS RESPONSIBLE FOR ASSESSING THE BEARING RESISTANCE (ALLOWABLE BEARING CAPACITY) OF THE SUBGRADE SOILS AND THE DEPTH OF FOUNDATION STONE WITH CONSIDERATION

FOR THE RANGE OF EXPECTED SOIL MOISTURE CONDITIONS.^J
6. PERIMETER STONE MUST BE EXTENDED HORIZONTALLY TO THE EXCAVATION WALL FOR BOTH VERTICAL AND SLOPED EXCAVATION WALLS.
7. ONCE LAYER 'C' IS PLACED, ANY SOIL/MATERIAL CAN BE PLACED IN LAYER 'D' UP TO THE FINISHED GRADE. MOST PAVEMENT SUBBASE SOILS CAN BE USED TO REPLACE THE MATERIAL REQUIREMENTS OF LAYER 'C'

OR 'D' AT THE SITE DESIGN ENGINEER'S DISCRETION.

SW-2 STORMTECH SC-740/DC-780 ISOLATOR ROW DETAIL
NOT TO SCALE

INSPECTION & MAINTENANCE
STEP 1) INSPECT ISOLATOR ROW FOR SEDIMENT

A. INSPECTION PORTS (IF PRESENT)
A.1. REMOVE/OPEN LID  ON NYLOPLAST INLINE DRAIN
A.2. REMOVE AND CLEAN FLEXSTORM FILTER IF INSTALLED
A.3. USING A FLASHLIGHT AND STADIA ROD, MEASURE DEPTH OF SEDIMENT AND RECORD

ON MAINTENANCE LOG
A.4. LOWER A CAMERA INTO ISOLATOR ROW FOR VISUAL INSPECTION OF SEDIMENT LEVELS

(OPTIONAL)
A.5. IF SEDIMENT IS AT, OR ABOVE, 3" (80 mm) PROCEED TO STEP 2. IF NOT, PROCEED TO

STEP 3.
B. ALL ISOLATOR ROWS

B.1. REMOVE COVER FROM STRUCTURE AT UPSTREAM END OF ISOLATOR ROW
B.2. USING A FLASHLIGHT, INSPECT DOWN THE ISOLATOR ROW THROUGH OUTLET PIPE^Ji)

MIRRORS ON POLES OR CAMERAS MAY BE USED TO AVOID A CONFINED SPACE
ENTRY^Jii) FOLLOW OSHA REGULATIONS FOR CONFINED SPACE ENTRY IF ENTERING
MANHOLE

B.3. IF SEDIMENT IS AT, OR ABOVE, 3" (80 mm) PROCEED TO STEP 2. IF NOT, PROCEED TO
STEP 3.

STEP 2) CLEAN OUT ISOLATOR ROW USING THE JETVAC PROCESS
A. A FIXED CULVERT CLEANING NOZZLE WITH REAR FACING SPREAD OF 45" (1.1 m) OR MORE IS

PREFERRED
B. APPLY MULTIPLE PASSES OF JETVAC UNTIL BACKFLUSH WATER IS CLEAN
C. VACUUM STRUCTURE SUMP AS REQUIRED

STEP 3) REPLACE ALL COVERS, GRATES, FILTERS, AND LIDS; RECORD OBSERVATIONS AND ACTIONS.

STEP 4) INSPECT AND CLEAN BASINS AND MANHOLES UPSTREAM OF THE STORMTECH SYSTEM.

NOTES
1. INSPECT EVERY 6 MONTHS DURING THE FIRST YEAR OF OPERATION. ADJUST THE INSPECTION

INTERVAL BASED ON PREVIOUS OBSERVATIONS OF SEDIMENT ACCUMULATION AND HIGH WATER
ELEVATIONS.^J

2. CONDUCT JETTING AND VACTORING ANNUALLY OR WHEN INSPECTION SHOWS THAT MAINTENANCE IS
NECESSARY.

SUMP DEPTH TBD BY
SITE DESIGN ENGINEER

(24" [600 mm] MIN RECOMMENDED)
24" (600 mm) HDPE ACCESS PIPE REQUIRED
USE FACTORY PRE-FABRICATED END CAP
PART #: SC740EPE24B

TWO LAYERS OF ADS GEOSYNTHETICS 315WTK WOVEN
GEOTEXTILE BETWEEN FOUNDATION STONE AND CHAMBERS
5' (1.5 m) MIN WIDE CONTINUOUS FABRIC WITHOUT SEAMS

CATCH BASIN
OR
MANHOLE

COVER ENTIRE ISOLATOR ROW WITH ADS
GEOSYNTHETICS 601T NON-WOVEN GEOTEXTILE
8' (2.4 m) MIN WIDE

DC-780 CHAMBER

DC-780/SC-740 END CAP

DC-780 ISOLATOR ROW DETAIL
NTS

OPTIONAL INSPECTION PORT

STORMTECH HIGHLY
RECOMMENDES FLEXSTORM
PURE INSERTS IN ANY
UPSTREAM STRUCTURES
WITH OPEN GRATES

PAVEMENT

DC-780 CHAMBER

18" (450 mm) MIN WIDTH

FLEXSTORM CATCH IT
PART# 6212NYFX
WITH USE OF OPEN GRATE

12" (300 mm) NYLOPLAST INLINE
DRAIN BODY W/SOLID HINGED
COVER OR GRATE
PART# 2712AG06N
SOLID COVER: 1299CGC
GRATE: 1299CGS

CONCRETE COLLAR NOT REQUIRED
FOR UNPAVED APPLICATIONS

6" (150 mm) INSERTA TEE
PART#06N12ST74IP
INSERTA TEE TO BE CENTERED
ON CORRUGATION CREST

DC-780 6" INSPECTION PORT DETAIL
NTS

6" (150 mm) ADS N-12
HDPE PIPE

CONCRETE SLAB
8" (200 mm) MIN THICKNESS

CONCRETE COLLAR

18"
(450 mm) MIN*

12'
(3.7 m)
MAX

51" (1295 mm)
SUBGRADE SOILS
(SEE NOTE 5)

PAVEMENT LAYER (DESIGNED
BY SITE DESIGN ENGINEER)

SC-740/DC-780
END CAP

6" (150 mm) MIN

6"
(150 mm) MIN

D
C

B

A

PERIMETER STONE
(SEE NOTE 6)

EXCAVATION WALL
(CAN BE SLOPED OR
VERTICAL)

12" (300 mm) MIN

ADS GEOSYNTHETICS 601T NON-WOVEN GEOTEXTILE ALL AROUND
CLEAN, CRUSHED, ANGULAR STONE IN A & B LAYERS

12" (300 mm) TYP

30"
(760 mm)

DEPTH OF STONE TO BE DETERMINED
BY DESIGN ENGINEER
(MIN = 9" DC-780, 6" SC-740)

*TO BOTTOM OF FLEXIBLE PAVEMENT. FOR UNPAVED
INSTALLATIONS WHERE RUTTING FROM VEHICLES MAY OCCUR,
INCREASE COVER TO 24" (600 mm).

CREEPING BENTGRASS
ROUGHBLUEGRASS
MEADOW FOXTAIL
DEERTONGUE

AGROSTIS STOLONIFERA
POA TRIVIALS

PANICUM CLANDESTINUM

NORTHEAST WETLAND GRASS SEED MIX

ALOPECURUS ARUNDINACEUS

AS SUPPLIED BY SOUTHERN TIER CONSULTING, INC. WEST CLARKSVILLE NY (716) 968-8120

APPLY AT 1 LB/3000 SF

TEMPORARY VEGETATIVE COVER SPECIFICATIONS FOR DETENTION BASIN SIDE SLOPES

NOTES:
1. THE BASIN SHOULD BE SEEDED WITH THE TEMPORARY SEED

MIX DURING THE CONSTRUCTION PHASE WHEN IT IS BEING
USED AS A SEDIMENT TRAP. ONCE THE ENTIRE SITE IS STABLE,
THE FINAL SHAPING AND PREPARATION OF THE POCKET POND
SHALL BE COMPLETED. THE PLANTINGS SHALL BE DONE AT
THE START OF SPRING OR FALL WET SEASONS TO INSURE
SURVIVAL OF PLANT MATERIALS.

2. ALL PLUGS SHALL BE SPACED 18" O.C. FOR HIGH AND LOW
MARSH

3. BUFFER FRINGE SHRUBS SHALL BE PLACED 5' O.C.
4. BUFFER UPLAND PLANTINGS SHALL BE PER THE PLAN SPACED

20' O.C
5. SHRUBS PLANTINGS SHALL BE OF MATURE PLANTS.
6. IF A MINIMUM COVERAGE OF 50% IS NOT ACHIEVED IN THE

PLANTED WETLAND ZONES AFTER THE SECOND GROWING
SEASON, A REINFORCEMENT PLANTING IS REQUIRED.

POCKET WETLAND (W-4) TYPICAL SECTION
NOT TO SCALE

SW-4

Pickerel Weed (Pontederia cordata)

Blue Flag (Iris Versicolor) 

Redosier Dogwood (Cornus sericea)

Shadblow (Amelanchier canadensis)

Buttonbush (Cephalanthus occidentalis)

Black Chokeberry (Aronia melanocarpa)

Inkberry (Ilex glabra)

Lizard's Tail (Saururus cernuus)

PLANTINGS

BUFFER UPLAND
White Ash (Fraxinus americana)
White Oak (Quercus alba)
Tulip Poplar (Lirodendron tulipifera)

BUFFER FRINGE
Meadowsweet (Spirea latifolia)
Rose-Rugosa (Rosa rugosa)
Flowering Dogwood (Cornus florida)

HIGH MARSH

Silky Dogwood (Cornus amomum)

LOW & HIGH MARSH 
Narrowleaf Cattail (Typha angustifolia)

Soft Stem Bulrush (Scirpus validus) 
Swamp Milkweed (Asclepias incarnata)

SUGGESTED POCKET WETLAND PLANTINGS 

Arrow arum (Peltandra virginica)
Smartweed (Polygonum spp.)

Blue Joint (Calamagrotis canadensis) 

Yellow Flag (Iris Pseudocorus)
Marsh Marigold (Caltha Palustris)

HYDRODYNAMIC SEPARATOR
NOT TO SCALE

SW-5

1 YEAR STORM WATER
ELEVATION 385.89

4:1 SIDE SLOPE

TOP OF BERM 388.5

GRASS LINED BERM

SEE PLANTING PLAN
FOR DETAILS

4"-6" IMPERVIOUS LAYER OF A 50/50
HUMUS - CLAY MIX TO BE PLACED AT

THE BOTTOM STAGE OF THE WET POND

6" MAX.

18" ±

PERMANENT WATER
ELEVATION 385.00

2:1 SIDE SLOPE

4:1 SIDE SLOPE

100 YEAR STORM WATER ELEVATION 387.95
10 YEAR STORM WATER

ELEVATION 386.73

MICRO POOL BOTTOM ELEV.: 380.0

RIP RAP CHANNEL

OUTLET WEIR ELEV.: 385.0

PROPOSED SEDIMENT MARKER

BOTTOM ELEV.: 381.0 HIGH MARSH ELEV.: 384.5

FOREBAY

MICRO POOL

LOW MARSH ELEV.: 383.5

PLANTING SOIL MIX

FLUCTUATING MARSH ZONE

NOT TO SCALE

TYPICAL POROUS ASPHALT/CONCRETE SECTION

VARIES

SLOPE VARIES

7'-0"

COMPACTED SUBGRADE

R-14

TENSAR TX-5 GEOGRID
4" SUBBASE NYSDOT ITEM 733-0404 TYPE 4

4" ASPHATL MIX 12" NOMINAL MAX. AGGREGATE SIZE> 18%
AIR VOID DRAINDOWN < 0.3%

2" LAYER 1/2" - 1-1/2" DOUBLE-WASHED STONE
AASHTO NO. 57
4" MIN AASHTO NO. 2 (1-1/2" - 2-1/2") STONE
AGGREGATE DOUBLE WASHED FOR WATER
STORAGE

NOTES:
1. Limits of area designated for installation of porous pavement system shall be as shown on the plans.
2. The length of the reservoir shall vary based on the slope of the driveway to reach the specified reservoir depths.

4" SUBBASE NYSDOT ITEM 733-0404 TYPE 4

VARIES

SLOPE VARIES

7'-0"

COMPACTED SUBGRADE

TENSAR TX-5 GEOGRID
4" SUBBASE NYSDOT ITEM 733-0404 TYPE 4

4" PERVIOUS CONCRETE

12" MIN AASHTO NO. 2 (1-1/2" - 2-1/2") STONE
AGGREGATE DOUBLE WASHED FOR WATER
STORAGE

NOTES:
1. Limits of area designated for installation of porous pavement system shall be as shown on the plans.
2. The length of the reservoir shall vary based on the slope of the sidewalk to reach the specified reservoir depths.
3. Pervious concrete shall match the requirements established by the FHWA sheets included in the SWPPP.

4" SUBBASE NYSDOT ITEM 733-0404 TYPE 4
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NOTE:  UNAUTHORIZED ALTERATIONS OR ADDITIONS TO THIS DRAWING IS A VIOLATION OF SECTION 7209 (2) OF THE NEW YORK STATE EDUCATION LAW.
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FIRE HYDRANT DETAIL
NOT TO SCALE

MUELLER "SUPER CENTURION" HYDRANT, CAT NO. A-423, 5 1/4" DIA. MAIN VALVE OPENING, 5'-0
BURY 6" DIA. MECHANICAL JOINT INLET CONNECTION, 1 1/2" PENTAGON OPERATING NUT, OPEN
LEFT (COUNTER CLOCKWISE), 2-2 1/2" HOSE NOZZLES AND 1-4 1/2" PUMPER NOZZLE ALL WITH
NATIONAL STANDARD THREADS.

2'-0" MIN.
6'-0" MAX.

GRADE

3/4" CLEAN STONE (1/3
CUBIC YARD MIN.)
COVER WITH 8 MIL
POLYETHYLENE SHEET.

UNDISTURBED EARTH

SELECT STONE SLAB
OR 12"x 12" x 6" (MIN.)
CONCRETE BASE ON
FIRM GROUND.

THRUST BLOCK PROVIDE OPENING
FOR DRAIN HOLE DISCHARGE 2500
P.S.I. CONCRETE (MIN.).

18"

6"

4'
-0

' M
IN

.

1'-0"

CURB

VALVE BOX MARKED "WATER"
RIGHT HAND TURN RED NUTS

8" EXISTING C.I.
WATER MAIN
45' MIN.

UNDISTURBED
EARTH

THRUST BLOCK 2500 P.S.I.
CONCRETE (MIN.)

6" DUCTILE IRON PIPE-CLASS 54

MEGA LUG KITS

NOTES:
1. Retainer glands, concrete thrust blocks and tie rods shall be used at all locations where restraints are required.
2. If groundwater is encountered within 7 feet of grade, hydrant drain holes shall be plugged. When the drains are plugged the barrels must be pumped dry after

use during freezing weather. Where hydrant drains are not plugged, a gravel pocket or dry well shall be provided unless the natural soils will provide adequate
drainage. Hydrant drains shall not be connected to or located within 10 feet of sanitary sewers or storm drains.

3. If hydrant is within 10 feet of sewers, hydrant drain holes shall be plugged.
4. Hydrant shall be painted with two coats of Electro- Farrothane, plastic finish, No. 44 red paint.
5. All gate valves shall be Mueller AWWA standard.

6"

THRUST BLOCKING FOR HORIZONTAL BENDS
NOT TO SCALE

A

C

A
C

B

C

D/4

D/4

BLOCKS TO BE
POURED AGAINST
UNDISTURBED EARTH.

NOTES:
1. Min. 2,500 psi concrete to be used.
2. Block dimensions are minimum and are based upon soil

bearing pressure of 2,000 psf and water pressure of 150 psi.
Where soil bearing is less or water pressure is greater, a
special design will be required.

3. All bolts shall be covered with burlap before pouring concrete.
4. Bend to be set against disturbed earth, backfill to be firmly

tamped, or block to be  furnished as directed by the engineer.

PI
PE

D
IA

M
. I

N
.

BE
N

D

A
IN.

BLOCK DIMENSIONS
CONCRETE

VOLUME
FT.3B

IN.
C
IN.

16

12

10

8

6

11.25

22.5

45

90
11.25

22.5

45

90
11.25

22.5

45

45

22.5

11.25
90

90
11.25

22.5

45

90 80

48

30

20

56
38

20

18

48

28

18

16

34

20

14

24

14
12 12

14

16

14

18

20

16

18

20

22
18

20

22
26
18

22

28

32 32

30

26
12

20
10

12

12

16

12

12

12

12

12

12

12

12

12

(3)
1.2

1.5

2.5

(3)

1.6

2.5

4.4

2.2

2.7

4.0

8.9

3.0

3.6

7.7
15.0

3.8
10.0

19.7

39.5
A

A

A

C

A

PLAN
90° BEND

SECTION A-A

PLAN
TYPICAL FOR 11-1/4°; - 22-1/2°; - 45° BENDS

W-8

NOT TO SCALEW-5

MUELLER 6" x 6" TEE

6" DUCTILE IRON CL-52
MUELLER GATE VALVE A-2361

6" DUCTILE IRON CL-52
WATER SERVICE

3000 P.S.I CONC.

6" C.I. WATERMAIN-EXISTING

PLAN

D.I. VALVE BOX TO GRADE

6"  DUCTILE  IRON
CI.-52 WATER SERVICE

6" DUCTILE IRON CL-52
TEE

EXISTING 8" C.I. WATERMAIN

SECTION

TEE AND GATE VALVE CONNECTION DETAIL

SEE THRUST
BLOCK DETAIL

W-1

W-2

W-3 W-7

WATER SERVICE CONNECTION DETAIL
NOT TO SCALE

4" CLASS A CONCRETE PAD IN LAWN
AREA FOR PAVEMENT APPLICATIONS
SET FLUSH WITH FINISHED GRADE.

4" TOP
SOIL AND
SEED

ADJUSTABLE CURB BOX MUELLER
H-10350 BUFFALO TYPE OR APPROVED
EQUAL AS PER TOWN SPECIFICATIONS

CURB STOP AND DRAIN MUELLER
H-15210 OR APPROVED EQUAL
AS PER TOWN SPECIFICATIONS

CORPORATION STOP MUELLER H-15000
OR APPROVED EQUAL
AS PER TOWN SPECIFICATIONS

 TYPE "K" COPPER PIPE
(SEE PLAN FOR SIZE)

6"Ø WATER MAIN
(SEE PLAN FOR SIZE)

FINISHED GRADE

SLOPE SLOPE

BRICK BLOCKING

1'-6"

 4
'-0

" M
IN

. C
O

VE
R

 P
ER

SP
EC

IF
IC

AT
IO

N
S

1/4 CUBIC YARD OF CRUSHED
STONE UNDER DRAIN OPENING

CL

NOT TO SCALE

L/2

L = FULL LENGTH OF PIPE

L/2

WATER MAIN

18" M
IN

.

 SANITARY OR STORM SEWER

18" M
IN

.

WATER MAIN

VERTICAL SEPARATION

10'-0" (MIN.)
EDGE TO EDGE

WATER MAIN
SANITARY SEWER MAIN,
OR STORM SEWER

HORIZONTAL SEPARATION

SEPARATION OF WATER MAINS, SANITARY SEWERS OR STORM SEWERS

L

THRUST BLOCKING FOR TEES
NOT TO SCALE

M

K

BLOCKS TO BE POURED AGAINST
UNDISTURBED EARTH.

NOTES:
1. Min. 2,500 psi concrete to be used.
2. Block dimensions are minimum and are based upon soil

bearing pressure of 2,000 psf and water pressure of 150 psi.
Where soil bearing is less or water pressure is greater, a
special design will be required.

3. All bolts shall be covered with burlap before pouring concrete.

BRANCH
OF TEE

A A

PLAN

SECTION A-A

BRANCH
SIZE IN.

6

8
10

12
16 60

50

42
30

18

K
IN.

L
IN.

16

18
20

24
36 24

16

12
12

12

M
IN.

2.4

4.0
6.3

11.3

30.0

3

CONCRETE
VOLUME

FT.

BLOCK DIMENSIONS

CL

WATER MAIN BEDDING DETAIL
NOT TO SCALE

PAVEMENT OR
GROUND SURFACE

SIDES OF TRENCH
MAY BE SLOPED TO

SUIT SOIL CONDITION

SOIL
ROCK

SELECT WELL-GRADE
TAMPED BACKFILL

(12" LIFTS MAX.)

4'
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" M
IN

.
5'

-0
" M
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24
"

M
IN

. 12" MAX
8" MIN.

WATER MAIN
CL-52 DIP

12" MAX
8" MIN. 24

"
M

IN
.

12" MAX
8" MIN.

4'
-0

" M
IN

.
5'

-0
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E

PIPE

6" M
IN

.

ROCKSUITABLE SOIL

6" M
IN

. NO ROCK TO PROTECT
WITHIN THESE LINES

GRAVEL OR CRUSHED STONE
FOUNDATION MATERIAL

SELECT WELL-GRADE
TAMPED BACKFILL

(12" LIFTS MAX.)

NOTES:
1. In materials to be considered as unsuitable (i.e. Muck) material is to be replaced 24" below the pipe invert and replaced with item no. 4 bedding.
2. A continuous and uniform bedding shall be provided in the trench for all buried pipe. Backfill material shall be tamped in layers around the pipe and to a sufficient height above the pipe to

adequately support and protect the pipe. Stones found in the trench shall be removed for a depth of at least six inches below the bottom of the pipe.
3. See Pavement Replacement Detail for backfill specifications in local and main TOWN roads.

12" MAX
8" MIN.

W-4

SEE THRUST
BLOCK DETAIL

NOTES:
1. WHERE THE SANITARY SEWER MAIN CROSSES THE WATER MAIN

AN 18" MINIMUM VERTICAL SEPARATION SHALL BE MAINTAINED.
THE DISTANCE SHALL BE MEASURED EDGE TO EDGE.

2. WHERE THE SANITARY SEWER MAIN RUNS PARALLEL TO AN
EXISTING OR PROPOSED WATER MAIN A 10' MINIMUM
HORIZONTAL SEPARATION SHALL BE MAINTAINED. THE
DISTANCE SHALL BE MEASURED EDGE TO EDGE.

3. ANY DEVIATION FROM THE REQUIRED MINIMUM SEPARATIONS
SHALL BE SUBJECT TO A REVIEW AND APPROVAL BY    THE
WESTCHESTER COUNTY DEPARTMENT OF HEALTH PRIOR TO
CONSTRUCTION.

WATER MAIN

SEWER MAIN

ENCASE WATER MAIN IN K-CRETE WHEN SEPARATION
IS LESS THAN 10' HORIZONTAL

ENCASE WATER MAIN IN K-CRETE
WHEN SEPARATION IS LESS
THAN 18" VERTICAL OR WHEN
PLACED BENEATH SEWER.

SEWER MAIN

ENCASEMENT SHALL EXTEND MIN. 6"
BEYOND PIPE JOINTS AND EDGE OF
PIPE IN ALL DIRECTIONS.

WATER MAIN

ENCASEMENT SHALL EXTEND MIN. 6" BEYOND
EDGE OF PIPE IN ALL DIRECTIONS.

WATER MAIN ENCASEMENT DETAIL
NOT TO SCALEW-6

VERTICAL SEPARATION

HORIZONTAL SEPARATION
NOTES:
1. In the event that there is a deviation from any of the separation requirements, said changes or use of encasement

must be approved by the Westchester County Department of Health.
2. Encasement of the water main shall apply only at locations where the minimum required separation distances can

not be maintained or whenever a water main crosses beneath a sewer main.
3. Encasement of the water main shall be limited to those locations indicated on the plans.
4. Encasement shall be completed with k-crete having a minimum compressive strength of 50 psi.
5. One full length of sewer pipe shall be laid so both joints will be as far from the water main as possible.
6. Where the sewer has already been installed, the water main shall be placed so that the joints on the water main

are equidistant from the sewer. No water pipe shall pass through or come in contact with any sewer manhole.

LESS THAN REQUIRED
10' MIN.

6" TYP.
ALL SIDES

C = LENGTH OF PIPE

C/2 C/2

18" MIN.

PIPES SHALL BE BACKFILLED WITH SELECT FILL
MATERIAL FROM 6" TO 24" ABOVE THE TOP OF

THE PIPE. SELECT FILL SHALL CONSIST OF SOIL
WITH NO STONES GREATER THAN 2" IN

DIAMETER. BACKFILL MATERIAL MAY CONTAIN
STONES UP TO 6" IN THEIR GREATEST

DIMENSION FROM 24" ABOVE THE TOP OF THE
PIPE TO THE BOTTOM OF THE SUBGRADE. ALL

BACKFILL MATERIAL SHALL BE FREE OF
ORGANIC AND FROZEN MATERIAL, PLACED IN 12"

LIFTS (PRIOR TO COMPACTION) AND
COMPACTED WITH A MECHANICAL TAMPER.
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"

S-1
NOT TO SCALE

PRECAST CONCRETE SEWER MANHOLE DETAIL

FRAME TO BE THOROUGHLY
BEDDED IN 1:2 CEMENT
MORTAR MIX

30"Ø FOR 3'-0"
24" Ø FOR 4'-0"

RIM TO BE 3" ABOVE GRADE
IN ALL NO TRAFFIC AREAS
FINISHED PAVEMENT

CAMPBELL FOUNDRY FRAME &
COVER No. 1105 OR APPROVED
EQUAL - MIN. 24" OPENING REQ'D

ADJUST TO GRADE WITH BRICK (ASTM
C-32, GRADE MA.) 12" MAX. OR PRE
CAST CONCRETE RING SECTIONS.

2-2MIL COATS OF BITUMINOUS MATERIAL
"INERTOL NO. 49" KOPPERS SUPPER
SERVICE BLACK OR APPROVED EQUAL,
APPLIED IN ACCORDANCE WITH
MANUFACTURE'S  SPECIFICATIONS.
(REQUIRED FOR SANITARY SEWER MANHOLES  ONLY)

0-RING JOINT TO CONFORM TO  A.S.T.M.
DESIGNATION C443 LATEST REVISION. JOINTS
TO BE MORTARED INSIDE AND OUT USING
NON- SHRINKING MORTAR.

PRE CAST MANHOLE SECTIONS TO BE IN
ACCORDANCE WITH "PRE CAST
REINFORCED CONCRETE MANHOLE
SECTIONS" A.S.T.M.  DESIGNATION C-478,
LATEST REVISION, MINIMUM COMPRESSIVE
STRENGTH TO BE 4000 P.S.I.

INLET PIPE

JOINT FILLER

APPROVED SUB GRADE

APPROVED COMPACTED
CRUSHED STONE FOUNDATION
COURSE

FILL AND SHAPE INVERT CHANNEL
IN FIELD USING CLASS A (3500 PSI)
CONCRETE. INVERT CHANNEL TO
HAVE STEEL TROWEL FINISH

ALL LIFT PIN HOLES TO BE
PLUGGED AND MORTARTED
INSIDE AND OUT

MANHOLE STEPS 12" O.C.
(SEE NOTE 1)
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4'-0" INSIDE
DIAMETER

5" THICK
WALLS

6"

12
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OUTLET PIPE

6"

8"
8"

NOTES:
1. Manhole steps shall be cast iron Neenah No. R-1981-0 or Campbell Foundry no. 2588-1 or polypropylene coated

steel (see specifications) or approved equal.
2. Unless otherwise specified, sanitary sewer manholes shall have letters "SEWER" and storm manholes shall have

letters "DRAIN" cast on cover. The covers shall have vent holes.
3. Manholes shall meet or exceed A.S.T.M. and O.S.H.A. requirements and be rated for H-20 vehicle design loading.
4. All pipes shall be cut flush with inside walls.
5. Where depth of manhole exceeds 10 ft, inside diameter shall be 60 ".
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SANITARY MANHOLE INLET
AND OUTLET SHALL HAVE A
KOR-N-SEAL BOOT

MANHOLE WALL

BUTYL RUBBER FEDERAL
SPECIFICATION
SS-S-00210 (GSA-FSS)

MANHOLE SECTION JOINT DETAIL

REINFORCED POLYPROPYLENE MANHOLE STEP DETAIL

CROSS SECTION

STEEL REINFORCING

ISOMETRIC

9 3/4"

15 7/16" 1 
3/

8"

5/8"

3 3/8"

1 3
/16

"

1"

1 
1/

2"

NOT TO SCALE

GRAVITY SEWER LATERAL CLEAN-OUT DETAILS-2
4 5  

B
E

N
D

ACCESS FRAME & COVER DETAIL FOR CLEANOUT UNDER PAVEMENT

MIN 6" THICK CONCRETE
PAD TO EXTEND MIN. 12"
AROUND ALL SIDES OF
ACCESS FRAME

FINISHED GRADE 6" DIA. PVC THREADED
CAP AT GRADE

6" DIA. PVC SDR-35

6" x 8"Ø "Y" BRANCH
CAPPED END SEE PLAN
FOR INVERT

8" DIA. PVC SDR-35FLOW8" DIA. PVC SDR-35

SEWER CLEANOUT DETAIL AT GRADE

UNDISTURBED EARTH

6" - 3/4" CRUSHED STONE

6" DIA. PVC THREADED CAP

PAVEMENT

ACCESS FRAME & COVER PATTERN NUMBER
4153 AS MANUFACTURED BY CAMPBELL
FOUNDRY COMPANY OR APPROVED EQUAL

NOTES:
1. Clean-outs shall be spaced at minimum 50 ft intervals and/or at all changes in vertical and horizontal alignment.
2. All fittings to be white H.D. As manufactured by GPK Products Inc. or approved equal.

12"

12"

10"

7-
1/

2"

6"

16"
1'-0"

SEWER CONNECTION TO PROPOSED MAIN-LINE DETAIL
NOT TO SCALES-3

NOTES:
1. Provide cleanouts as required (see detail).
2. Contractor to follow manufacture's installation guide.
3. The contractor shall be responsible for protecting all persons during

construction from harm in accordance with all applicable codes, rules
& regulations, standards and good practices.

4. Contractor to notify Town of Yorktown 48 hours in advance for trench
inspection.

5. All fittings to be white H.D. as manufactured by GPK Products Inc. or
approved equal.

6. For backfilling requirements of sewer service see "Sewer Main/Sewer
Service Trench Detail".
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PROPOSED 4"Ø PVC SDR-35 OR DIP SANITARY
SEWER SERVICE LATERAL CONNECTION

4" Ø WYE BRANCH SIZED TO FIT MAIN LINE
PROPOSED SANITARY SEWER MAIN

FLOW
SLOPE 0.4% MIN

FLOW

PLAN

6" MIN. BED OF 3/4" WASHED GRAVEL OR CRUSHED STONE
UNDER SEWER SERVICE LINE AND ABOVE PIPE

30° OR 45° BEND

PROPOSED 4"Ø PVC SDR-35 OR DIP SANITARY SEWER
SERVICE LATERAL CONNECTION (2.0% - MIN. PITCH)

4" Ø WYE BRANCH SIZED TO FIT MAIN LINE

3/4" WASHED GRAVEL OR CRUSHED STONE ALL AROUND

UNDISTURBED OR
COMPACTED EARTH

PROPOSED SANITARY SEWER MAIN

SECTION

45°
MAX.

6"
M

IN
.

MIN 1/4" PER FT (2%)

FROM PROPOSEDRESIDENCE

SEWER MAIN / SEWER SERVICE TRENCH DETAIL
NOT TO SCALE

S-4

GROUND
SURFACE

FINISHED GRADE TOPSOIL (4" MIN.),
SEED AND MULCH OR WHEN IN

PAVEMENT SEE PAVEMENT DETAIL

SEWER SERVICE LINES SHALL HAVE METALLIC TAPE LABELED
"CAUTION SEWER LINE BELOW" SET AT BOTH 12" AND 24"
BELOW FINISHED GRADE OVER CENTERLINE OF SEWER PIPES.

PIPES SHALL BE BACKFILLED WITH SELECT FILL MATERIAL FROM 6" TO 24"
ABOVE THE TOP OF THE PIPE. SELECT FILL SHALL CONSIST OF SOIL WITH NO
STONES GREATER THAN 2" IN DIAMETER. BACKFILL MATERIAL MAY CONTAIN
STONES UP TO 6" IN THEIR GREATEST DIMENSION FROM 24" ABOVE THE TOP
OF THE PIPE TO THE BOTTOM OF THE SUBGRADE. ALL BACKFILL MATERIAL
SHALL BE FREE OF ORGANIC AND FROZEN MATERIAL, PLACED IN 12" LIFTS
(PRIOR TO COMPACTION) AND COMPACTED WITH A MECHANICAL TAMPER.

SHEETING, IF REQUIRED, SHALL BE CUT OFF AT TOP OF
THE LOWEST SET OF BRACING UNLESS OTHERWISE
SPECIFIED BY TOWN ENGINEER (TYP.)

INITIAL BACKFILL HANDFILL OR MACHINE PLACED
LITTLE OR NO TAMPING REQUIRED ON TOP OF PIPE
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6"
4"

- 6
"

SPRING LINE

HAUNCHING

BEDDING

TRENCH WIDTH = D+2' MIN.
PAYMENT LIMITS, BEDDING, HAUNCHING

AND INITIAL BACKFILLS

CONCRETE STRUCTURAL SUPPORT IF NEEDED
SEE CONCRETE CRADLE DETAIL

SEWER MAIN & SEWER SERVICE

UNDISTURBED EARTH
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NOTES:
1. Sewer pipe shall be PVC SDR-35 in all cases except where depth of cover exceeds 10 ft. In cases where cover exceeds 10

ft, sewer pipe shall be a min. PVC SDR-26. When a sewer main is installed in a fill section, the fill shall be compacted to a
min. 95% standard proctor and certified to the Town of Yorktown.

2. No rock is to project into within the edges of the trench. In rock excavation pipe shall be a min. of 6" over and away from rock.
3. Backfill shall be placed so as to not disturb the pipe alignment.
4. In areas where adequate cover can not be maintained for sewer main, proper protection shall be provided against freezing

and superimposed loading.

TYPICAL DETAIL OF TIE-IN TO EXISTING SEWER MANHOLE
NOT TO SCALES-5

NOTES:
1. Connections to existing precast concrete manholes with P.V.C. SDR-35 or higher class pipe shall be made, as follows:

  A.  The existing manholes shall be core drilled to receive a kor-n-seal flexibility connector.
  B.  The opening shall be cleaned and the connector set in place with the korband using a hydraulic lift.
  C.  The contractor may substitute another system for one described provided that a seal of the same reliability is

                  maintained with the manhole. The pipe clamps and all devices, including screws, shall be stainless steel.

NOT TO SCALE

EXISTING SANITARY FLEXIBLE CONNECTIONS-6

KORBAND PIPE CLAMP

FLEXIBLE
CONNECTOR

KOR-N-SEAL ASSEMBLY SCHEMATIC

EXISTING MANHOLE

KORBAND

INTERCEPTOR LINE

PIPE CLAMP

FLEXIBLE  CONNECTOR

FOR CONNECTION TO EXISTING SANITARY MANHOLE

REINFORCED
POLYPROPYLENE
STEPS (SEE DETAIL)

INLET AND OUTLET SHALL
HAVE A KOR-N-SEAL BOOT

BASE AND RISER SECTION
MONOLITHIC POUR

CONTRACTOR SHALL BUILD
INVERT TO HALF DIAMETER
OF PIPE IN FIELD.  INVERT
SHALL BE TROWELED TO A
SMOOTH FINISH.

CONTRACTOR SHALL BUILD INVERT
TO HALF DIAMETER OF PIPE IN
FIELD.  INVERT SHALL BE TROWELED
TO A SMOOTH FINISH.

INLET AND OUTLET SHALL
HAVE A KOR-N-SEAL BOOT

OUTLET ANGLE
AS REQUIRED

EXTERIOR OF MANHOLE
SHALL  HAVE A
BITUMASTIC COATING

HEIGHT LESS THAN
24 INCHES.

4"- 6" MIN. 3/4"
WASHED GRAVEL  OR
CRUSHED STONE
UNDISTURBED EARTH

CHUTE TROUGH

IN
LE

T

OUTLET

A

A

TYPICAL PLAN VIEW

PITCH 1"
PER FT.

PIPE

BENCH

CENTER LINE OF PIPE

MANHOLE BASE

TROUGH SECTION

8"

60"

12
"

48"

BENCH

OUTLET ANGLE
AS REQUIRED

IN
LET

OUTLET

A

A

INLET AND OUTLET SHALL
HAVE A KOR-N-SEAL BOOT
INCLUDED UNDER MANHOLE
ITEM.

EXISTING TROUGH

PLAN VIEW EXIST. SMH TIE-IN

60"
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