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712 Kitchawan Road - Transitional Zone - Use Table:

PERMITTED MAIN USES:

1) Office.
2)For-profit office and flex space including use for a digital

printing/cutting/laminating business.

MAIN USES BY SPECIAL PERMIT FROM TOWN BOARD:

1) Main Uses Permitted by special permit from the Town Board in
accordance with the provisions of §300-21(C)(1)(b) and in accordance
with the provisions of Article VII.

PERMITTED ACCESSORY USES:

1) One dwelling unit or guest facility for the temporary accommodation of
company employees and of visitors to the office provided that such unit is
located in a main building and that the site is limited to one such dwelling
unit or guest facility.

2)Permitted Accessory Uses in accordance with the provisions of §
300-21(C)(1)(c) and subject to the provisions of § 300-182.

PERMITTED ACCESSORY USES BY SPECIAL PERMIT FROM TOWN
BOARD:

1) Permitted accessory uses by special permit from Town Board in accordance
with the provisions of § 300-21(C)(1)(d) and in accordance with the provisions
of Article VII.

BACK FILL WITH EXISTING SOIL.IN SANDY LOAM SOILS,
ADD 20% MAX. BY VOLUME COMPOSTED ORGANIC
MATERIAL TO THE EXISTING SOIL.

TAMP SOIL AROUND ROOT BALL BASE
FIRMLY WITH FOOT PRESSURE SO
THAT ROOT BALL DOES NOT SHIFT.

PLACE ROOTBALL ON UNEXCAVATED OR
COMPACTED MOUND TO PREVENT SETTLEMENT.

STAKE TREES ONLY UPON THE APPROVAL
OF THE LANDSCAPE DESIGNER.

DO NOT HEAVILY PRUNE THE TREE AT PLANTING.
PRUNE ONLY CROSSOVER LIMBS, CO-DOMINANT
LEADERS, AND BROKEN OR DEAD BRANCHES.
SOME INTERIOR TWIGS AND LATERAL BRANCHES
MAY BE PRUNED; HOWEVER, DO NOT REMOVE
THE TERMINAL BUDS OF BRANCHES THAT
EXTEND TO THE EDGE OF THE CROWN.

MARK THE NORTH SIDE OF THE TREE
IN THE NURSERY, AND ROTATE TREE
TO FACE NORTH AT THE SITE.

WRAP TREE TRUNKS ONLY UPON THE
APPROVAL OF THE LANDSCAPE DESIGNER.

TREE SHALL BEAR SAME RELATION TO
GRADE AS IT BORE TO IT'S PREVIOUSLY
EXISTING GRADE. PLANT TREE 2-3" IN.
ABOVE DESIRED GRADE TO ALLOW FOR
SOME SETTLING.

2 IN. MULCH. DO NOT PLACE MULCH
IN CONTACT WITH TREE TRUNK. MAINTAIN
THE MULCH WEED-FREE FOR A MINIMUM
OF THREE YEARS AFTER PLANTING.

EACH TREE MUST BE PLANTED SUCH THAT THE TRUNK
FLARE IS VISIBLE AT THE TOP OF THE ROOT BALL.
TREES WHERE THE TRUNK FLARE IS NOT VISIBLE SHALL
BE REJECTED. DO NOT COVER THE TOP OF THE ROOT BALL
WITH SOIL.

FORM A SOIL SAUCER 4 IN. IN DEPTH AND FILL WITH WATER.
SOON AFTER WATER HAS BEEN ABSORBED, COVER WITH MULCH.

REMOVE ALL TWINE, ROPE AND WIRE, AND BURLAP FROM
TOP HALF OF ROOT BALL. IF PLANT IS SHIPPED WITH A WIRE
BASKET AROUND THE ROOT BALL, CUT THE WIRE BASKET IN
FOUR PLACES AND FOLD DOWN 8 IN. INTO PLANTING HOLE.

1:1 SLOPE ON SIDES OF PLANTING HOLE

TREE PLANTING DETAIL
NOTE: THIS DETAIL ASSUMES THAT THE PLANTING SPACE IS LARGER THAN 8 FT. SQUARE,
OPEN TO THE SKY, AND NOT COVERED BY ANY PAVING OR GRATING.
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L2 Wall Mounted Light Fixture
The Original Warehouse Gooseneck Light - Barnlight Electric 100W Lamp
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